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<Start of first modified section>
[bookmark: _Toc21353830][bookmark: _Toc27749449]–	DownlinkConfigCommonSIB
Table 4.6.3-53: DownlinkConfigCommonSIB
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	DownlinkConfigCommonSIB ::= SEQUENCE {
	
	
	

	  frequencyInfoDL
	FrequencyInfoDL-SIB
	
	

	  initialDownlinkBWP
	BWP-DownlinkCommon with condition InitialBWP_SIB
	
	

	
	BWP-DownlinkCommon with condition PEI
	
	PEI

	  bcch-Config SEQUENCE {
	
	
	

	    modificationPeriodCoeff
	n4
	
	

	  }
	
	
	

	  pcch-Config SEQUENCE {
	
	
	

	    defaultPagingCycle
	rf128
	
	

	    nAndPagingFrameOffset CHOICE {
	
	
	

	      halfT
	0
	
	

	
	1
	
	PEI

	    }
	
	
	

	    ns
	one
	
	

	
	two
	
	PEI

	    firstPDCCH-MonitoringOccasionOfPO
	Not present
	
	

	    nrofPDCCH-MonitoringOccasionPerSSB-InPO-r16
	Not present
	
	

	  }
	
	
	

	  pei-Config-r17
	Not present
	
	

	  pei-Config-r17 SEQUENCE {
	
	
	PEI

	    po-NumPerPEI-r17
	po2
	
	

	    payloadSizeDCI-2-7-r17
	22
	
	

	    pei-FrameOffset-r17
	3
	
	

	    subgroupConfig-r17 SEQUENCE {
	
	
	

	      subgroupsNumPerPO-r17
	2
	
	

	      subgroupsNumForUEID-r17
	2
	
	

	    }
	
	
	

	    lastUsedCellOnly-r17
	Not pPresent
	
	

	  }
	
	
	

	  initialDownlinkBWP-RedCap-r17
	Not present
	
	

	}
	
	
	



	Condition
	Explanation

	PEI
	Paging Early Indication is configured in the cell.



<End of modified section>

