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This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2022-09_D22wk49 related to the title of this CR.
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	shaun.harry@keysight.com 	
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	Function name
	function fl_TC_6_2_1_5_TestBody()

	Reason for change
	Before step 20, where SS is initiating deregistration, the IMS component should be reset to allow for new IMS registration

	Summary of change
	Reseted IMS component before step 20

	TTCN module
	Idle_PLMNSelection_NR5GC_NR.TTCN

	MCC160 Comment
	



Before Change
	  function fl_TC_6_2_1_5_TestBody() runs on NR5GC_PTC
  {// @sic R5-204406, R5s200889 sic@

................................


    // @siclog "Step 19" siclog@
    // The SS adjusts cell levels according to row T1 of table 6.2.1.5.3.2-1.
    if (not f_NR_CellInfo_GetIsFR1(nr_Cell1)) {
      // SS change NR Cell 1 SIB1 with modification of Qrxlevmin.
      v_DeltaPrimaryBand := f_NR_MobileInfo_GetPrimaryDeltaValue();
      f_NR_CellInfo_SetAndCalculateQ_RxLevMin(nr_Cell1, -91.0, v_DeltaPrimaryBand.DeltaNRf1);
      f_NR_ModifySysinfo(nr_Cell1, false); //Modify Sysinfo in SS without Paging
    }
    f_NR_SetCellPower (nr_Cell1, tsc_NR_ServingCellSSS_EPRE_FR1, tsc_NR_ServingCellSSS_EPRE_FR2);

    // @siclog "Step 20" siclog@
    // Check: Does the UE send an RRCSetupRequest on NR Cell 1 after tmin but before tmax expires?

................................

  }




After Change
	  function fl_TC_6_2_1_5_TestBody() runs on NR5GC_PTC
  {// @sic R5-204406, R5s200889 sic@

................................


    // @siclog "Step 19" siclog@
    // The SS adjusts cell levels according to row T1 of table 6.2.1.5.3.2-1.
    if (not f_NR_CellInfo_GetIsFR1(nr_Cell1)) {
      // SS change NR Cell 1 SIB1 with modification of Qrxlevmin.
      v_DeltaPrimaryBand := f_NR_MobileInfo_GetPrimaryDeltaValue();
      f_NR_CellInfo_SetAndCalculateQ_RxLevMin(nr_Cell1, -91.0, v_DeltaPrimaryBand.DeltaNRf1);
      f_NR_ModifySysinfo(nr_Cell1, false); //Modify Sysinfo in SS without Paging
    }
f_NR_SetCellPower (nr_Cell1, tsc_NR_ServingCellSSS_EPRE_FR1, tsc_NR_ServingCellSSS_EPRE_FR2);

    f_IMS_IPCAN_SendCoOrdMsg(IMS[f_PDN_PdnIndex2Integer(PDN_1)], cms_IPCAN_IMS_Reset); //KS#23xxxx

    // @siclog "Step 20" siclog@
    // Check: Does the UE send an RRCSetupRequest on NR Cell 1 after tmin but before tmax expires?

................................

  }






