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9.1.10.4	NSSAA / Initial registration / Reject
9.1.10.4.1	Test Purpose (TP)
(1)
with { UE in 5GMM-REGISTERED-INITIATED state }
ensure that {
  when { UE receives a REGISTRATION REJECT with cause #62 "No network slices available" to reject all the request NSSAIs and one of the NSSAI is rejected with cause of "S-NSSAI not available in the current registration area" }
    then { UE abort the initial registration procedure, set the 5GS update status to 5U2 NOT UPDATED, enter state 5GMM-DEREGISTERED.NORMAL-SERVICE or 5GMM-DEREGISTERED.PLMN-SEARCH and reset the registration attempt counter and UE doesn’t attempt to use this NSSAI until UE moving out of the current registration area }
            }

(2)
with { UE in 5GMM-REGISTERED-INITIATED state }
ensure that {
  when { UE receives a REGISTRATION REJECT with cause #62 "No network slices available" to reject all the request NSSAIs and one of the NSSAI is rejected with cause of "S-NSSAI not available due to the failed or revoked network slice-specific authentication and authorization" }
    then { UE stores the rejected NSSAI and doesn't attempt to use this S-NSSAI in the current PLMN over any access }

9.1.10.4.2	Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 24.501, clause 5.5.1.2.5.
[TS 24.501 clause 5.5.1.2.5]
If the initial registration request is rejected because:
a)	all the S-NSSAI(s) included in the requested NSSAI are either rejected for the current PLMN, rejected for the current registration area, or rejected  for the failed or revoked NSSAAs; and
b)	the UE set the NSSAA bit in the 5GMM capability IE to:
1)	"Network slice-specific authentication and authorization supported" and:
i)	there are no subscribed S-NSSAIs marked as default;
ii)	all subscribed S-NSSAIs marked as default are not allowed; or
iii)	network slice-specific authentication and authorization has failed or been revoked for all subscribed S-NSSAIs marked as default and based on network local policy, the network decides not to initiate the network slice-specific re-authentication and re-authorization procedures for any subscribed S-NSSAI marked as default requested by the UE; or
2)	"Network slice-specific authentication and authorization not supported"; and
i)	there are no subscribed S-NSSAIs which are marked as default; or
ii)	all subscribed S-NSSAIs marked as default are either not allowed or are subject to network slice-specific authentication and authorization;
the network shall set the 5GMM cause value to #62 "No network slices available". If the UE had included requested NSSAI in the REGISTRATION REQUEST message, then the network shall include the rejected S-NSSAI(s) in the Rejected NSSAI IE of the REGISTRATION REJECT message. Otherwise, the network may include the rejected NSSAI.
…
#62	(No network slices available).
	The UE shall abort the initial registration procedure, set the 5GS update status to 5U2 NOT UPDATED and enter state 5GMM-DEREGISTERED.NORMAL-SERVICE or 5GMM-DEREGISTERED.PLMN-SEARCH. Additionally, the UE shall reset the registration attempt counter.
	The UE receiving the rejected NSSAI in the REGISTRATION REJECT message takes the following actions based on the rejection cause in the rejected S-NSSAI(s):
	"S-NSSAI not available in the current PLMN or SNPN"
	The UE shall store the rejected S-NSSAI(s) in the rejected NSSAI for the current PLMN or SNPN as specified in subclause 4.6.2.2 and shall not attempt to use this S-NSSAI(s) in the current PLMN or SNPN until switching off the UE, the UICC containing the USIM is removed, an entry of the "list of subscriber data" with the SNPN identity of the current SNPN is updated, or the rejected S-NSSAI(s) are removed as described in subclause 4.6.2.2.
	"S-NSSAI not available in the current registration area"
	The UE shall store the rejected S-NSSAI(s) in the rejected NSSAI for the current registration area as described in subclause 4.6.2.2 and shall not attempt to use this S-NSSAI(s) in the current registration area until switching off the UE, the UE moving out of the current registration area, the UICC containing the USIM is removed, the entry of the "list of subscriber data" with the SNPN identity of the current SNPN is updated, or the rejected S-NSSAI(s) are removed or deleted as described in subclause 4.6.2.2.
	"S-NSSAI not available due to the failed or revoked network slice-specific authentication and authorization"
	The UE shall store the rejected S-NSSAI(s) in the rejected NSSAI for the failed or revoked NSSAA as specified in subclause 4.6.2.2 and shall not attempt to use this S-NSSAI in the current PLMN over any access until switching off the UE, the UICC containing the USIM is removed, the entry of the "list of subscriber data" with the SNPN identity of the current SNPN is updated, or the rejected S-NSSAI(s) are removed or deleted as described in subclause 4.6.1 and 4.6.2.2.
9.1.10.4.3	Test description
9.1.10.4.3.1	Pre-test conditions
System Simulator:
	NGC Cell A belongs to Home PLMN and TAI1 and set as serving cell;
	NGC Cell B belongs to Home PLMN and TAI-2 and set as Non-Suitable “Off” cell.
UE:
	None.
Preamble:
	The UE is in state 3N-A according to TS 38.508-1 [4].
9.1.10.4.3.2	Test procedure sequence
Table 9.1.10.4.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	0A1-0A2
	Steps 1-2 of test procedure for deleting configured S-NSSAI, default configured S-NSSAI and allowed S-NSSAI as specified in TS 38.508-1 [4], subclause 4.9.35 are performed.
	-
	-
	-
	-

	0A3-0A4
	Steps 5-6 of test procedure for deleting configured S-NSSAI, default configured S-NSSAI and allowed S-NSSAI as specified in TS 38.508-1 [4], subclause 4.9.35 are performed.
	-
	-
	-
	-

	0B
	The UE is switched off by executing generic procedure in Table 4.9.6.3-1 in TS 38.508-1 [4]
	-
	-
	-
	-

	1
	The SS configures:
- NGC cell A as the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on NGC Cell A unless explicitly stated otherwise.
	-
	-
	-
	-

	2
	The UE is switched on.
	-
	-
	-
	-

	3-14
	Steps 2-13 of Table 4.5.2.2-2 of the generic procedure in TS 38.508-1 [4] are performed.
	-
	-
	-
	-

	15
	The SS transmits a REGISTRATION REJECT message with the 5GMM cause set to #62 "No network slices available"
	<--
	5GMM: REGISTRATION REJECT
	-
	-

	16
	Void
	-
	-
	-
	-

	17
	Void
	-
	-
	-
	-

	18
	The SS configures NGC Cell A as a “Non-suitable OFF cell” and NGC Cell B as the “Serving cell”.
	-
	-
	-
	-

	19
	The UE transmits a REGISTRATION REQUEST message including S-NSSAI=2 but not including S-NSSAI=1 in Request NSSAI list?
	-->
	REGISTRATION REQUEST
	1,2
	P

	20-28
	Steps 5 to 13 of the generic procedure for NR RRC_IDLE specified in TS 38.508-1 subclause 4.5.2 are performed.
	-
	-
	-
	-

	29
	The SS transmits a REGISTRATION ACCEPT message including allowed S-NSSAI=2 IE
	<--
	REGISTRATION ACCEPT
	-
	-

	30
	The UE transmits an ULInformationTransfer message and a REGISTRATION COMPLETE message.
	-->
	REGISTRATION COMPLETE
	-
	-

	
	EXCEPTION: Step 31a1 is performed if pc_noOf_PDUsSameConnection > 0.
	
	
	
	

	31a1
	The generic procedure for UE-requested PDU session establishment, specified in subclause 4.5A.2, takes place performing establishment of UE-requested PDU session(s) with ExpectedNumberOfNewPDUSessions = pc_noOf_PDUsSameConnection.
	-
	-
	-
	-

	31A
	The SS releases the RRC connection.
	-
	-
	-
	-

	31B
	Check: Is S-NSSAI=1 in the Rejected NSSAI list with cause ‘S-NSSAI not available due to the failed or revoked network slice-specific authentication and authorization’’ associated with current PLMN using AT/MMI command (+C5GNSSAIRDP)?
	-
	-
	2
	P

	32
	Cause the UE to request establishment of PDU session with S-NSSAI=1.(Note 1)
	-
	-
	-
	-

	33
	Check: Does the UE transmit an RRCSetupRequest message within 5 30 seconds?
	-->
	NR RRC: RRCSetupRequest
	2
	F

	Note1: The request to establish a PDU session may be performed by MMI or AT Command.



9.1.10.4.3.3	Specific message contents
Table 9.1.10.4.3.3-0: REGISTRATION ACCEPT (preamble, Table 9.1.10.4.3.2-1)
	Derivation path: TS 38.508-1 Table 4.7.1-7

	Information Element
	Value/remark
	Comment
	Condition

	Allowed NSSAI
	
	
	

	     Allowed NSSAI IEI
	
	NSSAI value 1&2
	

	     Length of Allowed NSSAI
	'0000 0100'B
	4 octets
	

	     Length of S-NSSAI contents
	'00000001'B
	SST
	

	     SST
	'00000001'B
	SST value 1 
	

	     SD
	Not Present
	
	

	     Mapped configured SST
	Not Present
	
	

	     Mapped configured SD
	Not Present
	
	

	     Length of S-NSSAI contents
	'00000001'B
	SST
	

	     SST
	'00000010'B
	SST value 2
	

	     SD
	Not Present
	
	

	     Mapped configured SST
	Not Present
	
	

	     Mapped configured SD
	Not Present
	
	

	Configured NSSAI
	
	
	

	    Configured NSSAI IEI
	
	NSSAI value 1&2
	

	     Length of Configured NSSAI
	'0000 0100'B
	4 octets
	

	     Length of S-NSSAI contents
	'00000001'B
	SST
	

	     SST
	'00000001'B
	SST value 1
	

	     SD
	Not Present
	
	

	     Mapped configured SST
	Not Present
	
	

	     Mapped configured SD
	Not Present
	
	

	     Length of S-NSSAI contents
	'00000001'B
	SST
	

	     SST
	'00000010'B
	SST value 2
	

	     SD
	Not Present
	
	

	     Mapped configured SST
	Not Present
	
	

	     Mapped configured SD
	Not Present
	
	



Table 9.1.10.4.3.3-1: REGISTRATION REJECT (step 15, Table 9.1.10.4.3.2-1)
	Derivation Path: TS 38.508-1 Table 4.7.1-9

	Information Element
	Value/remark
	Comment
	Condition

	5GMM cause
	'0011 1110'B
	No network slices available
	

	Rejected NSSAI
	
	
	

	     S-NSSAI IEI
	
	S-NSSAI value 1&2
	

	     Length of rejected S-NSSAI
	‘0001’B
	SST
	

	     Cause value 
	‘0010’B
	S-NSSAI not available due to the failed or revoked network slice-specific authentication and authorization.
	

	     SST
	‘00000001’B
	SST value 1
	

	     SD
	Not Present
	no SD value associated with the SST
	

	     Length of rejected S-NSSAI
	‘0001’B
	SST
	

	     Cause value 
	‘0001’B
	S-NSSAI not available in the current registration area
	

	     SST
	‘00000010’B
	SST value 2
	

	     SD
	Not Present
	no SD value associated with the SST
	



Table 9.1.10.4.3.3-1a: REGISTRATION REQUEST (step 19, Table 9.1.10.4.3.2-1)
	Derivation Path: TS 38.508-1 Table 4.7.1-6

	Information Element
	Value/remark
	Comment
	Condition

	5GS registration type
	
	
	

	  5GS registration type value
	‘001’B
	Initial registration
	

	Requested NSSAI
	
	
	

	  S-NSSAI IEI
	
	
	

	  Length of NSSAI contents
	‘00000010’B
	2 octets
	

	    Length of S-NSSAI contents
	‘00000001’B
	SST
	

	    SST
	‘00000010’B
	SST value 2
	

	    SD
	Not Present
	
	

	    Mapped configured SST
	Not Present
	
	

	    Mapped configured SD
	Not Present
	
	



Table 9.1.10.4.3.3-2: REGISTRATION ACCEPT (step 29, Table 9.1.10.4.3.2-1)
	Derivation path: TS 38.508-1 Table 4.7.1-7

	Information Element
	Value/remark
	Comment
	Condition

	5GS registration result
	
	
	

	     5GS registration result value
	‘000’B
	3GPP access
	

	     NSSAA Performed
	‘10’B
	Network slice-specific authentication and authorization is not to be performed
	

	Allowed NSSAI
	
	
	

	     S-NSSAI IEI
	
	S-NSSAI value 2
	

	     Length of S-NSSAI contents
	‘00000001’B
	SST
	

	     SST
	‘00000010’B
	SST value 2
	

	     SD
	Not Present
	
	

	     Mapped configured SST
	Not Present
	
	

	     Mapped configured SD
	Not Present
	
	



Table 9.1.10.4.3.3-3: PDU SESSION ESTABLISHMENT ACCEPT (step 31a1, Table 9.1.10.4.3.2-1)
	Derivation path: TS 38.508-1 Table 4.7.2-2

	Information Element
	Value/remark
	Comment
	Condition

	S-NSSAI
	
	
	

	  Length of S-NSSAI contents
	‘0000 0001’B
	SST
	

	  SST
	‘0000 0010’B
	SST value 2
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