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Discussion
In the RAN#97 meeting, the work item of NR network-controlled repeaters was setup [1]. And the WID was updated in the RAN#98 meeting with the note of power control removed [2]. 
In the RAN1#112 meeting, the progress of NCR with signaling design of the side control information had a good progress. Both semi-persistent and aperiodic beam indication had been finished. The signaling of side control information have been specified including beamforming, TDD configuration and ON-OFF information. And the RRC parameters and the MAC CE parameter had been concluded and was sent to RAN2. The essential part of RAN1 has been finished. 
Observation 1:
From RAN1 perspective, the essential work has been finished in the last working group meeting.

But unfortunately, in the RAN2#121 meeting, the WI was concluded that it cannot be considered completed. One issue is still open that the behavior of NCR-MT when the NCR-MT selects/reselects to an acceptable cell or when no cell is found and come back. According to TS 38.304, if a suitable cell is not found and an acceptable cell is found, the UE will enter to “camped on any cell” state and move to idle mode. Thus, when one NCR-MT selects/reselects to an acceptable cell, it should go into idle mode. In the last RAN2 meeting, RAN2 agreed that if NCR-MT enters RRC_IDLE due to no suitable cell is find, NCR-Fwd is OFF. On the other side, if the MT does not find any cell and comes back to the original serving cell, the behavior depends on the state of the original serving cell. If the original serving cell is a suitable cell, then the MT can receive the side control information from the original serving cell. And the if the original serving cell is an acceptable cell, the NCR-MT goes into the idle mode and will not receive any side control configuration. 
Considering this is the only issue left for the WI to complete, one additional meeting is proposed to extend for RAN2. 
Proposal 1
Considering to solve the open issue of NCR, it is proposed to extend one meeting in RAN2 for NCR WI.

Conclusions
In this contribution, we provide our views on the progress of the work item of NCR. The proposal is listed below.

Proposal 1
Considering to solve the open issue of NCR, it is proposed to extend one meeting in RAN2 for NCR WI.
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