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	Reason for change:
	For PSFCH transmissions across multiple resource pools, the total transmit power of PSFCH transmissions can exceed P_CMAX,c. 
When resource pools are (pre)configured with different set of nominal power and alpha, it can violate the following RAN1 agrement made in RAN1#99 which is that the transmit power of each PSFCH is the same. 
	RAN1#99 Agreements:
· When UE transmits N PSFCHs simultaneously (if supported), transmit power of each PSFCH is the same.





	
	

	Summary of change:
	Power control for PSFCH transmissions is performed for all the resource pools in a PSFCH occasion. 
Add relevant expressions reflecting RAN1#99 agreement in section 16.2.3
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	Consequences if not approved:
	The total transmit power of PSFCH transmissions across multiple resource pool can exeed P_CMAX,c.
The RAN1 agreement of RAN1#99 is not implemented in specification.
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<Unchanged parts are omitted>
16.2.3	PSFCH
A UE with  scheduled PSFCH transmissions, and capable of transmitting a maximum of  PSFCHs, determines a number  of simultaneous PSFCH transmissions and a power  for a PSFCH transmission , , on a all the resource pools in PSFCH transmission occasion  on active SL BWP  of carrier  as
<Unchanged parts are omitted>
	where the UE autonomously determines  PSFCH transmissions with ascending order of corresponding priority field values as described in clause 16.2.4.2 such that  and where  is determined for the  PSFCH transmissions according to [8-1, TS 38.101-1].
For resource pools configured with PSFCH resources overlapping in time, the UE either expects not to be provided with dl-P0-PSFCH or dl-Alpha-PSFCH in any of the resource pools, or expects to be provided with the same values of dl-P0-PSFCH and the same values of dl-Alpha-PSFCH for all the resource pools.
<Unchanged parts are omitted>
