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These CRs were agreed by RAN4 and are forwarded to TSG-RAN#99 for approval:
	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	36.133
	7189
	-
	Rel-17
	CR on SRS antenna port switching requirements 36.133
	F
	17.8.0
	RAN4#106
	R4-2301799
	Huawei, HiSilicon
	NR_RRM_enh2-Core
	7.32.2.18, 7.36.2.16
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	36.133
	7190
	-
	Rel-18
	CR on SRS antenna port switching requirements 36.133 R18
	A
	18.0.0
	RAN4#106
	R4-2301800
	Huawei, HiSilicon
	NR_RRM_enh2-Core
	7.32.2.18, 7.36.2.16
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.101-1
	1302
	-
	Rel-18
	CR for TS 38.101-1 Rel-18 CAT-A: Correction to NRU spectrum emission mask
	A
	18.0.0
	RAN4#106
	R4-2300323
	Apple
	NR_unlic-Core, NR_bands_R17_BWs-Core
	
	

	38.101-1
	1371
	-
	Rel-16
	Correct the scaling number for MPR/A-MPR and NS_04 SEM requirement
	F
	16.14.0
	RAN4#106
	R4-2301237
	ZTE Corporation
	NR_RF_FR1
	
	

	38.101-1
	1372
	-
	Rel-17
	Correct the scaling number for MPR/A-MPR and NS_04 SEM requirement
	F
	17.8.0
	RAN4#106
	R4-2301238
	ZTE Corporation
	NR_RF_FR1
	
	

	38.101-1
	1373
	-
	Rel-18
	Correct the scaling number for MPR/A-MPR and NS_04 SEM requirement
	A
	18.0.0
	RAN4#106
	R4-2301239
	ZTE Corporation
	NR_RF_FR1
	
	

	38.101-1
	1391
	1
	Rel-16
	Clarification on Time mask for Tx switching for SA (Rel-16)
	F
	16.14.0
	RAN4#106
	R4-2303526
	vivo, Qualcomm
	NR_RF_FR1
	
	

	38.101-1
	1402
	-
	Rel-16
	CR to 38.101-1: Corrections on reference section for A-MPR for CA_NC_NS_04
	F
	16.14.0
	RAN4#106
	R4-2301860
	Xiaomi
	NR_RF_FR1-Core
	6.2A.3.1.2.1
	TS/TR ... CR ... ; TS 38.521-1; TS/TR ... CR ... 

	38.101-1
	1452
	1
	Rel-16
	CR to return he Eq1 for intra-band UL CA contiguous
	F
	16.14.0
	RAN4#106
	R4-2303650
	Qualcomm
	NR_RF_FR1-Core
	
	

	38.101-1
	1474
	1
	Rel-17
	CR to return he Eq1 for intra-band UL CA contiguous
	F
	17.8.0
	RAN4#106
	R4-2303722
	Qualcomm
	NR_RF_FR1-Core
	
	

	38.101-1
	1475
	-
	Rel-18
	CR to return he Eq1 for intra-band UL CA contiguous
	F
	18.0.0
	RAN4#106
	R4-2303704
	Qualcomm
	NR_RF_FR1-Core
	
	

	38.101-3
	0860
	1
	Rel-16
	Clarification on Time mask for Tx switching for NSA
	F
	16.14.0
	RAN4#106
	R4-2303527
	vivo, Qualcomm
	NR_RF_FR1
	
	

	38.101-3
	0861
	-
	Rel-17
	Clarification on Time mask for Tx switching for NSA
	A
	17.8.0
	RAN4#106
	R4-2301551
	vivo, Qualcomm, China Telecom
	NR_RF_FR1
	6.3B.4.1
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.101-3
	0862
	-
	Rel-18
	Clarification on Time mask for Tx switching for NSA
	A
	18.0.0
	RAN4#106
	R4-2301552
	vivo, Qualcomm, China Telecom
	NR_RF_FR1
	6.3B.4.1
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.133
	2842
	1
	Rel-17
	CR on PUCCH SCell activation requirement
	F
	17.8.0
	RAN4#106
	R4-2303274
	CATT
	NR_RRM_enh2-Core
	
	

	38.133
	2843
	-
	Rel-18
	CR on PUCCH SCell activation requirement
	A
	18.0.0
	RAN4#106
	R4-2300596
	CATT
	NR_RRM_enh2-Core
	
	

	38.133
	2907
	-
	Rel-17
	Correction on SRS configurations for SRS antenna switching test cases in R17
	F
	17.8.0
	RAN4#106
	R4-2301699
	vivo
	NR_RRM_enh2-Perf
	A.3.24, A.4.5.2.11, A.4.5.2.12, A.6.5.2.3, A.6.5.2.4
	TS/TR ... CR ... ; TS38.533; TS/TR ... CR ... 

	38.133
	2908
	-
	Rel-18
	Correction on SRS configurations for SRS antenna switching test cases in R18
	A
	18.0.0
	RAN4#106
	R4-2301700
	vivo
	NR_RRM_enh2-Perf
	A.3.24, A.4.5.2.11, A.4.5.2.12, A.6.5.2.3, A.6.5.2.4
	TS/TR ... CR ... ; TS38.533; TS/TR ... CR ... 

	38.133
	2909
	1
	Rel-16
	CR on TC maintenance for NR-U R16
	F
	16.14.0
	RAN4#106
	R4-2303196
	Huawei, HiSilicon
	NR_unlic-Perf
	
	

	38.133
	2910
	-
	Rel-17
	CR on TC maintenance for NR-U R17
	A
	17.8.0
	RAN4#106
	R4-2301789
	Huawei, HiSilicon
	NR_unlic-Perf
	A.3.26.2.2 and A.10.3.6
	TS/TR ... CR ... ; TS38.533; TS/TR ... CR ... 

	38.133
	2911
	-
	Rel-18
	CR on TC maintenance for NR-U R18
	A
	18.0.0
	RAN4#106
	R4-2301790
	Huawei, HiSilicon
	NR_unlic-Perf
	A.3.26.2.2 and A.10.3.6
	TS/TR ... CR ... ; TS38.533; TS/TR ... CR ... 

	38.133
	2976
	1
	Rel-16
	Correction to CBW change TCs_R16
	F
	16.14.0
	RAN4#106
	R4-2303155
	Huawei, HiSilico
	NR_RRM_enh-Perf
	
	

	38.133
	2977
	1
	Rel-17
	Correction to CBW change TCs_R17
	F
	17.8.0
	RAN4#106
	R4-2303156
	Huawei, HiSilicon
	NR_RRM_enh-Perf, LTE_NR_DC_enh2-Core
	
	

	38.133
	2978
	-
	Rel-18
	Correction to CBW change TCs_R18
	A
	18.0.0
	RAN4#106
	R4-2301992
	Huawei, HiSilicon
	NR_RRM_enh-Perf, LTE_NR_DC_enh2-Core
	
	

	38.133
	3038
	-
	Rel-17
	CR on SRS antenna port switching corrections in TS38.133 R17
	F
	17.8.0
	RAN4#106
	R4-2302594
	Nokia, Nokia Shanghai Bell
	NR_RRM_enh2-Core
	
	

	38.133
	3066
	1
	Rel-16
	CR on RLM OOS and IS tests with no DRX in NR-U standalone mode
	F
	16.14.0
	RAN4#106
	R4-2303152
	Qualcomm Incorporated
	NR_unlic-Perf
	
	

	38.133
	3067
	1
	Rel-16
	CR on BFD and LR tests in NR-U standalone mode
	F
	16.14.0
	RAN4#106
	R4-2303788
	Qualcomm Incorporated
	NR_unlic-Perf
	
	

	38.133
	3069
	-
	Rel-17
	CR on RLM OOS and IS tests with no DRX in NR-U standalone mode
	A
	17.8.0
	RAN4#106
	R4-2302686
	Qualcomm Incorporated
	NR_unlic-Perf
	
	

	38.133
	3070
	-
	Rel-17
	CR on BFD and LR tests in NR-U standalone mode
	A
	17.8.0
	RAN4#106
	R4-2302687
	Qualcomm Incorporated
	NR_unlic-Perf
	
	

	38.133
	3072
	-
	Rel-18
	CR on RLM OOS and IS tests with no DRX in NR-U standalone mode
	A
	18.0.0
	RAN4#106
	R4-2302689
	Qualcomm Incorporated
	NR_unlic-Perf
	
	

	38.133
	3073
	-
	Rel-18
	CR on BFD and LR tests in NR-U standalone mode
	A
	18.0.0
	RAN4#106
	R4-2302690
	Qualcomm Incorporated
	NR_unlic-Perf
	
	

	38.133
	3089
	-
	Rel-18
	CR on SRS antenna port switching corrections in TS38.133 R17
	A
	18.0.0
	RAN4#106
	R4-2303163
	Nokia, Nokia Shanghai Bell
	NR_RRM_enh2-Core
	8.2.1.2.18, 8.2.2.2.16, 8.2.3.2.16 and 8.2.4.2.14
	TS/TR ... CR ... ; TS/TR 38.533 ; TS/TR ... CR ... 


