

	
[bookmark: _GoBack]3GPP TSG-RAN4 Meeting #106	R4-2302462
Athens, Greece, 27th Feb 2023 - 3rd Mar 2023
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.104
	CR
	0460
	rev
	-
	Current version:
	18.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	CR to TS 38.104: NR-ARFCN table reference correction for band n263, Rel-18

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	R4

	
	

	Work item code:
	NR_ext_to_71GHz-Core
	
	Date:
	2023-02-17

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	Incorrect table is referenced in Table 5.4.2.3-2 (Applicable NR-ARFCN per operating band in FR2).

	
	

	Summary of change:
	Reference to Table 5.4.2.3-3 (Applicable NR-ARFCN for operation in band n263) is corrected. 

	
	

	Consequences if not approved:
	Incorrect reference would remain in the specification, leading to ambiguities. 

	
	

	Clauses affected:
	5.4.2.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


------------------------------ Modified section ------------------------------
[bookmark: _Toc21127442][bookmark: _Toc29811649][bookmark: _Toc36817201][bookmark: _Toc37260117][bookmark: _Toc37267505][bookmark: _Toc44712107][bookmark: _Toc45893420][bookmark: _Toc53178147][bookmark: _Toc53178598][bookmark: _Toc61178824][bookmark: _Toc61179294][bookmark: _Toc67916590][bookmark: _Toc74663188][bookmark: _Toc82621728][bookmark: _Toc90422575][bookmark: _Toc106782768][bookmark: _Toc107311659][bookmark: _Toc107419243][bookmark: _Toc107474870][bookmark: _Toc114255463][bookmark: _Toc115186143][bookmark: _Toc123048957][bookmark: _Toc123051876][bookmark: _Toc123716881][bookmark: _Toc124156789][bookmark: _Toc124265161]5.4.2.3	Channel raster entries for each operating band
------------------------------ Unchanged part omitted ------------------------------
[bookmark: _Toc21093299][bookmark: _Toc29761847][bookmark: _Toc45833865][bookmark: _Toc82890599]Table 5.4.2.3-2: Applicable NR-ARFCN per operating band in FR2
	NR operating band
	ΔFRaster
(kHz) 
	Uplink and Downlink
range of NREF
(First – <Step size> – Last)

	n257
	60
	2054166 – <1> – 2104165

	
	120
	2054167 – <2> – 2104165

	n258
	60
	2016667 – <1> – 2070832

	
	120
	2016667 – <2> – 2070831

	n259
	60
	2270833 – <1> – 2337499

	
	120
	2270833 – <2> – 2337499

	n260
	60
	2229166 – <1> – 2279165

	
	120
	2229167 – <2> – 2279165

	n261
	60
	2070833 – <1> – 2084999

	
	120
	2070833 – <2> – 2084999

	n262
	60
	2399166 – <1> – 2415832

	
	120
	2399167 – <2> – 2415831

	n263
	120
	See Table 5.4.2.3-32

	
	480
	

	
	960
	



Table 5.4.2.3-3: Applicable NR-ARFCN for operation in band n263
	Channel Bandwidth
	Applicable NR-ARFCN

	100 MHz
	2564083 + 1680 * N, N = 0:137

	400 MHz
	2566603 + 6720 * N, N = 0:33

	800 MHz
	2569963 + 6720 * N, N = 0:32

	1600 MHz
	2576683 + 6720 * N, N =0:30

	2000 MHz
	2580043 + 6720 * N, N=0:29,
2585083, 2655643, 2692603, 2764843
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