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[bookmark: _Toc20955408][bookmark: _Toc29991616][bookmark: _Toc36556019][bookmark: _Toc44497804][bookmark: _Toc45108191][bookmark: _Toc45901811][bookmark: _Toc51850892][bookmark: _Toc56693896][bookmark: _Toc64447440][bookmark: _Toc66286934][bookmark: _Toc74151632][bookmark: _Toc88654106][bookmark: _Toc97904462][bookmark: _Toc98868600][bookmark: _Toc105174886][bookmark: _Toc106109723][bookmark: _Toc113825545][bookmark: _Toc120033702]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************
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[bookmark: _Hlk513547189]GBRQoSFlowInfo ::= SEQUENCE {
	maxFlowBitRateDL			BitRate,
	maxFlowBitRateUL			BitRate,
	guaranteedFlowBitRateDL		BitRate,
	guaranteedFlowBitRateUL		BitRate,
	notificationControl			ENUMERATED {notification-requested, ...}				OPTIONAL,
	maxPacketLossRateDL			PacketLossRate											OPTIONAL,
	maxPacketLossRateUL			PacketLossRate											OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { {GBRQoSFlowInfo-ExtIEs} }	OPTIONAL,
	...
}

GBRQoSFlowInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
{ ID id-AlternativeQoSParaSetList	CRITICALITY ignore	EXTENSION AlternativeQoSParaSetList	PRESENCE optional	},
	...
}

[bookmark: _Hlk513550868]GlobalgNB-ID	::= SEQUENCE {
	plmn-id			PLMN-Identity,
	gnb-id			GNB-ID-Choice,
	iE-Extensions		ProtocolExtensionContainer { {GlobalgNB-ID-ExtIEs} } OPTIONAL,
	...
}

GlobalgNB-ID-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

GNB-DU-Cell-Resource-Configuration	::= SEQUENCE { 
	subcarrierSpacing				SSB-subcarrierSpacing,
	dUFTransmissionPeriodicity		DUFTransmissionPeriodicity		OPTIONAL,
	dUF-Slot-Config-List			DUF-Slot-Config-List			OPTIONAL,
	hSNATransmissionPeriodicity		HSNATransmissionPeriodicity		OPTIONAL,
	hNSASlotConfigList				HSNASlotConfigList				OPTIONAL,
	rBsetConfiguration						RBsetConfiguration		OPTIONAL,
	freqDomainHSNAconfiguration-List		FreqDomainHSNAconfiguration-List 	OPTIONAL,
	nACellResourceConfigurationList			NACellResourceConfigurationList 		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { GNB-DU-Cell-Resource-Configuration-ExtIEs } } OPTIONAL,
	...
}

GNB-DU-Cell-Resource-Configuration-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}
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