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	Reason for change:
	In the current field descriptions of BWP-related UE capabilities, the following is specified regarding the relationship between CORESET#0 and bandwidth of UE’s dedicated BWP (using bwp-DiffNumerology or an example):
bwp-DiffNumerology
Indicates whether the UE supports BWP adaptation up to 4 BWPs with the different numerologies, via DCI and timer. Except for SUL, the UE only supports the same numerology for the active UL and DL BWP. For the UE capable of this feature, the bandwidth of a UE-specific RRC configured DL BWP includes the bandwidth of the CORESET#0 (if CORESET#0 is present) and SSB for PCell and PSCell (if configured). For SCell(s), the bandwidth of the UE-specific RRC configured DL BWP includes SSB, if there is SSB on SCell(s).
In the highlighted text above, it is not clear whether “if CORESET#0 is present” means CORESET#0 is configured in the serving cell or in the BWP. Since RedCap UEs may have UE-specific BWPs that do not include CORESET#0, it needs to be clarified whether the CORESET#0 refers to only the one in the BWP or may also be the one in the serving cell but outside the BWP. 

	
	

	Summary of change:
	Add a clarification to the field descriptions of bwp-DiffNumerology and bwp-SameNumerology that for RedCap UEs capable of this feature, the bandwidth of a UE-specific DL BWP may not include the bandwidth of CORESET #0, if it is configured in the serving cell.

	
	

	Consequences if not approved:
	It creates ambiguity for network whether a RedCap can support a UE-specific BWP which does not include CORESET#0, when UE signals supportOfRedCap-r17 and bwp-DiffNumerology or bwp-SameNumerology.

Impacted functionality:
None
Inter-operability:
1. If the network is implemented according to the CR and the UE is not, no inter-operability issue is expected. 
2. If the UE is implemented according to the CR and the network is not, no inter-operability issue is expected.
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(omitted text)

	bwp-DiffNumerology
Indicates whether the UE supports BWP adaptation up to 4 BWPs with the different numerologies, via DCI and timer. Except for SUL, the UE only supports the same numerology for the active UL and DL BWP. For the UE which is a non-RedCap UE capable of this feature, the bandwidth of a UE-specific RRC configured DL BWP includes the bandwidth of the CORESET#0 (if CORESET#0 is present) and SSB for PCell and PSCell (if configured). For the UE which is a RedCap UE capable of this feature, the bandwidth of a UE-specific RRC configured DL BWP may not include the bandwidth of the CORESET#0 (if configured) and SSB for Pcell.  For SCell(s), the bandwidth of the UE-specific RRC configured DL BWP includes SSB, if there is SSB on SCell(s).
	Band
	No
	N/A
	N/A

	bwp-SameNumerology
Indicates whether UE supports BWP adaptation (up to 2/4 BWPs) with the same numerology, via DCI and timer. Except for SUL, the UE only supports the same numerology for the active UL and DL BWP. For the UE which is a non-RedCap UE capable of this feature, the bandwidth of a UE-specific RRC configured DL BWP includes the bandwidth of the CORESET#0 (if CORESET#0 is present) and SSB for Pcell and PSCell (if configured). For the UE which is a RedCap UE capable of this feature, the bandwidth of a UE-specific RRC configured DL BWP may not include the bandwidth of the CORESET#0 (if configured) and SSB for PCell.  For SCell(s), the bandwidth of the UE-specific RRC configured DL BWP includes SSB, if there is SSB on SCell(s).
	Band
	No
	N/A
	N/A
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