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<< Unchanged sections omitted >>
[bookmark: _Toc20936807][bookmark: _Toc36713253][bookmark: _Toc36713656][bookmark: _Toc52217969][bookmark: _Toc58499581][bookmark: _Toc68538438][bookmark: _Toc75510021][bookmark: _Toc90971499][bookmark: _Toc100158407][bookmark: _Toc106878159]4.1.1	FR1 standalone conformance test cases
Table 4.1.1-1: Applicability of RF SA FR1 conformance test cases, ref. TS 38.521-1 [1]
	Clause
	TC Title
	Release
	Applicability
	Tested Bands/CA-Configurations Selection
	Branch
	Additional Information

	
	
	
	Condition
	Comment
	
	
	

	6
	Transmitter Characteristics
	
	
	
	
	
	

	6.2.1
	UE maximum output power
	Rel-15
	C001h
	UEs supporting 5GS FR1 not supporting txDiversity-r16
	D001
	PC1
PC2
PC3
	

	6.2.2
	UE maximum output power reduction
	Rel-15
	C001h
	UEs supporting 5GS FR1 not supporting txDiversity-r16
	D001
	PC1
PC2
PC3
	Test execution is not necessary if TS 38.521-1 TC 6.5.2.4.1 is executed.
Skip TC 6.2.2 if UE supports NSA and TS 38.521-3 TC 6.2B.2.3 or 6.5B.2.3.3.1 has been executed.

	
	
	
	
	
	
	
	

	6.2.3
	UE additional maximum output power reduction
	Rel-15
	C001h
	UEs supporting 5GS FR1 not supporting txDiversity-r16
	D001
	PC1
PC2
PC3
	Test execution is not necessary if TS 38.521-1 TC 6.5.2.3, 6.5.2.4.2 and 6.5.3.3 are executed.
Skip TC 6.2.3 if UE supports NSA and TS 38.521-3 TC 6.2B.3.3 has been executed or TS 38.521-3 TCs 6.5B.2.3.2, 6.5B.2.3.3.2 and 6.5B.4.3 have been executed.

	
	
	
	
	
	
	
	

	6.2.4
	Configured transmitted power
	Rel-15
	C001h
	UEs supporting 5GS FR1 not supporting txDiversity-r16
	D001
	PC1
PC2
PC3
	

	6.2A.1.1
	UE maximum output power for CA (2UL CA)
	Rel-15
	C004
	UEs supporting 5GS FR1 and CA (2UL CA)
	E015
E015a
	Inter-band CA: PC2, PC3
	

	6.2A.2.1
	UE maximum output power reduction for CA (2UL CA)
	Rel-15
	C004
	UEs supporting 5GS FR1 and CA (2UL CA)
	E015
	Inter-band CA: PC3
Intra-band contiguous CA: PC2, PC3
Intra-band non-contiguous CA: PC3
	Test execution is not necessary if TS 38.521-1 TC 6.5A.2.4.1.1 is executed.

	6.2A.3.1
	UE additional maximum output power reduction for CA (2UL CA)
	Rel-15
	C004
	UEs supporting 5GS FR1 and CA (2UL CA)
	E015
	Inter-band CA: PC3
	Test execution is not necessary if TS 38.521-1 TC 6.5A.2.3 and 6.5A.3.3 are executed.

	6.2A.4.1
	Configured transmitted power for CA (2UL CA)
	Rel-15
	C004
	UEs supporting 5GS FR1 and CA (2UL CA)
	E015
	Inter-band CA: PC3
Intra-band contiguous CA: PC2, PC3
	

	6.2B.1.1
	UE maximum output power for NR-DC
	Rel-16
	C004a
	UEs supporting 5GS FR1 and NR-DC
	E015b
	
	

	6.2B.2.1
	UE maximum output power reduction for NR-DC
	Rel-16
	C004a
	UEs supporting 5GS FR1 and NR-DC
	E015b
	
	Test execution is not necessary if TS 38.521-1 TC 6.5B.2.4 is executed.

	6.2B.3.1
	UE additional maximum output power reduction for NR-DC
	Rel-16
	C004a
	UEs supporting 5GS FR1 and NR-DC
	E015b
	
	Test execution is not necessary if TS 38.521-1 TC 6.5B.2.3 and 6.5B.3.3 are executed.

	6.2B.4.1
	Configured transmitted power for NR-DC
	Rel-16
	C004a
	UEs supporting 5GS FR1 and NR-DC
	E015b
	
	

	6.2C.1
	Configured transmitted power for SUL
	Rel-15
	C002
	UEs supporting 5GS FR1 and SUL
	D003
	
	NOTE 2

	6.2C.3
	UE maximum output power for SUL
	Rel-15
	C002
	UEs supporting 5GS FR1 and SUL
	D003
	
	NOTE 2

	6.2C.4
	UE maximum output power reduction for SUL
	Rel-15
	C002
	UEs supporting 5GS FR1 and SUL
	D003
	
	NOTE 2Test execution is not necessary if TS 38.521-1 TC 6.5C.2.4.1 is executed.

	6.2C.5
	UE additional maximum output power reduction for SUL
	Rel-15
	C002
	UEs supporting 5GS FR1 and SUL
	D003
	
	NOTE 2

	6.2D.1
	UE maximum output power for UL MIMO
	Rel-16
	C003b
	UEs supporting 5GS FR1 and ULFPTx
	D003
	PC1.5
PC2
PC3
	

	6.2D.1_1
	UE maximum output power for SUL with UL MIMO
	Rel-17
	C179
	UEs supporting 5GS FR1 and SUL and UL MIMO
	D024
	
	

	6.2D.2
	UE maximum output power reduction for UL MIMO
	Rel-15
	C003
	UEs supporting 5GS FR1 and 2-layer codebook based UL MIMO
	D022
	PC1.5
PC2
PC3
	Test execution is not necessary if TS 38.521-1 TC 6.5D.2.4.1 is executed.

	
	
	Rel-16
	C003b
	UEs supporting 5GS FR1 and ULFPTx
	
	
	

	6.2D.3
	UE additional maximum output power reduction for UL MIMO
	Rel-15
	C003
	UEs supporting 5GS FR1 and 2-layer codebook based UL MIMO
	D022
	PC1.5
PC2
PC3
	Test execution is not necessary if TS 38.521-1 TC 6.5D.2.3, 6.5D.2.4.2 and 6.5D.3.3 are executed.

	
	
	Rel-16
	C003b
	UEs supporting 5GS FR1 and ULFPTx
	
	
	

	6.2D.4
	Configured transmitted power for UL MIMO
	Rel-15
	C003
	UEs supporting 5GS FR1 and 2-layer codebook based UL MIMO
	D022
	PC1.5
PC2
PC3
	

	
	
	Rel-16
	C003b
	UEs supporting 5GS FR1 and ULFPTx
	
	
	

	6.2D.4_1
	Configured transmitted power for SUL with UL MIMO
	Rel-17
	C179
	UEs supporting 5GS FR1 and SUL and UL MIMO
	D024
	
	

	6.2E.2.1
	[bookmark: _Toc60823249][bookmark: _Toc60825171]UE maximum output power reduction for V2X / non-concurrent operation
	Rel-16
	C079
	UEs supporting 5GS FR1 and NR sidelink
	D016
	
	
Test execution is not necessary if TS 38.521-1 TC 6.5E.2.4.1 is executed.

	6.2E.2.2
	UE maximum output power reduction for V2X / concurrent operation
	FFS
	FFS
	FFS
	FFS
	
	

	6.2F.1
	UE maximum output power for shared spectrum channel access
	Rel-16
	C001c
	UEs supporting 5GS FR1 and operation with shared spectrum channel access
	D018
	
	

	6.2F.3
	UE additional maximum output power reduction for shared spectrum access
	Rel-16
	C001c
	UEs supporting 5GS FR1 and operation with shared spectrum channel access
	D018
	
	

	6.2G.1
	UE maximum output power for Tx Diversity
	Rel-15
	C001g
	UEs supporting 5GS FR1 and supporting txDiversity-r16
	D001
	PC1.5
PC2
PC3
	

	6.2G.2
	UE maximum output power reduction for Tx Diversity
	Rel-15
	C001g
	UEs supporting 5GS FR1 and supporting txDiversity-r16
	D001
	PC1.5
PC2
PC3
	Test execution is not necessary if TS 38.521-1 TC 6.5G.2.3.1 is executed.

	6.2G.3
	UE additional maximum output power reduction
	Rel-15
	C001g
	UEs supporting 5GS FR1 and t supporting txDiversity-r16
	D001
	PC1.5
PC2
PC3
	Test execution is not necessary if TS 38.521-1 TC 6.5G.2.2 and 6.5G.3.3 are executed.

	6.2G.4
	Configured transmitted power for Tx Diversity
	Rel-15
	C001g
	UEs supporting 5GS FR1 and t supporting txDiversity-r16
	D001
	PC1.5
PC2
PC3
	

	6.2I.1
	Maximum output power for RedCap
	Rel-17
	C177
	RedCap UEs supporting 5GS FR1
	D001
	
	

	6.2I.2
	UE maximum output power reduction for RedCap
	Rel-17
	C177
	RedCap UEs supporting 5GS FR1
	D001
	
	NOTE 1

	6.2I.3
	UE additional maximum output power reduction for RedCap
	Rel-17
	C177
	RedCap UEs supporting 5GS FR1
	D001
	
	NOTE 1

	6.2I.4
	Configured output power for RedCap
	Rel-17
	C177
	RedCap UEs supporting 5GS FR1
	D001
	
	NOTE 1

	6.3.1
	Minimum output power
	Rel-15
	C001h
	UEs supporting 5GS FR1 not supporting txDiversity-r16
	D001
	
	

	6.3.3.2
	General ON/OFF time mask
	Rel-15
	C001h
	UEs supporting 5GS FR1 not supporting txDiversity-r16
	D001
	
	Skip TC 6.3.3.2 if UE supports NSA and TS 38.521-3 TC 6.3B.3.1 or 6.3B.3.2 or 6.3B.3.3 has been executed.


<< End of changes >>
