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<Start of modified section 1>
[bookmark: _Toc21353881][bookmark: _Toc27749500]–	PDCP-Config
Table 4.6.3-99: PDCP-Config
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDCP-Config ::= SEQUENCE {
	
	
	

	  drb SEQUENCE {
	
	
	

	    discardTimer
	infinity
	
	

	    pdcp-SN-Size-UL
	len18bits
	
	

	
	len12bits
	
	pc_supportOfRedCap_r17

	
	Not present
	
	MRBm

	    pdcp-SN-Size-DL
	len18bits
	
	

	
	len12bits
	
	pc_supportOfRedCap_r17

	    headerCompression CHOICE {
	
	
	

	      notUsed
	NULL
	
	

	    }
	
	
	

	    integrityProtection
	Not present
	
	

	    statusReportRequired
	true
	AM is default
	

	
	Not present
	
	UM,
UM_MRB

	    outOfOrderDelivery
	Not present
	
	

	  }
	
	
	

	  drb
	Not present
	
	SRB, Split_SRB

	  moreThanOneRLC
	Not present
	
	

	  moreThanOneRLC SEQUENCE {
	
	
	Split, Split_SRB, NR_split

	    primaryPath SEQUENCE {
	
	
	

	      cellGroup
	CellGroupId
	
	

	
	0
	MCG path
	Split_SRB, NR_split

	      logicalChannel
	LogicalChannelIdentity
	
	

	    }
	
	
	

	    ul-DataSplitThreshold
	infinity
	
	

	
	Not present
	
	Split_SRB

	    pdcp-Duplication
	false
	
	

	
	Not present
	one UL path
	Split_SRB

	  }
	
	
	

	  t-Reordering
	Not present
	
	

	
	80ms
	
	UM,
UM_MRB

	  cipheringDisabled
	Not present
	
	

	  discardTimerExt-r16
	Not present
	
	

	  moreThanTwoRLC-DRB-r16
	Not present
	
	

	  ethernetHeaderCompression-r16
	Not present
	
	

	  survivalTimeStateSupport-r17
	Not present
	
	

	  uplinkDataCompression-r17
	Not present
	
	

	  uplinkDataCompression-r17 CHOICE {
	
	
	UDC

	    setup CHOICE {
	
	
	

	      newSetup CHOICE {
	
	
	

	        bufferSize-r17
	kbyte2
	
	

	        dictionary-r17
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  discardTimerExt2-r17
	Not present
	
	

	  initialRX-DELIV-r17
	Not present
	
	

	
	0
	
	MRB_Initialization

	}
	
	
	



	Condition
	Explanation

	Split
	More than one RLC

	SRB
	SRB

	UM
	RLC UM DRB

	Split_SRB
	SRB with more than one RLC

	NR_split
	MCG and split for NR-DC.

	UDC
	RLC AM DRB with uplinkDataCompression

	MRB_Initialization
	Multicast MRB setup orand PDCP re-establishment for UM multicast MRB

	UM_MRB
	UM multicast MRB

	MRBm
	Establishment of MRBm




<End of modified section 1>

