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< Unchanged sections omitted >
Table 4.1-3a: Applicability of Protocol conformance RRC test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	8
	RRC
	
	
	

	8.1
	NR RRC
	
	
	

	8.1.1
	RRC connection management procedures
	
	
	

	8.1.1.1
	Paging
	
	
	

	8.1.1.1.1
	RRC / Paging for connection / Multiple paging records
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.1.2
	RRC / Paging for connection / Shared network environment
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.1a
	Paging Early Indication and Subgrouping
	
	
	

	8.1.1.1a.1
	Paging Early Indication with Subgrouping / RRC_IDLE / lastUsedCellOnly not configured / Subgroup ID selection
	Rel-17
	C224
	UEs supporting 5G Core and PEI

	8.1.1.2
	RRC connection establishment
	
	
	

	8.1.1.2.1
	RRC connection establishment / Return to idle state after T300 expiry
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.1.2.2
	Void
	
	
	

	8.1.1.2.3
	RRC connection establishment / RRC Reject with wait time
	Rel-15
	C21
	UEs supporting 5G Core

	…
	…
	…
	…
	…

	8.1.6
	SON and MDT support for NR
	
	
	

	8.1.6.1
	Intra NR MDT
	
	
	

	8.1.6.1.1
	Immediate MDT
	
	
	

	8.1.6.1.1.1
	Immediate MDT / Measurement reporting / Location information
	Rel-16
	C126
	UEs supporting 5G Core and equipped with a GNSS or A-GNSS receiver to provide detailed location information

	8.1.6.1.1.2
	Immediate MDT / Measurement / Latency metrics for UL PDCP Packet Delay per DRB
	Rel-16
	C122
	UEs supporting 5G Core and UL PDCP Packet Delay per DRB

	8.1.6.1.2
	Logged MDT
	
	
	

	8.1.6.1.2.1
	Logged MDT / RRC_IDLE / Logging and reporting / Intra-frequency measurement
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE

	8.1.6.1.2.2
	Logged MDT / RRC_INACTIVE / Logging and reporting / Inter-frequency measurement
	Rel-16
	C125
	UEs supporting 5G core and RRC_INACTIVE and logged measurements in RRC_IDLE and RRC_INACTIVE

	8.1.6.1.2.3
	Logged MDT / RRC_IDLE / Logging and reporting / Limiting area scope
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE

	8.1.6.1.2.4
	logged MDT/ RRC_IDLE / Logging and reporting / periodic measurement trigger
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE

	8.1.6.1.2.5
	logged MDT/ RRC_IDLE / Logging and reporting / event-based trigger
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE

	8.1.6.1.2.6
	logged MDT/ RRC_IDLE / Logging and reporting / event-based trigger / out-of-coverage
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE

	8.1.6.1.2.7
	Logged MDT / RRC_IDLE / Logging and reporting / Reporting at NR re-establishment
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE

	8.1.6.1.2.8
	Logged MDT / Logging and reporting / Reporting at RRC reconfiguration
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE

	8.1.6.1.2.9
	Logged MDT / Location information
	Rel-16
	C124
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE and equipped with a GNSS receiver to provide detailed location information.

	8.1.6.1.2.10
	Logged MDT / Maintaining logged measurement configuration / UE mobility
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE

	8.1.6.1.2.11
	Logged MDT / Maintaining logged measurement configuration / UE state transitions
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE

	8.1.6.1.2.12
	Logged MDT / Release of logged MDT measurement configuration / Expire of duration timer
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE

	8.1.6.1.2.13
	Logged MDT / Release of logged MDT measurement configuration / Reception of new logged measurement configuration
	Rel-16
	C123
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE

	8.1.6.1.2.14
	Logged MDT / RRC_IDLE / Logging and reporting / IDC mechanism
	Rel-17
	CX01
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE and IDC mechanism

	8.1.6.1.2.15
	Logged MDT / RRC_IDLE / early measurements
	Rel-17
	CX02
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE and early measurements

	8.1.6.1.3
	Radio Link Failure report
	
	
	

	8.1.6.1.3.1
	Radio Link Failure / Reporting of Intra-frequency measurements
	Rel-16
	C21
	UEs supporting 5G Core

	8.1.6.1.3.2
	Radio Link Failure / Reporting of Inter-frequency measurements
	Rel-16
	C21
	UEs supporting 5G Core

	8.1.6.1.3.3
	Radio Link Failure / Reporting at RRC connection establishment and reestablishment
	Rel-16
	C21
	UEs supporting 5G Core

	8.1.6.1.3.4
	Radio Link Failure / Reporting at NR handover
	Rel-16
	C21
	UEs supporting 5G Core

	8.1.6.1.3.5
	Radio Link Failure / Location information
	Rel-16
	C126
	UEs supporting 5G Core and equipped with a GNSS or A-GNSS receiver to provide detailed location information

	…
	…
	…
	…
	…
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Table 4.2-1: Applicability of Protocol conformance test cases Conditions
	Condition
	Test case Selection Expression
	Comment

	C01
	IF A.4.1-3/2 THEN R ELSE N/A
	UEs supporting EN-DC

	C02
	IF (A.4.3.4-1/2 OR A.4.3.4-1/3) THEN R ELSE N/A
	UEs supporting 5GS and RLC UM Mode

	...
	...
	...

	C237
	IF [10] A.4.4-1/117 AND [10] A.4.1-1/5 AND A.4.3.8-1/21 AND [5] A.4.4-1/2 AND A.4.1-5/1  THEN R ELSE N/A
	UEs supporting WLAN and GSMA PRD IR.51: "IMS Profile for Voice, Video and SMS over Wi-Fi" and handover from EPC over non-3GPP Access Network to 5G Core and IMS and 5G Core..

	CX01
	IF A.4.1-5/1 AND A.4.4-1/6 AND A.4.4-1/XXY THEN R ELSE N/A
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE and IDC mechanism

	CX02
	IF A.4.1-5/1 AND A.4.4-1/6 AND A.4.4-1/YYX THEN R ELSE N/A
	UEs supporting 5G core and logged measurements in RRC_IDLE and RRC_INACTIVE and early measurements
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