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<<< START OF CHANGES >>>
[bookmark: _Toc21103162][bookmark: _Toc29233502][bookmark: _Toc29462107][bookmark: _Toc36158084]7.1.3.6.5	PDCP UDC/ Handover/ Inter-frequency
7.1.3.6.5.1	Test Purpose (TP)
(1)
with { UE in RRC_CONNECTED state with PDCP UDC configured }
ensure that {
  when { UE receives an RRCReconfiguration message including a reconfigurationWithSync for Inter-frequency handover and drb-ContinueUDC is not configured }
    then { UE maintains its previous UDC configuration for the DRB and resets the UDC buffer and sets the FR field in UDC header of the first compressed PDU to 1 }
            }

(2)
with { UE in RRC_CONNECTED state with PDCP UDC configured }
ensure that {
  when { UE receives an RRCReconfiguration message including a reconfigurationWithSync for Inter-frequency handover and drb-ContinueUDC is configured }
    then { UE maintains its previous UDC configuration for the DRB and continues to use the previous UDC buffer }
            }

7.1.3.6.5.2	Conformance requirements
Same as conformance requirements in clause 7.1.3.6.4.2
7.1.3.6.5.3	Test description
7.1.3.6.5.3.1	Pre-test conditions
Same as test case 7.1.3.6.4 with the following differences:
[bookmark: _GoBack]-	Cells configuration: NR Cell 3 replaces NR Cell 2. 
7.1.3.6.5.3.2	Test procedure sequence
Same as test case 7.1.3.6.4 with the following differences:
-	Cells configuration: NR Cell 3 replaces NR Cell 2. 
7.1.3.6.5.3.3	Specific message contents
Same as test case 7.1.3.6.4 with the following differences:
-	Cells configuration: NR Cell 3 replaces NR Cell 2. 

<<< END OF CHANGES >>>



