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4.6.2	System information blocks
[TEXT SKIPPED]
–	SIB17
Table 4.6.32-18A: SIB17
	Derivation Path: TS 38.331 [6], clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SIB17-r17 ::= SEQUENCE {
	
	
	

	FFS segmentNumber-r17
	0
	
	

	 segmentType-r17
	lastSegment
	
	

	 segmentContainer-r17
	OCTET STRING (CONTAINING SIB17-IEs)
	SIB17-IEs
	

	}
	
	
	



Table 4.6.2-18AA: SIB17-IEs
	Derivation Path: TS 38.331 [6], clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SIB17-IEs-r17 ::= SEQUENCE {
	
	
	

	  trs-ResourceSetConfig-r17 SEQUENCE (SIZE (1..maxNrofTRS-ResourceSets-r17)) OF TRS-ResourceSet-r17 {
	1 entry
	
	

	    TRS-ResourceSet-r17 [1] SEQUENCE {
	
	Entry 1
	

	       powerControlOffsetSS-r17
	db-3
	
	

	       scramblingID-Info-r17 CHOICE {
	
	
	

	          scramblingIDforCommon-r17
	0
	
	

	        }
	
	
	

	        firstOFDMSymbolInTimeDomain-r17
	4
	
	

	        startingRB-r17
	0
	
	

	        nrofRBs-r17
	24
	
	

	        ssb-Index-r17
	0
	
	

	        periodicityAndOffset-r17 CHOICE {
	
	
	

	           slots20
	10
	
	

	        }
	
	
	

	        frequencyDomainAllocation-r17
	‘0000’B
	
	

	        indBitID-r17
	0
	
	

	        nrofResources-r17
	n4
	
	

	     }
	
	
	

	  }
	
	
	

	  validityDuration-r17
	Not Present
	
	

	  lateNonCriticalExtension
	Not Present
	
	

	}
	
	
	





