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1. [bookmark: _Toc122434485][bookmark: _Toc52895930]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2022-09_D22wk49 related to the title of this CR.
Contact:	Kalahasti, Narendra
	Narendra.Kalahasti@anritsu.com

1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc54186268]Corrections required
2.1 Change 1
	Function name
	f_TC_6_1_1_2a_EUTRA

	Reason for change
	At Step27B, UE moves from VPLMN(Cell_11) to HPLMN(Cell_1) and UE should be allowed to perform IMS Re-registration procedure after TAU procedure as per TS 36.508 subclause 4.5A.30. But in the present ttcn implementation this is not handled. 

At Step29, UE moves from HPLMN(Cell_1) to VPLMN(Cell_4) and UE should be allowed to perform IMS Re-registration procedure after TAU procedure as per TS 36.508 subclause 4.5A.30. But in the present ttcn implementation, this is not handled. 

	Summary of change
	Added a new optional step for performing IMS Re-registration procedure after Step 27B and Step 34

	TTCN module
	LTE\6_1\Idle_PLMNSelection.ttcn

	MCC160 Comment
	



Before change:
function f_TC_6_1_1_2a_EUTRA() runs on EUTRA_PTC
  {
    //<=== SKIPPED ===>        
    
    //@siclog "Step 22 - 26" siclog@
    //Steps 2 to 6 of the generic test procedure in TS 36.508 subclause 6.4.2.7 are performed on Cell 11.
    f_EUTRA_TrackingAreaUpdate_WithoutRrcConnReq (eutra_Cell11);
    
    //@sic "Step 27Aa1" sic@
    //The UE may attempt the generic test procedure for IMS Re-registration on EPS VPLMN as specified in TS 36.508 [18] subclause 4.5A.30.
    //@sic R5-201099 sic@
    f_EUTRA_WaitForIMSReRegister(eutra_Cell11);

    //@siclog "Step 27" siclog@
    //Check: Is PLMN2 indicated by the UE?
    //@sic R5-203812 sic@
    f_UT_PLMN_Check(UT, tsc_UT_PLMN2);
    //@verdict pass PLMN2 indicated by UE
    f_EUTRA_PreliminaryPass (__FILE__, __LINE__, "Test Case 6.1.1.2a Step 27");

    //@siclog "Step 27A" siclog@
    //SS adjusts cell levels according to row T5 of table 6.1.1.2a.3.2-1 and change PLMN identifiers of Cell 11 to PLMN4
    f_EUTRA_SetCellPowerList(v_CellPowerList_T2toT5);
    f_EUTRA_CellInfo_SetPLMN_1Entry(eutra_Cell11, cs_HPLMN_004_31);   //PLMN4 according to 36.523-1 Table 6.0.1-1
    f_EUTRA_SS_ConfigureSysinfo(eutra_Cell11);  //Cell 11 is off - no need to page UE and no activation time
    
    //@siclog "Step 27B" siclog@
    //The generic test procedure in TS 36.508 subclause 6.4.2.7 are performed on Cell 1.
    //NOTE: The UE performs a TAU procedure and the RRC connection is released.
    f_EUTRA_TrackingAreaUpdate(eutra_Cell1);
    
    //@siclog "Step 28" siclog@
    //SS adjusts cell levels according to row T3 of table 6.1.1.2a.3.2-1
    f_EUTRA_SetCellPowerList(v_CellPowerList_T5toT3);
    t_IdleMode_GenericTimer.start;
    
    //@siclog "Step 29" siclog@
    //Check: Does the UE send an RRCConnectionRequest on Cell 4?
    f_EUTRA_RRC_ConnectionRequest_Def(eutra_Cell4);   // @sic R5-120721 change 3 sic@
    t_IdleMode_GenericTimer.stop;
    //@verdict pass RRCConnectionRequest message received on Cell 4
    f_EUTRA_PreliminaryPass (__FILE__, __LINE__, "Test Case 6.1.1.2a Step 29");
    
    //@siclog "Step 30 - 34" siclog@
    //Steps 2 to 6 of the generic test procedure in TS 36.508 subclause 6.4.2.7 are performed on Cell 4.
    f_EUTRA_TrackingAreaUpdate_WithoutRrcConnReq (eutra_Cell4);
    
    //@siclog "Step 35" siclog@
    //Check: Is PLMN3 indicated by the UE?
    f_UT_PLMN_Check(UT, tsc_UT_PLMN3);

     //<=== SKIPPED ===>        
  }


After change:

function f_TC_6_1_1_2a_EUTRA() runs on EUTRA_PTC
  {
    //<=== SKIPPED ===>        
    
    //@siclog "Step 22 - 26" siclog@
    //Steps 2 to 6 of the generic test procedure in TS 36.508 subclause 6.4.2.7 are performed on Cell 11.
    f_EUTRA_TrackingAreaUpdate_WithoutRrcConnReq (eutra_Cell11);
    
    //@sic "Step 27Aa1" sic@
    //The UE may attempt the generic test procedure for IMS Re-registration on EPS VPLMN as specified in TS 36.508 [18] subclause 4.5A.30.
    //@sic R5-201099 sic@
    f_EUTRA_WaitForIMSReRegister(eutra_Cell11);

    //@siclog "Step 27" siclog@
    //Check: Is PLMN2 indicated by the UE?
    //@sic R5-203812 sic@
    f_UT_PLMN_Check(UT, tsc_UT_PLMN2);
    //@verdict pass PLMN2 indicated by UE
    f_EUTRA_PreliminaryPass (__FILE__, __LINE__, "Test Case 6.1.1.2a Step 27");

    //@siclog "Step 27A" siclog@
    //SS adjusts cell levels according to row T5 of table 6.1.1.2a.3.2-1 and change PLMN identifiers of Cell 11 to PLMN4
    f_EUTRA_SetCellPowerList(v_CellPowerList_T2toT5);
    f_EUTRA_CellInfo_SetPLMN_1Entry(eutra_Cell11, cs_HPLMN_004_31);   //PLMN4 according to 36.523-1 Table 6.0.1-1
    f_EUTRA_SS_ConfigureSysinfo(eutra_Cell11);  //Cell 11 is off - no need to page UE and no activation time
    
    //@siclog "Step 27B" siclog@
    //The generic test procedure in TS 36.508 subclause 6.4.2.7 are performed on Cell 1.
    //NOTE: The UE performs a TAU procedure and the RRC connection is released.
    f_EUTRA_TrackingAreaUpdate(eutra_Cell1);
    
    //@sic "Step 27Ca1" sic@
    //The UE may attempt the generic test procedure for IMS Re-registration on EPS HPLMN as specified in TS 36.508 [18] subclause 4.5A.30.
    f_EUTRA_WaitForIMSReRegister(eutra_Cell1);
    
    //@siclog "Step 28" siclog@
    //SS adjusts cell levels according to row T3 of table 6.1.1.2a.3.2-1
    f_EUTRA_SetCellPowerList(v_CellPowerList_T5toT3);
    t_IdleMode_GenericTimer.start;
    
    //@siclog "Step 29" siclog@
    //Check: Does the UE send an RRCConnectionRequest on Cell 4?
    f_EUTRA_RRC_ConnectionRequest_Def(eutra_Cell4);   // @sic R5-120721 change 3 sic@
    t_IdleMode_GenericTimer.stop;
    //@verdict pass RRCConnectionRequest message received on Cell 4
    f_EUTRA_PreliminaryPass (__FILE__, __LINE__, "Test Case 6.1.1.2a Step 29");
    
    //@siclog "Step 30 - 34" siclog@
    //Steps 2 to 6 of the generic test procedure in TS 36.508 subclause 6.4.2.7 are performed on Cell 4.
    f_EUTRA_TrackingAreaUpdate_WithoutRrcConnReq (eutra_Cell4);
    
    //@sic "Step 34Aa1" sic@
    //The UE may attempt the generic test procedure for IMS Re-registration on EPS HPLMN as specified in TS 36.508 [18] subclause 4.5A.30.
    f_EUTRA_WaitForIMSReRegister(eutra_Cell4);
    
    //@siclog "Step 35" siclog@
    //Check: Is PLMN3 indicated by the UE?
    f_UT_PLMN_Check(UT, tsc_UT_PLMN3);

     //<=== SKIPPED ===>        
  }


