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	Reason for change:
	During the step 5a3 of testcase 19.3.2b, the CS call is released and it is expected that the UE triggers a RRC connection Request procedure to perform Routing Area update procedure. 
In function f_UTRAN_RRC_ConnRel, it calls f_UTRAN_RestartCRLC_ForNextConnection to perform SS RLC reset procedures. It is possible rrcConnectionRequest is received during this function call which would result in being handled in the default handler and this will result in inconclusive behavior of the testcase.
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1. [bookmark: _Toc122434485][bookmark: _Toc52895930]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2022-09_D22wk49 related to the title of this CR.
Contact:	Kalahasti, Narendra
	Narendra.Kalahasti@anritsu.com

1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc54186268]Corrections required
2.1 Change 1
	Function name
	f_TC_19_3_2b_UTRAN

	Reason for change
	During the step 5a3 of testcase 19.3.2b, the CS call is released and it is expected that the UE triggers a RRC connection Request procedure to perform Routing Area update procedure. 
In function f_UTRAN_RRC_ConnRel, it calls f_UTRAN_RestartCRLC_ForNextConnection to perform SS RLC reset procedures. It is possible rrcConnectionRequest is received during this function call which would result in being handled in the default handler and this will result in inconclusive behavior of the testcase.


	Summary of change
	Parameter ‘p_ConnEstFollows’ is set to true to temporarily block the U_TM port

	TTCN module
	IMS_IRAT\19\IMS_IRAT_19_UTRAN.ttcn

	MCC160 Comment
	



Before change:
function f_TC_19_3_2b_UTRAN() runs on UTRAN_IRAT_PTC
  { /* Non-UE detectable emergency call / IM CN sends a 380 with unavailable emergency service URN / UE performs normal call via CS domain / UTRAN or GERAN */
    
    f_IMS_CSFB_UTRAN_Init ();    //Initialise test case  @sic R5s160070 sic@

    f_UTRAN_TestBody_Set(true);
    
    //@siclog "Step 9" siclog@
    f_UTRAN_CS_Fallback_WithRedirection(utran_Cell5, false); // new in 19_3_2b
    
    //@siclog "Step 10" siclog@
    //The SS releases the UE connection
    f_UTRAN_CC_Disconnect();
    f_UTRAN_RRC_ConnRel(utran_Cell5, cell_Dch);
    f_UTRAN_RRC_ConnEst(utran_Cell5);
    f_UTRAN_GMM_RAU(utran_Cell5, false);
    f_UTRAN_RRC_ConnRel(utran_Cell5, cell_Dch);

    f_UTRAN_OptionalPDPEstabForIMSReRegistration(utran_Cell5); // @sic R5-183106 sic@

    f_UTRAN_TestBody_Set(false);

    // Switch off/power off and release cells
    // f_UTRAN_IP_Handling_Change_Configuration(utran_CellDedicated, cell_DCH_64kPS_RAB_SRB); // @sic R5s140788, R5s150736 now done in postamble sic@
    f_UTRAN_Postamble(utran_Cell5, U1_IDLE);
   
    // send coordination message for end of test case
    f_IRAT_SendCoOrd(EUTRA, cms_IRAT_Trigger);
  }


After change:

function f_TC_19_3_2b_UTRAN() runs on UTRAN_IRAT_PTC
  { /* Non-UE detectable emergency call / IM CN sends a 380 with unavailable emergency service URN / UE performs normal call via CS domain / UTRAN or GERAN */
    
    f_IMS_CSFB_UTRAN_Init ();    //Initialise test case  @sic R5s160070 sic@

    f_UTRAN_TestBody_Set(true);
    
    //@siclog "Step 9" siclog@
    f_UTRAN_CS_Fallback_WithRedirection(utran_Cell5, false); // new in 19_3_2b
    
    //@siclog "Step 10" siclog@
    //The SS releases the UE connection
    f_UTRAN_CC_Disconnect();
    f_UTRAN_RRC_ConnRel(utran_Cell5, cell_Dch, true);
    f_UTRAN_RRC_ConnEst(utran_Cell5);
    f_UTRAN_GMM_RAU(utran_Cell5, false);
    f_UTRAN_RRC_ConnRel(utran_Cell5, cell_Dch);

    f_UTRAN_OptionalPDPEstabForIMSReRegistration(utran_Cell5); // @sic R5-183106 sic@

    f_UTRAN_TestBody_Set(false);

    // Switch off/power off and release cells
    // f_UTRAN_IP_Handling_Change_Configuration(utran_CellDedicated, cell_DCH_64kPS_RAB_SRB); // @sic R5s140788, R5s150736 now done in postamble sic@
    f_UTRAN_Postamble(utran_Cell5, U1_IDLE);
   
    // send coordination message for end of test case
    f_IRAT_SendCoOrd(EUTRA, cms_IRAT_Trigger);
  }


