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1. [bookmark: _Toc295288959][bookmark: _Toc122434488][bookmark: _Toc125447875][bookmark: _Toc125447893]Corrections required
1. [bookmark: _Toc125447876][bookmark: _Toc125447894]f_IMS_InviteResponse_181_MessageHeaderTX
	Function name
	f_IMS_InviteResponse_181_MessageHeaderTX

	Reason for change
	181 message is not sent by user-A or user-B but by the server, meaning than To tag set in 181 message cannot be one used in previous or subsequent dialogs being established. During test case execution, 181 To tag must be set to a different value only use for 181 Call is being forwarded message.

	Summary of change
	Corrected To tag in 181 Call is being forwarded message.


	TTCN module
	\Common\IMS\IMS_Procedures_CallControl4G5G.ttcn

	MCC160 Comment
	



Before Change:
	<<SKIPPED CODE>>
[bookmark: _Hlk125115081]  function f_IMS_InviteResponse_181_MessageHeaderTX(INVITE_Request p_InviteRequest,
                                                    template (value) SipUrl p_TargetedTo) runs on IMS_PTC return template (value) MessageHeader
  { /* @sic R5-174544: SessionId removed sic@ */

    var MessageHeader v_MessageHeader_Invite := p_InviteRequest.msgHeader;
    var template (value) MessageHeader v_MessageHeader_Response := f_IMS_BaseResponse_MessageHeaderTX(v_MessageHeader_Invite);  /* @sic R5s190882: f_IMS_BaseResponse_MessageHeaderTX sic@ */
    
    v_MessageHeader_Response.historyInfo     := cs_HistoryInfo(p_TargetedTo);
    
    return v_MessageHeader_Response;
  }
<<SKIPPED CODE>>

	



After Change:
	<<SKIPPED CODE>>
  function f_IMS_InviteResponse_181_MessageHeaderTX(INVITE_Request p_InviteRequest,
                                                    template (value) SipUrl p_TargetedTo) runs on IMS_PTC return template (value) MessageHeader
  { /* @sic R5-174544: SessionId removed sic@ */

    var MessageHeader v_MessageHeader_Invite := p_InviteRequest.msgHeader;
    var template (value) charstring v_ToTag := f_IMS_GenerateTag("181"); 
    var template (value) MessageHeader v_MessageHeader_Response := f_IMS_BaseResponse_MessageHeaderTX(v_MessageHeader_Invite, v_ToTag);  /* @sic R5s190882: f_IMS_BaseResponse_MessageHeaderTX sic@ */
    
    v_MessageHeader_Response.historyInfo     := cs_HistoryInfo(p_TargetedTo);
    
    return v_MessageHeader_Response;
  }
<<SKIPPED CODE>>

	



1. [bookmark: _Toc125447877][bookmark: _Toc125447895]f_TC_8_8_NR5GC_IMS1
	Function name
	f_TC_8_8_NR5GC_IMS1

	Reason for change
	Improvement: In this case change is not going to modify the behavior but will help identify that call has been forwarded.

	Summary of change
	Improvement: modified To tag of forwarded Call.

	TTCN module
	\Common\IMS\IMS_Procedures_CallControl4G5G.ttcn

	MCC160 Comment
	



Before Change:
	<<SKIPPED CODE>>
  function f_TC_8_8_NR5GC_IMS1() runs on IMS_PTC
  { // Communication Forwarding Unconditional / Signalling / 5GS

    var template (value) SipUrl v_TargetedTo := f_SIP_BuildSipUri_TX("sip:user@company.com");
    var template (value) HistoryInfo v_HistoryInfo := cs_HistoryInfo(v_TargetedTo);
    var template (value) IMS_RoutingInfo_Type v_RoutingInfoDL;
    var template (value) MessageHeader v_MessageHeader18X;
    var template (value) SDP_Message v_SDP_Message;
    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp;

    f_IMS_CC_Preamble(IPCAN_SpeechCall, IMS_REGISTERED);
    
    f_IMS_TestBody_Set(true);

    // @siclog "Step 1 - 7" siclog@
    f_IMS_CC_StartCall(IPCAN_MO_SpeechCall);
    
    // @siclog "Step 8" siclog@
    v_InviteRequestWithSdp := f_IMS_MOCallSetup_NR5GC_A_4_1a_Step1();                           // @sic R5-225936: A_4_1 -> A_4_1a sic@
    v_RoutingInfoDL := f_IMS_RoutingInfo_ULtoDL(v_InviteRequestWithSdp.RoutingInfo);

    // @siclog "Step 9" siclog@
    f_IMS_MOCallSetup_Send100Trying(v_InviteRequestWithSdp);

    // @siclog "Step 10" siclog@
    IMS_Server.send(cas_IMS_DATA_RSP(v_RoutingInfoDL, cs_Response(c_statusLine181, f_IMS_InviteResponse_181_MessageHeaderTX(v_InviteRequestWithSdp.Invite, v_TargetedTo))));

    // @siclog "Step 11" siclog@
    v_MessageHeader18X := f_IMS_InviteResponse_183_MessageHeaderTX(v_InviteRequestWithSdp.Invite);
    v_SDP_Message := f_IMS_BuildSDP_InitialAnswerAudio_TX(v_InviteRequestWithSdp.SdpOffer, -, EVS_16000, EVS_A2, 65);   // @sic R5-225936: EVS_A2 sic@
    IMS_Server.send(cas_IMS_DATA_RSP(v_RoutingInfoDL, cs_Response(c_statusLine183, v_MessageHeader18X, cs_MessageBody_SDP(v_SDP_Message))));
<<SKIPPED CODE>>

	



After Change:
	<<SKIPPED CODE>>
  function f_TC_8_8_NR5GC_IMS1() runs on IMS_PTC
  { // Communication Forwarding Unconditional / Signalling / 5GS

    var template (value) SipUrl v_TargetedTo := f_SIP_BuildSipUri_TX("sip:user@company.com");
    var template (value) HistoryInfo v_HistoryInfo := cs_HistoryInfo(v_TargetedTo);
    var template (value) IMS_RoutingInfo_Type v_RoutingInfoDL;
    var template (value) MessageHeader v_MessageHeader18X;
    var template (value) SDP_Message v_SDP_Message;
    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp;

    f_IMS_CC_Preamble(IPCAN_SpeechCall, IMS_REGISTERED);
    
    f_IMS_TestBody_Set(true);

    // @siclog "Step 1 - 7" siclog@
    f_IMS_CC_StartCall(IPCAN_MO_SpeechCall);
    
    // @siclog "Step 8" siclog@
    v_InviteRequestWithSdp := f_IMS_MOCallSetup_NR5GC_A_4_1a_Step1();                           // @sic R5-225936: A_4_1 -> A_4_1a sic@
    v_RoutingInfoDL := f_IMS_RoutingInfo_ULtoDL(v_InviteRequestWithSdp.RoutingInfo);

    // @siclog "Step 9" siclog@
    f_IMS_MOCallSetup_Send100Trying(v_InviteRequestWithSdp);

    // @siclog "Step 10" siclog@
    IMS_Server.send(cas_IMS_DATA_RSP(v_RoutingInfoDL, cs_Response(c_statusLine181, f_IMS_InviteResponse_181_MessageHeaderTX(v_InviteRequestWithSdp.Invite, v_TargetedTo))));

    // @siclog "Step 11" siclog@ 
    f_IMS_PTC_ImsInfo_DialogSetLocalTag(f_IMS_GenerateTag("INVITE-FORWARDED")); 
    v_MessageHeader18X := f_IMS_InviteResponse_183_MessageHeaderTX(v_InviteRequestWithSdp.Invite);
    v_SDP_Message := f_IMS_BuildSDP_InitialAnswerAudio_TX(v_InviteRequestWithSdp.SdpOffer, -, EVS_16000, EVS_A2, 65);   // @sic R5-225936: EVS_A2 sic@
    IMS_Server.send(cas_IMS_DATA_RSP(v_RoutingInfoDL, cs_Response(c_statusLine183, v_MessageHeader18X, cs_MessageBody_SDP(v_SDP_Message))));
<<SKIPPED CODE>>

	




