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	Reason for change:
	In the current TTCN implementation, IMS testcase 8.40 is failing as expected request uri by SS on ACK message template is derived from INVITE message, this needs to be corrected.

ACK request uri should be set according to Annex A.2.7 from TS 34.229-1:

same URI value as the recipient of ACK sent earlier in its Contact header within the same dialog.
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1. [bookmark: _Toc124262835]Correction to function f_IMS_USSD_MOCallSetup
	Function name
	f_IMS_USSD_MOCallSetup

	Reason for change
	In the current TTCN implementation, IMS testcase 8.40 is failing as expected request uri by SS on ACK message template is derived from INVITE message, this needs to be corrected.

ACK request uri should be set according to Annex A.2.7 from TS 34.229-1:

same URI value as the recipient of ACK sent earlier in its Contact header within the same dialog.

	Summary of change
	Updated ACK request uri with contact uri from previous 200 OK message.

	TTCN module
	\IMS\Common\IMS_Procedures_SupplementaryServices.ttcn

	MCC160 Comment
	



Before Change:
	<<SKIPPED CODE>>
    // Receive ACK
    f_MessageHeader_GetContactSipUrl(v_MessageHeader_200OK);    // @sic R5s221158 - Further additional changes sic@
    v_MessageHeader_Ack := f_IMS_AckRequest_MessageHeaderRX(v_InviteRequest, c_statusLine200);
    f_IMS_ReceiveRequest(car_IMS_Ack_Request(cr_ACK_Request(v_RequestURI, v_MessageHeader_Ack)));
<<SKIPPED CODE>>

	



After Change:
	<<SKIPPED CODE>>
    // Receive ACK 
    v_RequestURI := f_MessageHeader_GetContactSipUrl(v_MessageHeader_200OK);    // @sic R5s221158 - Further additional changes sic@
    v_MessageHeader_Ack := f_IMS_AckRequest_MessageHeaderRX(v_InviteRequest, c_statusLine200);
    f_IMS_ReceiveRequest(car_IMS_Ack_Request(cr_ACK_Request(v_RequestURI, v_MessageHeader_Ack)));
<<SKIPPED CODE>>

	




