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1. [bookmark: _Toc295288959][bookmark: _Toc122434488][bookmark: _Toc123626553]Corrections required

	Function name
	fl_TC_10_7_5_Body()

	Reason for change
	The protocolConfigurationOptions field in the message PDN_CONNECTIVITY_REQUEST that is sent by the UE is declared optional for the UE. The definition in the TTCN should be adapted to accomplish this behavior.

	Summary of change
	The definition of the variable ProtocolConfigOptions v_Pco is changed

	TTCN module
	 Common\EUTRA\EUTRA_CellInfoFrequency.ttcn

	MCC160 Comment
	\LTE\10\ESM_Testcases.ttcn



Before Change:
	function fl_TC_10_7_5_Body() runs on EUTRA_PTC
  { // @sic R5s110293 sic@
    var  ProcedureTransactionIdentifier v_EpsTi := tsc_PTI_Unassigned;
    var EPS_BearerIdentity v_EpsDefaultBearerId2 := '6'H;
    var EPS_BearerIdentity v_EpsDedicatedBearerId2 := '7'H;
    var NAS_MSG_Indication_Type v_NasInd;
    var ProcedureTransactionIdentifier v_PTId_UE;
    var ProtocolConfigOptions v_Pco;
    var template (value) AccessPointName v_AccessPointName;
    var PDN_Address v_PDN_Address2;
    var SRB_COMMON_IND v_ReceivedAsp;
    var PDN_CONNECTIVITY_REQUEST v_PDNConnReq;
    var NasCount_Type v_NasCountUL;
    var EUTRA_SecurityParams_Type v_SecurityParams := f_EUTRA_Security_Get();
    var template (value) EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_Info := f_EUTRA_CellInfo_GetFDD_TDD_Info (eutra_CellA); //Get FDD or TDD mode from Cell-configuration
    var octetstring v_APN_Value := tsc_APN1; // APN-1(New PDN name), different from default
    var BEARER_RESOURCE_ALLOCATION_REQUEST v_BEARER_RESOURCE_ALLOCATION_Req;
    var template (value) ESM_Cause v_EsmCause43;
var template (value) NAS_DL_Message_Type v_BearerResourceAllocReject;
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[bookmark: OLE_LINK4][bookmark: OLE_LINK5]
After Change:
	

	function fl_TC_10_7_5_Body() runs on EUTRA_PTC
  { // @sic R5s110293 sic@
    var  ProcedureTransactionIdentifier v_EpsTi := tsc_PTI_Unassigned;
    var EPS_BearerIdentity v_EpsDefaultBearerId2 := '6'H;
    var EPS_BearerIdentity v_EpsDedicatedBearerId2 := '7'H;
    var NAS_MSG_Indication_Type v_NasInd;
    var ProcedureTransactionIdentifier v_PTId_UE;
    var template (omit) ProtocolConfigOptions v_Pco;
    var template (value) AccessPointName v_AccessPointName;
    var PDN_Address v_PDN_Address2;
    var SRB_COMMON_IND v_ReceivedAsp;
    var PDN_CONNECTIVITY_REQUEST v_PDNConnReq;
    var NasCount_Type v_NasCountUL;
    var EUTRA_SecurityParams_Type v_SecurityParams := f_EUTRA_Security_Get();
    var template (value) EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_Info := f_EUTRA_CellInfo_GetFDD_TDD_Info (eutra_CellA); //Get FDD or TDD mode from Cell-configuration
    var octetstring v_APN_Value := tsc_APN1; // APN-1(New PDN name), different from default
    var BEARER_RESOURCE_ALLOCATION_REQUEST v_BEARER_RESOURCE_ALLOCATION_Req;
    var template (value) ESM_Cause v_EsmCause43;
var template (value) NAS_DL_Message_Type v_BearerResourceAllocReject;
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