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1 [bookmark: _Toc122434485][bookmark: _Toc123819621]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2022-09_D22wk49 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com 	

2 [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc123819622]Corrections required
2. [bookmark: _Toc106975634][bookmark: _Toc109680267][bookmark: _Toc122623878][bookmark: _Toc123819623][bookmark: _Toc122434493][bookmark: _Toc295288970][bookmark: _Toc325725665]Change 1
	Function name
	function fl_Check_NR_Capability_1540 (UE_NR_Capability p_NRCapability)

	Reason for change
	As per the 38.331, the fr1-fr2-Add-UE-NR-Capabilities.fr1-fr2-Add-UE-NR-Capabilities only contains csi-RS-IM-ReceptionForFeedback/ csi-RS-ProcFrameworkForSRS/ csi-ReportFramework.
The current TTCN implementation incorrectly checks others capabilies IEs as well. 
	UE-NR-Capability-v1540 field descriptions

	fr1-fr2-Add-UE-NR-Capabilities
This instance of UE-NR-CapabilityAddFRX-Mode does not include any other fields than csi-RS-IM-ReceptionForFeedback/ csi-RS-ProcFrameworkForSRS/ csi-ReportFramework.




	Summary of change
	Remove the check made for UE-NR-CapabilityAddFRX-Mode from the function fl_Check_NR_Capability_1540().

	TTCN module
	NR_CapabilityFunctions.ttcn

	MCC160 Comment
	



Before Change
	    function fl_Check_NR_Capability_1540 (UE_NR_Capability p_NRCapability)
  {
    var UE_NR_Capability v_Received_NRCapabilityMsg;
    
    v_Received_NRCapabilityMsg := p_NRCapability;

    if (isvalue(v_Received_NRCapabilityMsg.nonCriticalExtension )) {
        if (not f_NR_CompareCapability_vs_PICS(pc_as_ReflectiveQoS, isvalue(v_Received_NRCapabilityMsg.nonCriticalExtension.nonCriticalExtension.sdap_Parameters.as_ReflectiveQoS ))) {
            f_SetVerdict(inconc,__FILE__, __LINE__, "pc_as_ReflectiveQoS not correctly set");
        }

if(isvalue(v_Received_NRCapabilityMsg.nonCriticalExtension.nonCriticalExtension.fr1_fr2_Add_UE_NR_Capabilities.measAndMobParametersFRX_Diff)) //@sic R5s221147 Ch. 3 sic@
        {
            // Checks on fr1_fr2_Add_UE_NR_Capabilities
            if (not f_NR_CompareCapability_vs_PICS(pc_ss_SINR_Meas, isvalue(v_Received_NRCapabilityMsg.nonCriticalExtension.nonCriticalExtension.fr1_fr2_Add_UE_NR_Capabilities.measAndMobParametersFRX_Diff.ss_SINR_Meas ))) {
                f_SetVerdict(inconc,__FILE__, __LINE__, "pc_ss_SINR_Meas not correctly set"); // @sic R5-225384 sic@
            }
            if (not f_NR_CompareCapability_vs_PICS(pc_csi_RSRP_AndRSRQ_MeasWithSSB, isvalue(v_Received_NRCapabilityMsg.nonCriticalExtension.nonCriticalExtension.fr1_fr2_Add_UE_NR_Capabilities.measAndMobParametersFRX_Diff.csi_RSRP_AndRSRQ_MeasWithSSB ))) {
                f_SetVerdict(inconc,__FILE__, __LINE__, "pc_csi_RSRP_AndRSRQ_MeasWithSSB not correctly set");
            }
            if (not f_NR_CompareCapability_vs_PICS(pc_csi_RSRP_AndRSRQ_MeasWithoutSSB, isvalue(v_Received_NRCapabilityMsg.nonCriticalExtension.nonCriticalExtension.fr1_fr2_Add_UE_NR_Capabilities.measAndMobParametersFRX_Diff.csi_RSRP_AndRSRQ_MeasWithoutSSB ))) { // @sic R5-225384 sic@
                f_SetVerdict(inconc,__FILE__, __LINE__, "pc_csi_RSRP_AndRSRQ_MeasWithoutSSB not correctly set");
            }
            if (not f_NR_CompareCapability_vs_PICS(pc_handoverInterF, isvalue(v_Received_NRCapabilityMsg.nonCriticalExtension.nonCriticalExtension.fr1_fr2_Add_UE_NR_Capabilities.measAndMobParametersFRX_Diff.handoverInterF ))) { // @sic R5-225384 sic@
                f_SetVerdict(inconc,__FILE__, __LINE__, "pc_handoverInterF not correctly set");
            }
        }
    } // nonCriticalExtension is OPTIONAL
    else {
       if (pc_as_ReflectiveQoS or pc_csi_RSRP_AndRSRQ_MeasWithSSB or pc_ss_SINR_Meas or pc_csi_RSRP_AndRSRQ_MeasWithoutSSB or pc_handoverInterF) {
	   f_SetVerdict(inconc,__FILE__, __LINE__, "Setting of UE-NR-Capability-1540 PICS is inconsistent with UE reported capabilities");
       }
    }
 }; //end of fl_Check_NR_Capability_1540



After Change
	  function fl_Check_NR_Capability_1540 (UE_NR_Capability p_NRCapability)
  {
    var UE_NR_Capability v_Received_NRCapabilityMsg;
    
    v_Received_NRCapabilityMsg := p_NRCapability;

    if (isvalue(v_Received_NRCapabilityMsg.nonCriticalExtension )) {
        if (not f_NR_CompareCapability_vs_PICS(pc_as_ReflectiveQoS, isvalue(v_Received_NRCapabilityMsg.nonCriticalExtension.nonCriticalExtension.sdap_Parameters.as_ReflectiveQoS ))) {
            f_SetVerdict(inconc,__FILE__, __LINE__, "pc_as_ReflectiveQoS not correctly set");
        }

    } // nonCriticalExtension is OPTIONAL
    else {
	   if (pc_as_ReflectiveQoS) {
          f_SetVerdict(inconc,__FILE__, __LINE__, "Setting of UE-NR-Capability-1540 PICS is inconsistent with UE reported capabilities");
       }
    }
 }; //end of fl_Check_NR_Capability_1540 





