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1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc123806495]Corrections required
1.1 [bookmark: _Toc123806496]Correction to the Function f_NR_GetPNI_NPN_IdentityInfoList
	Function name
	f_NR_GetPNI_NPN_IdentityInfoList

	Reason for change
	In current TTCN implementation of the testcase 6.5.2.1, the IE manualCAGselectionAllowed_r16 needs to be set to TRUE for nr_Cell 2 and nr_Cell 4.
This is not being done at present. 
Thus the TTCN is not in-line with Prose.
This needs to be addressed.

	Summary of change
	Updated the implementation of function f_NR_GetPNI_NPN_IdentityInfoList to checkwhether the testcase 6.5.2.1 is being run and based on that initialized the variable v_NPN_IdentityInfoList.
In case 6.5.2.1 is run, the variable v_NPN_IdentityInfoList is initialized using a newly created template cs_CAG_IdentityInfo_ManualCAGSelection which initializes the IE manualCAGselectionAllowed_r16 to true.
For other sitautions, the earlier used template cs_CAG_IdentityInfo is used.

	TTCN module
	NR_CellInfo.ttcn

	MCC160 Comment
	



    
Before Change:
	function f_NR_GetPNI_NPN_IdentityInfoList( template(value) NR_NAS_Parameters_Type p_NAS_Parameters,
                                             integer p_Cag_Identity := 1) return template(omit) NPN_IdentityInfoList_r16
   {
     var template(omit) NPN_IdentityInfoList_r16 v_NPN_IdentityInfoList := omit;
     
     v_NPN_IdentityInfoList := {cs_NPN_IdentityInfo_Def(cs_NPN_IdentityCAG ( valueof(p_NAS_Parameters.PLMN_Identity), valueof(cs_CAG_IdentityInfo(int2bit(p_Cag_Identity,32)))),
                                                         p_NAS_Parameters.TrackingAreaCode,
                                                         p_NAS_Parameters.Ranac,
                                                         p_NAS_Parameters.CellIdentity)
     }
     return v_NPN_IdentityInfoList;
   }



After Change:
	function f_NR_GetPNI_NPN_IdentityInfoList( template(value) NR_NAS_Parameters_Type p_NAS_Parameters,
                                             integer p_Cag_Identity := 1) return template(omit) NPN_IdentityInfoList_r16
   {
     var template(omit) NPN_IdentityInfoList_r16 v_NPN_IdentityInfoList := omit;
     
     if(testcasename() == "TC_6_5_2_1_NR5GC") { //WA#6_5_2_1         
         v_NPN_IdentityInfoList := {cs_NPN_IdentityInfo_Def(cs_NPN_IdentityCAG ( valueof(p_NAS_Parameters.PLMN_Identity), valueof(cs_CAG_IdentityInfo_ManualCAGSelection(int2bit(p_Cag_Identity,32)))),
                                                             p_NAS_Parameters.TrackingAreaCode,
                                                             p_NAS_Parameters.Ranac,
                                                             p_NAS_Parameters.CellIdentity)
         }
     }else{
         v_NPN_IdentityInfoList := {cs_NPN_IdentityInfo_Def(cs_NPN_IdentityCAG ( valueof(p_NAS_Parameters.PLMN_Identity), valueof(cs_CAG_IdentityInfo(int2bit(p_Cag_Identity,32)))),
                                                             p_NAS_Parameters.TrackingAreaCode,
                                                             p_NAS_Parameters.Ranac,
                                                             p_NAS_Parameters.CellIdentity)
         }
     }
     return v_NPN_IdentityInfoList;
   }


1.2 [bookmark: _Toc123806497]template cs_CAG_IdentityInfo_ManualCAGSelection
	Function name
	cs_CAG_IdentityInfo_ManualCAGSelection

	Reason for change
	Pleasesee change 2.1

	Summary of change
	New template

	TTCN module
	NR_SysInfo_Templates.ttcn

	MCC160 Comment
	



    

	template(value) CAG_IdentityInfo_r16 cs_CAG_IdentityInfo_ManualCAGSelection(B32_Type p_CAG_Identity) := //WA#6_5_2_1
  { /* @status    APPROVED (NR5GC) */
        cag_Identity_r16              := p_CAG_Identity,
        manualCAGselectionAllowed_r16 := true_
  };



