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	Function name
	testcase TC_6_1_1_6_NR5GC

	Reason for change
	According to TS38.523-1 Table 6.1.1.6.3.2-3,UE should send an RRCSetupRequest on NR Cell 13 after 120 seconds, but before 720 seconds in step23. Then in step30, the UE send an RRCSetupRequest on NR Cell 11 after 420 seconds (“MinimumPeriodicSearchTimer”) from step 24. This need 720s+420s= 1140s, the guard timer of 960s may not long enough for some UE.

	Summary of change
	Change the  guard timer to 1300s

	TTCN module
	NR5GC_Testsuite.ttcn

	MCC160 Comment
	



    
Before Change:

	  testcase TC_6_1_1_6_NR5GC() runs on MTC_NR5GC system SYSTEM_NR5GC {
    // @purpose
    //   PLMN selection / Periodic reselection / MinimumPeriodicSearchTimer
    var NR5GC_PTC        v_NR5GC      := null;
    var IMS_PTC          v_IMS1       := null;
    var IMS_PTC          v_IMS2       := null;
  
    timer t_GuardTimer := int2float(960);
  
    v_NR5GC := NR5GC_PTC.create("NR5GC") alive;
  
    f_MTC_ConnectPTCs_NR5GC(system, v_NR5GC, v_IMS1, v_IMS2);
  
    v_NR5GC.start(f_TC_6_1_1_6_NR5GC());
  
    t_GuardTimer.start;
  
    f_MTC_MainLoop_NR5GC(t_GuardTimer);
  }



After Change:

	  testcase TC_6_1_1_6_NR5GC() runs on MTC_NR5GC system SYSTEM_NR5GC {
    // @purpose
    //   PLMN selection / Periodic reselection / MinimumPeriodicSearchTimer
    var NR5GC_PTC        v_NR5GC      := null;
    var IMS_PTC          v_IMS1       := null;
    var IMS_PTC          v_IMS2       := null;
  
    timer t_GuardTimer := int2float(1300);
  
    v_NR5GC := NR5GC_PTC.create("NR5GC") alive;
  
    f_MTC_ConnectPTCs_NR5GC(system, v_NR5GC, v_IMS1, v_IMS2);
  
    v_NR5GC.start(f_TC_6_1_1_6_NR5GC());
  
    t_GuardTimer.start;
  
    f_MTC_MainLoop_NR5GC(t_GuardTimer);
  }



