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1 [bookmark: _Toc122434485][bookmark: _Toc123821120]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2022-09_D22wk49 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com 	

2 [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc123821121]Corrections required
2. [bookmark: _Toc106975634][bookmark: _Toc109680267][bookmark: _Toc122623878][bookmark: _Toc122434493][bookmark: _Toc295288970][bookmark: _Toc325725665][bookmark: _Toc123821122]Change 1
	Function name
	 fl_TC_8_2_2_8_1_ENDC_EUTRA_TestBody ()

	Reason for change
	TTCN implementation of Step 13 doesn’t Release/Restablish the DRB-2 in the SS Configuration. This will lead to SS sending the DRB Data at step 15 with incremented RLC SN, which is incorrect, since RLC is expected to Restablish at step 13. 

	Summary of change
	Added call to f_EUTRA_SS_Release_SingleDRB (eutra_Cell1, tsc_DRB2);  at step 13 to release and Reconfig DRB-2.

	TTCN module
	RRC_Reconfig_ENDC_EUTRA.ttcn

	MCC160 Comment
	



Before Change
	function fl_TC_8_2_2_8_1_ENDC_EUTRA_TestBody() runs on EUTRA_5GS_PTC
  { //@sic R5-198928 sic@
...

// @siclog "Steps 13 - 14" siclog@
// SN terminated MCG DRB with security key s-KgNB to MN terminated MCG DRB with security key change to keNB
v_NR_RBConfig := f_EUTRA_NR_WaitForCoOrd_Data(NR, "RB");
v_Timing := f_EUTRA_GetNextSendOccasion(eutra_Cell1, tsc_EUTRA_DelayBeforeIntraCellHO); 
v_ConfigDrbSS := {cs_OneDRB_ConfigAM(tsc_DRB8)}; //@sic R5s200171 change 4.2 sic@
// NR PDCP is on NR PTC, therefore DRB2 must be split here to configure the proxy. MCG so lower layers on EUTRA
v_SrbDRBList := {cs_SRB1_ConfigDef, cs_SRB2_ConfigDef, cs_RadioBearer_Reconfig_SplitDRB2(nr_Cell1), cs_OneDRB_ConfigAM(tsc_DRB8)}; // @sic R5s201477 sic@
//@sic R5s200171 change 4.2 sic@

...
}



After Change
	function fl_TC_8_2_2_8_1_ENDC_EUTRA_TestBody() runs on EUTRA_5GS_PTC
  { //@sic R5-198928 sic@
...

// @siclog "Steps 13 - 14" siclog@
// SN terminated MCG DRB with security key s-KgNB to MN terminated MCG DRB with security key change to keNB
v_NR_RBConfig := f_EUTRA_NR_WaitForCoOrd_Data(NR, "RB");
v_Timing := f_EUTRA_GetNextSendOccasion(eutra_Cell1, tsc_EUTRA_DelayBeforeIntraCellHO);
f_EUTRA_SS_Release_SingleDRB (eutra_Cell1, tsc_DRB2); //New Change
v_ConfigDrbSS := {cs_OneDRB_ConfigAM(tsc_DRB8)}; //@sic R5s200171 change 4.2 sic@
// NR PDCP is on NR PTC, therefore DRB2 must be split here to configure the proxy. MCG so lower layers on EUTRA
v_SrbDRBList := {cs_SRB1_ConfigDef, cs_SRB2_ConfigDef, cs_RadioBearer_Reconfig_SplitDRB2(nr_Cell1), cs_OneDRB_ConfigAM(tsc_DRB8)}; // @sic R5s201477 sic@
//@sic R5s200171 change 4.2 sic@

...
}





