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	Reason for change:
	(1) In the current 38.213, there is no description for the case when serving cell SSB index is provided as pathloss RS for positioning SRS. But there is the descriptions for the other two cases.
(2) The parameter ‘ssb-IndexNcell’ is not aligned with 38.331.
(3) In Rel-16 for positioning SRS power control, the pathloss reference signal can be SSB or PRS. If PRS is configured as the pathloss RS of the positioning SRS resource set by RRC parameter dl-PRS-r16 in 38.331, the power of PRS resource set can be known based on PRS resource set ID and TRP ID informed in dl-PRS-r16. 
In 37.355, the power of PRS is configured in PRS resource set basis. And in 38.331, dl-PRS-ResourceId in dl-PRS-r16 is optionally provided. That is, even dl-PRS-ResourceId is not provided, UE can still get the PRS power which is pathloss RS of positioning RS.
However, in the current 38.213, the condition is ‘a dl-PRS-ResourceId is provided’ which is not correct. 

	
	

	Summary of change:
	(1) Add the pathloss description when serving cell SSB index is provided
(2) Change the parameter name of ssb-IndexNcell according to 38.331
(3) Change ‘dl-PRS-ResourceId’ to ‘dl-PRS’

	
	

	Consequences if not approved:
	TS 38.331 and TS38.213 are not aligned.
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	Other comments:
	Isolated Impact Analysis:
This CR just corrects the description in 38.213, it is expected UE behaviour follows 38.331 and 37.355, so no isolated impact is expected.
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< Unchanged parts are omitted >
If a UE transmits SRS based on a configuration by SRS-PosResourceSet on active UL BWP  of carrier  of serving cell , the UE determines the SRS transmission power  in SRS transmission occasion  as 
[image: ] [dBm]
where, 
-	 and  are provided by p0-r16 and alpha-r16 respectively, for active UL BWP  of carrier  of serving cell , and SRS resource set  is indicated by SRS-PosResourceSetId from SRS-PosResourceSet, and
-	 is a downlink pathloss estimate in dB calculated by the UE, as described in clause 7.1.1 in case of an active DL BWP of a serving cell , using RS resource indexed  in a serving or non-serving cell for SRS resource set  [6, TS 38.214]. A configuration for RS resource index  associated with SRS resource set  is provided by pathlossReferenceRS-Pos 
-	if a ssb-IndexServing is provided, referenceSignalPower is provided by ss-PBCH-BlockPower
-  if a ssb-Ncellssb-IndexNcell  is provided, referenceSignalPower is provided by ss-PBCH-BlockPower-r16
-	if a dl-PRSdl-PRS-ResourceId  is provided, referenceSignalPower is provided by dl-PRS-ResourcePower
	If the UE is in the RRC_CONNECTED state and determines that the UE is not able to accurately measure , or the UE is not provided with pathlossReferenceRS-Pos, the UE calculates  using a RS resource obtained from the SS/PBCH block of the serving cell that the UE uses to obtain MIB. If the UE is in the RRC_INACTIVE state and determines that the UE is not able to accurately measure , the UE does not transmit SRS for the SRS resource set.
	The UE may indicate a capability for a number of pathloss estimates that the UE can simultaneously maintain for all SRS resource sets provided by SRS-PosResourceSet in addition to the up to four pathloss estimates that the UE maintains per serving cell for PUSCH/PUCCH transmissions and for SRS transmissions configured by SRS-Resource.
< Unchanged parts are omitted >
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