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[bookmark: _Toc59649995][bookmark: _Toc61357259][bookmark: _Toc61359033][bookmark: _Toc67915970][bookmark: _Toc75533514][bookmark: _Toc75819400][bookmark: _Toc76508244][bookmark: _Toc76717194][bookmark: _Toc83293835][bookmark: _Toc84334874]6.2A.3	UE additional maximum output power reduction for CA
[bookmark: _Toc21344265][bookmark: _Toc29801751][bookmark: _Toc29802175][bookmark: _Toc29802800][bookmark: _Toc36107542][bookmark: _Toc37251308][bookmark: _Toc45888114][bookmark: _Toc45888713][bookmark: _Toc59649996][bookmark: _Toc61357260][bookmark: _Toc61359034][bookmark: _Toc67915971][bookmark: _Toc75533515][bookmark: _Toc75819401][bookmark: _Toc76508245][bookmark: _Toc76717195][bookmark: _Toc83293836][bookmark: _Toc84334875]6.2A.3.1.1	UE additional maximum output power reduction for Intra-band contiguous CA
Additional emission requirements can be signalled by the network. Each additional emission requirement is associated with a unique network signalling (NS) value indicated in RRC signalling by an NR frequency band number of the applicable operating band and an associated value in the field additionalSpectrumEmission. Throughout this specification, the notion of indication or signalling of an NS value refers to the corresponding indication of an NR frequency band number of the applicable operating band, the IE field freqBandIndicatorNR and an associated value of additionalSpectrumEmission in the relevant RRC information elements [7]. Relation between NR CA band and NR frequency band is specified in Table 5.2A.1-1.
To meet the additional requirements, additional maximum power reduction (A-MPR) is allowed for the maximum output power as specified in Table 6.2A.1.15-1. Unless stated otherwise, the total reduction to UE maximum output power is max(MPR, A-MPR) where MPR is defined in clause 6.2A.2.14. In absense of modulation and waveform types the A-MPR applies to all modulation and waveform types.
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