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These CRs were agreed by RAN4 and are forwarded to TSG-RAN#99 for approval:
	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	37.105
	0269
	-
	Rel-15
	CR to TS 37.105: Wrong reference to NR additional spurious requirement
	F
	15.17.0
	RAN4#106
	R4-2301490
	Ericsson
	NR_newRAT-Core
	9.7.6.2.3
	TS/TR ... CR ...; TS/TR ... CR ...; TS/TR ... CR ... 

	37.105
	0270
	-
	Rel-16
	CR to TS 37.105 - Wrong reference to NR additional spurious requirement
	A
	16.12.0
	RAN4#106
	R4-2301491
	Ericsson
	NR_newRAT-Core
	9.7.6.2.3
	TS/TR ... CR ...; TS/TR ... CR ...; TS/TR ... CR ... 

	37.105
	0271
	-
	Rel-17
	CR to TS 37.105 - Wrong reference to NR additional spurious requirement
	A
	17.6.0
	RAN4#106
	R4-2301492
	Ericsson
	NR_newRAT-Core
	9.7.6.2.3
	TS/TR ... CR ...; TS/TR ... CR ...; TS/TR ... CR ... 

	37.105
	0272
	-
	Rel-18
	CR to TS 37.105 - Wrong reference to NR additional spurious requirement
	A
	18.0.0
	RAN4#106
	R4-2301493
	Ericsson
	NR_newRAT-Core
	9.7.6.2.3
	TS/TR ... CR ...; TS/TR ... CR ...; TS/TR ... CR ... 

	38.101-1
	1399
	-
	Rel-17
	CR for Rel-17 38.101-1 to correct the configurations for CA_n46M/N/O
	A
	17.8.0
	RAN4#106
	R4-2301637
	Xiaomi
	NR_newRAT-Core
	5.5A.1
	TS/TR ... CR ... ; TS 38.521-1 ; TS/TR ... CR ... 

	38.101-1
	1400
	-
	Rel-18
	CR for Rel-18 38.101-1 to correct the configurations for CA_n46M/N/O
	A
	18.0.0
	RAN4#106
	R4-2301638
	Xiaomi
	NR_newRAT-Core
	5.5A.1
	TS/TR ... CR ... ; TS 38.521-1 ; TS/TR ... CR ... 

	38.101-1
	1409
	-
	Rel-16
	CR for TS 38.101-1 to clarify the inner outer condition for almost contiguous RB allocation (R16)
	A
	16.14.0
	RAN4#106
	R4-2302071
	Huawei, HiSilicon
	NR_newRAT-Core
	
	

	38.101-1
	1410
	-
	Rel-17
	CR for TS 38.101-1 to clarify the inner outer condition for almost contiguous RB allocation (R17)
	A
	17.8.0
	RAN4#106
	R4-2302072
	Huawei, HiSilicon
	NR_newRAT-Core
	
	

	38.101-1
	1411
	-
	Rel-18
	CR for TS 38.101-1 to clarify the inner outer condition for almost contiguous RB allocation (R18)
	A
	18.0.0
	RAN4#106
	R4-2302073
	Huawei, HiSilicon
	NR_newRAT-Core
	
	

	38.101-1
	1433
	-
	Rel-15
	CR to TS 38.101-1 on humidity condition for normal temperature
	F
	15.20.0
	RAN4#106
	R4-2302504
	Samsung
	NR_newRAT-Core
	
	

	38.101-1
	1434
	-
	Rel-16
	CR to TS 38.101-1 on humidity condition for normal temperature
	A
	16.14.0
	RAN4#106
	R4-2302506
	Samsung
	NR_newRAT-Core
	
	

	38.101-1
	1435
	-
	Rel-17
	CR to TS 38.101-1 on humidity condition for normal temperature
	A
	17.8.0
	RAN4#106
	R4-2302508
	Samsung
	NR_newRAT-Core
	
	

	38.101-1
	1436
	-
	Rel-18
	CR to TS 38.101-1 on humidity condition for normal temperature
	A
	18.0.0
	RAN4#106
	R4-2302510
	Samsung
	NR_newRAT-Core
	
	

	38.101-2
	0580
	-
	Rel-16
	CR for Rel-16 38.101-2 to correct the UL configuration for CA_n258C
	F
	16.14.0
	RAN4#106
	R4-2301633
	Xiaomi
	NR_newRAT-Core
	5.5A.1
	TS/TR ... CR ... ; TS 38.521-2 ; TS/TR ... CR ... 

	38.101-2
	0581
	-
	Rel-17
	CR for Rel-17 38.101-2 to correct the UL configuration for CA_n258C
	A
	17.8.0
	RAN4#106
	R4-2301634
	Xiaomi
	NR_newRAT-Core
	5.5A.1
	TS/TR ... CR ... ; TS 38.521-2 ; TS/TR ... CR ... 

	38.101-2
	0582
	-
	Rel-18
	CR for Rel-18 38.101-2 to correct the UL configuration for CA_n258C
	A
	18.0.0
	RAN4#106
	R4-2301635
	Xiaomi
	NR_newRAT-Core
	5.5A.1
	TS/TR ... CR ... ; TS 38.521-2 ; TS/TR ... CR ... 

	38.101-2
	0588
	-
	Rel-15
	CR to TS 38.101-2 on humidity condition for normal temperature
	F
	15.20.0
	RAN4#106
	R4-2302505
	Samsung
	NR_newRAT-Core
	
	

	38.101-2
	0589
	-
	Rel-16
	CR to TS 38.101-2 on humidity condition for normal temperature
	A
	16.14.0
	RAN4#106
	R4-2302507
	Samsung
	NR_newRAT-Core
	
	

	38.101-2
	0590
	-
	Rel-17
	CR to TS 38.101-2 on humidity condition for normal temperature
	A
	17.8.0
	RAN4#106
	R4-2302509
	Samsung
	NR_newRAT-Core
	
	

	38.101-2
	0591
	-
	Rel-18
	CR to TS 38.101-2 on humidity condition for normal temperature
	A
	18.0.0
	RAN4#106
	R4-2302511
	Samsung
	NR_newRAT-Core
	
	

	38.101-3
	0870
	-
	Rel-15
	CR for TS 38.101-3 to introduce DC_20_n28 general description
	F
	15.20.0
	RAN4#106
	R4-2302074
	Huawei, HiSilicon
	NR_newRAT-Core
	5.5B.1
	TS/TR ... CR ... ; TS 38.521-3; TS/TR ... CR ... 

	38.101-3
	0871
	-
	Rel-16
	CR for TS 38.101-3 to introduce DC_20_n28 general description(R16)
	A
	16.14.0
	RAN4#106
	R4-2302075
	Huawei, HiSilicon
	NR_newRAT-Core
	5.5B.1
	TS/TR ... CR ... ; TS 38.521-3; TS/TR ... CR ... 

	38.101-3
	0872
	-
	Rel-17
	CR for TS 38.101-3 to introduce DC_20_n28 general description(R17)
	A
	17.8.0
	RAN4#106
	R4-2302076
	Huawei, HiSilicon
	NR_newRAT-Core
	5.5B.1
	TS/TR ... CR ... ; TS 38.521-3; TS/TR ... CR ... 

	38.101-3
	0873
	-
	Rel-18
	CR for TS 38.101-3 to introduce DC_20_n28 general description(R18)
	A
	18.0.0
	RAN4#106
	R4-2302077
	Huawei, HiSilicon
	NR_newRAT-Core
	5.5B.1
	TS/TR ... CR ... ; TS 38.521-3; TS/TR ... CR ... 

	38.101-3
	0887
	-
	Rel-15
	CR for TS 38.101-3 on intra-band EN-DC band combination support for DC_(n)41
	F
	15.20.0
	RAN4#106
	R4-2302560
	ZTE Corporation
	NR_newRAT-Core
	5.3B.0 (new), 5.3B.1.2, 5.5B.2
	TS/TR ... CR ... ; TS/TR ... CR ... 38.521-3; TS/TR ... CR ... 

	38.101-3
	0888
	-
	Rel-16
	CR for TS 38.101-3 on intra-band EN-DC band combination support for DC_(n)41 (R16_CAT_A)
	A
	16.14.0
	RAN4#106
	R4-2302561
	ZTE Corporation
	NR_newRAT-Core
	
	

	38.101-3
	0889
	-
	Rel-17
	CR for TS 38.101-3 on intra-band EN-DC band combination support for DC_(n)41 (R17_CAT_A)
	A
	17.8.0
	RAN4#106
	R4-2302562
	ZTE Corporation
	NR_newRAT-Core
	
	

	38.101-3
	0890
	-
	Rel-18
	CR for TS 38.101-3 on intra-band EN-DC band combination support for DC_(n)41 (R18_CAT_A)
	A
	18.0.0
	RAN4#106
	R4-2302563
	ZTE Corporation
	NR_newRAT-Core
	
	

	38.133
	2944
	-
	Rel-16
	CR on measurement requirements with per-FR gap R16
	F
	16.14.0
	RAN4#106
	R4-2301931
	Huawei, HiSilicon
	NR_newRAT-Core
	
	

	38.133
	2945
	-
	Rel-17
	CR on measurement requirements with per-FR gap R17
	A
	17.8.0
	RAN4#106
	R4-2301932
	Huawei, HiSilicon
	NR_newRAT-Core
	9.1.5.2.1 - 9.1.5.2.4
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.133
	2946
	-
	Rel-18
	CR on measurement requirements with per-FR gap R18
	A
	18.0.0
	RAN4#106
	R4-2301933
	Huawei, HiSilicon
	NR_newRAT-Core
	9.1.5.2.1 - 9.1.5.2.4
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 


