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< Unchanged sections omitted >

Table 10.1.23.2-5: Margin for RSTD measurement accuracy in FR1
	PRS BW (RB number)
	Margin (Tc)

	SCS=15kHz
	SCS=30kHz
	SCS=60kHz
	

	≥ 24
	N/A
	N/A
	120

	≥ 52
	≥ 24
	N/A
	72

	≥ 104
	≥ 48
	≥ 24
	36

	N/A
	≥ 132
	≥ 64
	16

	N/A
	N/A
	≥ 132
	12



Table 10.1.23.2-5a: Margin Δ for RSTD measurement accuracy in FR1
	PRS BW (RB number)
	Margin (Tc)

	SCS=15kHz
	SCS=30kHz
	SCS=60kHz
	

	≥ 24
	N/A
	N/A
	[128]

	≥ 52
	≥ 24
	N/A
	[64]

	≥ 104
	≥ 48
	≥ 24
	[32]

	N/A
	≥ 132
	≥ 64
	[16]

	N/A
	N/A
	≥ 132
	[8]



Table 10.1.23.2-6: Margin for RSTD measurement accuracy in FR2
	PRS BW (RB number)
	Margin (Tc)

	SCS=60kHz
	SCS=120kHz
	

	≥ 24
	N/A
	72

	≥ 64
	≥ 32
	32

	≥ 132
	≥ 64
	16

	N/A
	≥ 128
	12



Table 10.1.23.2-6a: Margin Δ for RSTD measurement accuracy in FR2
	PRS BW (RB number)
	Margin (Tc)

	SCS=60kHz
	SCS=120kHz
	

	≥ 24
	N/A
	[32]

	≥ 64
	≥ 32
	[16]

	≥ 132
	≥ 64
	[8]

	N/A
	≥ 128
	[4]




Table 10.1.23.2-5: Margin for RSTD measurement accuracy in FR1
	PRS BW (RB number)
	Margin (Tc)

	SCS=15kHz
	SCS=30kHz
	SCS=60kHz
	

	≥ 24
	N/A
	N/A
	120

	≥ 52
	≥ 24
	N/A
	72

	≥ 104
	≥ 48
	≥ 24
	36

	N/A
	≥ 132
	≥ 64
	16

	N/A
	N/A
	≥ 132
	12




< End of changes >


