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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	36.101
	5901
	-
	Rel-17
	36.101 Rel17 CAT-F: Correction to co-existence requirements of band n8 and n100
	F
	17.8.0
	RAN4#106
	R4-2300308
	Apple
	NR_RAIL_EU_900MHz-Core
	6.6.3.2, 6.6.3.2A
	TS/TR ... CR ... ; TS 36.521-1 ; TS/TR ... CR ... 

	36.101
	5902
	-
	Rel-18
	36.101 Rel18 CAT-A: Correction to co-existence requirements of band n8 and n100
	A
	18.0.0
	RAN4#106
	R4-2300309
	Apple
	NR_RAIL_EU_900MHz-Core
	6.6.3.2, 6.6.3.2A
	TS/TR ... CR ... ; TS 36.521 ; TS/TR ... CR ... 

	38.101-1
	1297
	1
	Rel-17
	TS 38.101-1 Rel-17 CAT-F: Correction to co-existence requirements of band n8 and n100
	F
	17.8.0
	RAN4#106
	R4-2303676
	Apple, Mediatek
	NR_RAIL_EU_900MHz-Core
	
	

	38.101-1
	1298
	-
	Rel-18
	TS 38.101-1 Rel-18 CAT-A: Correction to co-existence requirements of band n8 and n100
	A
	18.0.0
	RAN4#106
	R4-2300313
	Apple
	NR_RAIL_EU_900MHz-Core
	
	

	38.101-1
	1419
	2
	Rel-17
	CR on R17 TS38.101-1 Modification on the PC2 and PC1.5 note on the CA configuration with UL single carrier
	F
	17.8.0
	RAN4#106
	R4-2303706
	Huawei, HiSilicon
	NR_PC2_CA_R17_2BDL_2BUL-Core
	
	

	38.101-3
	0809
	-
	Rel-17
	TS 38.101-3 Rel-17 CAT-F: Correction to co-existence requirements of band n8 and n100
	F
	17.8.0
	RAN4#106
	R4-2300314
	Apple
	NR_RAIL_EU_900MHz-Core
	6.5B.3.3.2
	TS/TR ... CR ... ; TS 38.521-3 ; TS/TR ... CR ... 

	38.101-3
	0810
	-
	Rel-18
	TS 38.101-3 Rel-18 CAT-A: Correction to co-existence requirements of band n8 and n100
	A
	18.0.0
	RAN4#106
	R4-2300315
	Apple
	NR_RAIL_EU_900MHz-Core
	6.5B.3.3.2
	TS/TR ... CR ... ; TS 38.521-3 ; TS/TR ... CR ... 

	38.101-3
	0811
	-
	Rel-17
	CR for TS 38.101-3 Rel-17 CAT-F: Corrections on band combinations for UE co-existence
	F
	17.8.0
	RAN4#106
	R4-2300320
	Apple
	DC_R16_1BLTE_1BNR_2DL2UL-Core, NR_RAIL_EU_1900MHz_TDD-Core
	6.5B.3.3.2
	TS/TR ... CR ... ; TS 38.521-3; TS/TR ... CR ... 

	38.101-3
	0812
	-
	Rel-18
	CR for TS 38.101-3 Rel-18 CAT-A: Corrections on band combinations for UE co-existence
	A
	18.0.0
	RAN4#106
	R4-2300321
	Apple
	DC_R16_1BLTE_1BNR_2DL2UL-Core, NR_RAIL_EU_1900MHz_TDD-Core
	
	

	38.133
	2840
	1
	Rel-17
	CR on requirements applicability of PRS measurement
	F
	17.8.0
	RAN4#106
	R4-2303208
	CATT
	NR_pos_enh-Core
	
	

	38.133
	2841
	-
	Rel-18
	CR on requirements applicability of PRS measurement
	A
	18.0.0
	RAN4#106
	R4-2300593
	CATT
	NR_pos_enh-Core
	9.9.1, 9.9.2.9, 9.9.3.8, 9.9.4.8, 9.9.6.8
	TS/TR ... CR ... ; TS38.533 ; TS/TR ... CR ... 

	38.133
	2846
	1
	Rel-17
	CR on the applicability of timing error margin  in positioning accuracy requirements
	F
	17.8.0
	RAN4#106
	R4-2303245
	CATT
	NR_pos_enh-Perf
	
	

	38.133
	2847
	-
	Rel-18
	CR on the applicability of timing error margin  in positioning accuracy requirements
	A
	18.0.0
	RAN4#106
	R4-2300607
	CATT
	NR_pos_enh-Perf
	10.1.23, 10.1.25
	TS/TR ... CR ... ; TS 38.533; TS/TR ... CR ... 

	38.133
	2939
	1
	Rel-17
	CR to 38.133 correction of measurement period requirements for positioning measurements
	F
	17.8.0
	RAN4#106
	R4-2303791
	Ericsson
	NR_pos_enh-Core
	
	

	38.133
	2940
	-
	Rel-18
	CR to 38.133 correction of measurement period requirements for positioning measurements
	A
	18.0.0
	RAN4#106
	R4-2301866
	Ericsson
	NR_pos_enh2
	
	

	38.133
	2941
	1
	Rel-17
	CR to 38.133 performance requirements for positioning measurements
	F
	17.8.0
	RAN4#106
	R4-2303214
	Ericsson
	NR_pos_enh-Perf
	
	

	38.133
	2942
	-
	Rel-18
	CR to 38.133 performance requirements for positioning measurements
	A
	18.0.0
	RAN4#106
	R4-2301868
	Ericsson
	NR_pos_enh2
	
	

	38.133
	2964
	1
	Rel-17
	CR on PRS measurement requirements for INACTIVE
	F
	17.8.0
	RAN4#106
	R4-2303215
	Huawei, HiSilicon
	NR_pos_enh-Core
	
	

	38.133
	2965
	-
	Rel-18
	CR on PRS measurement requirements for INACTIVE R18
	A
	18.0.0
	RAN4#106
	R4-2301960
	Huawei, HiSilicon
	NR_pos_enh-Core
	5.6.1
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.133
	2968
	1
	Rel-17
	CR on accuracy requirements for Rel-17 positioning
	F
	17.8.0
	RAN4#106
	R4-2303216
	Huawei, HiSilicon
	NR_pos_enh-Perf
	
	

	38.133
	2969
	-
	Rel-18
	CR on accuracy requirements for Rel-17 positioning R18
	A
	18.0.0
	RAN4#106
	R4-2301965
	Huawei, HiSilicon
	NR_pos_enh-Perf
	10.1.23.2, 10.1.25.2
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.133
	3058
	1
	Rel-17
	CR - Correction to UE scheduling availability for PRS measurements without gaps
	F
	17.8.0
	RAN4#106
	R4-2303217
	Qualcomm
	NR_pos_enh-Core
	
	

	38.133
	3059
	-
	Rel-18
	CR - Correction to UE scheduling availability for PRS measurements without gaps
	A
	18.0.0
	RAN4#106
	R4-2302671
	Qualcomm Incorporated
	NR_pos_enh-Core
	
	

	38.852
	0001
	-
	Rel-17
	Correction to TR 38.852
	F
	17.0.0
	RAN4#106
	R4-2300504
	Union Inter. Chemins de Fer
	NR_RAIL_EU_1900MHz_TDD
	
	

	38.853
	0001
	-
	Rel-17
	Correction to TR 38.853
	F
	17.0.0
	RAN4#106
	R4-2300503
	Union Inter. Chemins de Fer
	NR_RAIL_EU_900MHz
	
	


