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<Start of the change>
[bookmark: _Toc21096764][bookmark: _Toc29763731][bookmark: _Toc36030202][bookmark: _Toc37180102][bookmark: _Toc45869802][bookmark: _Toc52555608][bookmark: _Toc61113071][bookmark: _Toc67911955][bookmark: _Toc74840775][bookmark: _Toc76503910][bookmark: _Toc83042462][bookmark: _Toc89854636][bookmark: _Toc98667409][bookmark: _Toc105752692][bookmark: _Toc123150310][bookmark: _Toc124163272]9.7.6.4.3	Additional spurious emissions requirements
[bookmark: _Toc21096765][bookmark: _Toc29763732][bookmark: _Toc36030203][bookmark: _Toc37180103][bookmark: _Toc45869803][bookmark: _Toc52555609][bookmark: _Toc61113072][bookmark: _Toc67911956][bookmark: _Toc74840776][bookmark: _Toc76503911][bookmark: _Toc83042463][bookmark: _Toc89854637][bookmark: _Toc98667410][bookmark: _Toc105752693][bookmark: _Toc123150311][bookmark: _Toc124163273]9.7.6.4.3.1	General
These requirements may be applied for the protection of system operating in frequency ranges other than the BS downlink operating band. The limits may apply as an optional protection of such systems that are deployed in the same geographical area as the BS, or they may be set by local or regional regulation as a mandatory requirement for an operating band. It is in some cases not stated in the present document whether a requirement is mandatory or under what exact circumstances that a limit applies, since this is set by local or regional regulation. An overview of regional requirements in the present document is given in subclause 4.5. 
Some requirements may apply for the protection of specific equipment (UE, MS and/or BS) or equipment operating in specific systems (GSM/EDGE, CDMA, UTRA, E-UTRA, NR, etc.) as listed below.
All additional spurious requirements are TRP unless otherwise stated.
[bookmark: _Toc21096766][bookmark: _Toc29763733][bookmark: _Toc36030204][bookmark: _Toc37180104][bookmark: _Toc45869804][bookmark: _Toc52555610][bookmark: _Toc61113073][bookmark: _Toc67911957][bookmark: _Toc74840777][bookmark: _Toc76503912][bookmark: _Toc83042464][bookmark: _Toc89854638][bookmark: _Toc98667411][bookmark: _Toc105752694][bookmark: _Toc123150312][bookmark: _Toc124163274]9.7.6.4.3.2	Minimum Requirement
<<Unchanged text skipped>>
The following requirement may apply to BS operating in Band 54 in certain regions, to be used together with other information about the site installation to verify the compliance. 
The level of emissions in the 1541 – 1650 MHz band, measured in measurement bandwidth according to table 9.7.6.4.3.2-11 shall not exceed the maximum TRP limits indicated in the table.
Table 9.7.6.4.3.2-11: Emissions levels for protection of the 1541-1650 MHz band
	Operating Band
	Frequency range
	Declared emission level (dBW) 
(Measurement bandwidth = 1 MHz)
	Declared emission level (dBW) of discrete emissions of less than 700 Hz bandwidth
(Measurement bandwidth = 1 kHz)
	Declared emission level (dBW) of discrete emissions of less than 2 kHz bandwidth
(Measurement bandwidth = 1 kHz)

	54
	1541 - 1559 MHz 
	PEIRP – 17 dBi + 9 dB
	
	PEIRP – 17 dBi + 9 dB

	
	1559 - 1610 MHz
	PEIRP – 17 dBi + 9 dB
	PEIRP – 17 dBi + 9 dB
	

	
	1610 - 1650 MHz
	PEIRP – 17 dBi + 9 dB
	PEIRP – 17 dBi + 9 dB
	



Note:	The regional requirements specified in attachment to the in FCC reference document, 0007135419,  are defined in terms of EIRP (effective isotropic radiated power), which is dependent on both the BS emissions at the antenna connector and the deployment (including antenna gain and feeder loss). The method outlined in annex B1 indicates how the limit in table 9.7.6.4.3.2-11 demonstrates compliance to the regional requirement.

<End of the change>



