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	Reason for change:
	In TS37.473, the different IEs in the CU to DU RRC Information and DU to CU RRC Information refers to different RRC specifications, i,e. LTE and NR respectively. And this issue leads to ambiguity.

	
	

	Summary of change:
	Correct the semantics description of IEs in the CU to DU RRC Information and DU to CU RRC Information.

	
	

	Consequences if not approved:
	The current semantics description of IEs in the CU to DU RRC Information and DU to CU RRC Information may refer to wrong RRC specification.

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release).
The impact can be considered isolated because the change only affects CU to DU RRC Information and DU to CU RRC Information signalling of W1.
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<<<<<<<<<<<<<<<<<<<< START OF CHANGE >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc30002336][bookmark: _Toc35428864][bookmark: _Toc64445174][bookmark: _Toc36558021][bookmark: _Toc36558271][bookmark: _Toc45887842][bookmark: _Toc73980504][bookmark: _Toc30004341][bookmark: _Toc97887102][bookmark: _Toc35429114][bookmark: _Toc30002086][bookmark: _Toc88651156][bookmark: _Toc81229633][bookmark: _Toc29998512][bookmark: _Toc105700841][bookmark: _Toc25943846]9.3.1.57	CU to DU RRC Information
This IE contains the RRC Information that are sent from ng-eNB-CU to ng-eNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CG-ConfigInfo
	O
	
	OCTET STRING
	CG-ConfigInfo, as defined in TS 38.331 [16].
	-
	

	UE-CapabilityRAT-ContainerList
	O
	
	OCTET STRING
	This IE is used in the NG-RAN and it consists of the UE-CapabilityRAT-ContainerList, as defined in TS 36.331 [2].
	-
	

	MeasConfig 
	O
	
	OCTET STRING
	MeasConfig, as defined in TS 386.331 [16] (without MeasGapConfig). 
	-
	

	Handover Preparation Information
	O
	
	OCTET STRING
	HandoverPreparationInformation, as defined in TS 36.331 [2].
	YES
	ignore

	RadioResourceConfigDedicated
	O
	
	OCTET STRING
	RadioResourceConfigDedicated, as defined in TS 36.331 [2].
	YES
	ignore

	Measurement Timing Configuration
	O
	
	OCTET STRING
	Contains the MeasurementTimingConfiguration inter-node message defined in TS 38.331 [16].
	YES
	ignore

	UEAssistanceInformation
	O
	
	OCTET STRING
	UEAssistanceInformation, as defined in TS 36.331 [2]. 
	YES
	ignore

	requestedP-MaxFR1
	O
	
	OCTET STRING
	requestedP-MaxFR1, as defined in TS 38.331 [16]. 
	YES
	ignore



[bookmark: _Toc88651157][bookmark: _Toc30002087][bookmark: _Toc81229634][bookmark: _Toc36558272][bookmark: _Toc36558022][bookmark: _Toc29998513][bookmark: _Toc45887843][bookmark: _Toc30002337][bookmark: _Toc30004342][bookmark: _Toc35429115][bookmark: _Toc64445175][bookmark: _Toc35428865][bookmark: _Toc73980505][bookmark: _Toc97887103][bookmark: _Toc25943847][bookmark: _Toc105700842]9.3.1.58	DU to CU RRC Information
This IE contains the RRC Information that are sent from the ng-eNB-DU to the ng-eNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	RadioResourceConfigDedicated
	M
	
	OCTET STRING
	RadioResourceConfigDedicated, as defined in TS 36.331 [2].
	
	

	MeasGapConfig
	O
	
	OCTET STRING
	MeasGapConfig as defined in TS 36.331 [2].
	
	

	Requested P-MaxFR1
	O
	
	OCTET STRING
	requestedP-MaxFR1, as defined in TS 368.331 [2]. 
	
	

	DRX Long Cycle Start Offset
	O
	
	INTEGER (0..10239)
	Identical to the value of the longDRX-CycleStartOffsetdrx-LongCycleStartOffset IE within the DRX-Config as defined in TS 36.331 [2].
	
	

	Selected BandCombinationIndex
	O
	
	OCTET STRING
	BandCombinationIndex, as defined in TS 38.331 [16]. 
	YES
	ignore

	Selected FeatureSetEntryIndex
	O
	
	OCTET STRING
	FeatureSetEntryIndex, as defined in TS 38.331 [16]. 
	YES
	ignore

	Ph-InfoSCG
	O
	
	OCTET STRING
	PH-TypeListSCG, as defined in TS 38.331[16].
	Yes
	ignore

	Requested BandCombinationIndex
	O
	
	OCTET STRING
	BandCombinationIndex, as defined in TS 38.331 [16]. 
This IE is used for the ng-eNB-DU to request a new Band Combination.
	YES
	ignore

	Requested FeatureSetEntryIndex
	O
	
	OCTET STRING
	FeatureSetEntryIndex, as defined in TS 38.331 [16]. 
This IE is used for the ng-eNB-DU to request a new Feature Set.
	YES
	ignore

	DRX Config
	O
	
	OCTET STRING
	DRX-Config, as defined in TS 36.331 [2].
	YES
	ignore

	MeasGapSharingConfig
	O
	
	OCTET STRING
	MeasGapSharingConfig as defined in TS 38.331 [8].
	YES
	ignore
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