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1. Overall Description:
RAN1 would like to thank RAN2 for the LS R2-1916592 on default values for Type I codebook UE capability parameters. 
In R2-1916592, RAN2 asked about the default values for the following parameters for Type I single panel codebook which the UE is mandated to report with capability signaling:
-	supportedCSI-RS-ResourceList;
-	modes indicates supported codebook modes (mode 1, both mode 1 and mode 2);
-	maxNumberCSI-RS-PerResourceSet indicates the maximum number of CSI-RS resource in a resource set.
Per RAN1’s understanding, the default values that RAN2 asked for are the mandatory values for a UE to support if the above parameters are not reported. 
Specifically,
· For supportedCSI-RS-ResourceList, 
· The default value of max number of Tx port in one resources is 8 for FR1 and 2 for FR2, based on mandatory UE capability as basic CSI;
· The default value of max number of simultaneous resources across all CCs is 2X to support both periodic and aperiodic CSI-RS;
· The default value of max number of total simultaneous ports across all CCs is 16X for FR1 and 4X for FR2.
· For modes, the default value is mode 1.
· For maxNumberCSI-RS-PerResourceSet, the default value is X.
· X = 1

2. Actions:
To RAN2 group
RAN1 respectfully requests RAN2 to take the above information into consideration.

3. Date of Next TSG-RAN WG1 Meetings:	
TSG RAN WG1 Meeting #100bis	20 - 24, April 2020, Busan, KR
TSG RAN WG1 Meeting #101	25 – 29, May 2020, Athens, Greece
