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Operation of power control after receiving msgB
The proposal is copied from [1030].

Proposal 1: 
· Adopt the TP#1 in the Appendix to capture the power control operation for PUCCH and PUSCH in TS 38.213.

Any comments?
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Summary
Agreement: 
· [bookmark: _GoBack]Adopt the TP#1 in the Appendix to capture the power control operation for PUCCH and PUSCH in TS 38.213. 

Appendix
Text proposal #1 for TS 38.213 Section 7.1.1 and 7.2.1
[bookmark: _Ref500774487][bookmark: _Toc12021446][bookmark: _Toc20311558][bookmark: _Toc26719383][bookmark: _Toc29894814][bookmark: _Toc29899113][bookmark: _Toc29899531][bookmark: _Toc29917268][bookmark: _Ref497117847]============ Start of Text Proposal #1 ==================
[bookmark: _Toc12021445][bookmark: _Toc20311557][bookmark: _Toc26719382][bookmark: _Toc29894813][bookmark: _Toc29899112][bookmark: _Toc29899530][bookmark: _Toc29917267]7.1	Physical uplink shared channel
…
7.1.1	UE behaviour
------------------------------------------------Unchanged Text Omitted------------------------------------------
-	If the UE receives a random access response message in response to a PRACH transmission or a MsgA transmission on active UL BWP [image: ] of carrier [image: ] of serving cell [image: ] as described in Clause 8
-	[image: ], where [image: ] and
-	[image: ] is a TPC command value indicated in the a random access response grant of the random access response message corresponding to the a PRACH transmission according to Type-1 random access procedure, or in a random access response grant of the random access response message corresponding to MsgA transmissions according to Type-2 random access procedure with RAR message(s) for fallbackRAR on active UL BWP [image: ] of carrier [image: ] in the serving cell [image: ], and 
-	[image: ] and [image: ] is provided by higher layers and corresponds to the total power ramp-up requested by higher layers from the first to the last random access preamble for carrier [image: ] in the serving cell [image: ], [image: ] is the bandwidth of the PUSCH resource assignment expressed in number of resource blocks for the first PUSCH transmission on active UL BWP [image: ] of carrier [image: ] of serving cell [image: ], and [image: ] is the power adjustment of first PUSCH transmission on active UL BWP [image: ] of carrier [image: ] of serving cell [image: ]. 
------------------------------------------------Unchanged Text Omitted------------------------------------------

[bookmark: _Toc12021447][bookmark: _Toc20311559][bookmark: _Toc26719384][bookmark: _Toc29894815][bookmark: _Toc29899114][bookmark: _Toc29899532][bookmark: _Toc29917269]7.2	Physical uplink control channel
…
7.2.1	UE behaviour
------------------------------------------------Unchanged Text Omitted------------------------------------------

-	Else, 
-	[image: ], where [image: ], and [image: ] is 
-	the TPC command value indicated in a random access response grant corresponding to a PRACH transmission according to Type-1 random access procedure, or in a random access response MsgB grant corresponding to PRACH and PUSCHMsgA transmissions according to Type-2 random access procedure with RAR message(s) for fallbackRAR, or
-	the TPC command value indicated in a successRAR corresponding to MsgA transmissions for Type-2 random access procedureincluded in [image: ] if a MsgB includes a successRAR with a TPC command value, or 
-	the TPC command value in a DCI format with CRC scrambled by C-RNTI or MCS-C-RNTI that the UE detects in a first PDCCH reception in a search space set provided by recoverySearchSpaceId if the PUCCH transmission is a first PUCCH transmission after 28 symbols from a last symbol of the first PDCCH reception, 
------------------------------------------------Unchanged Text Omitted------------------------------------------
============ End of Text Proposal #1 ==================
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