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1 Summary of contributions
Two tdocs were submitted under 6.2.2.6.

	R1-2000380  (ZTE)
	Minor correction: change “subframes” to “subframe” for the case where a single subframe is present with NRS:

	R1-2001019 (Huawei, HiSilicon)
	Issue 1: Clarify that the search space is a Type1-CSS
Issue 2: Clarify that there are multiple search spaces with NRS (change “the” to “each”)
Issue 3: Editorial changes.



2 Feature lead view
It is the view of the feature lead that none of the changes are critical, and are mostly editorial corrections / clarifications, but the proposed changes should be in line with the current understanding and intention of the RAN1 specification. The proposed changes are as follows:
- Subframes  Subframe (this is a typo)
- Search space is a Type1-CSS (this should be obvious from the reference to 36.304)
- Change “the” to “each” (This should also be obvious from the reference to TS 36.304, where multiple starting subframes are determined).
- Other editorial corrections (not critical)

In view of the input to this meeting, feature lead proposes to have a single email thread to refine the wording of 36.211 Subclause 10.2.6 considering the input to this meeting.

Proposal: Discuss during RAN1#100-e in a single email thread potential clarifications / editorial changes to TS 36.211 Subclause 10.2.6
[bookmark: _GoBack]	- Feature lead will provide the first version of the TP considering the submissions to this meeting.
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