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-------- start of the TP for TS 38.211-------

7.4.1    Reference signals
7.4.1.1 Demodulation reference signals for PDSCH
7.4.1.1.1              Sequence generation
The UE shall assume the sequence [image: ] is defined by
[image: ].
where the pseudo-random sequence [image: ] is defined in clause 5.2.1. The pseudo-random sequence generator shall be initialized with



where [image: ] is the OFDM symbol number within the slot,   is the slot number within a frame, and
-      are given by the higher-layer parameters scramblingID0 and scramblingID1, respectively, in the DMRS-DownlinkConfig IE if provided and the PDSCH is scheduled by PDCCH using DCI format 1_1 or 1_2 with the CRC scrambled by C-RNTI, MCS-C-RNTI, or CS-RNTI
-      is given by the higher-layer parameter scramblingID0 in the DMRS-DownlinkConfig IE if provided and the PDSCH is scheduled by PDCCH using DCI format 1_0 with the CRC scrambled by C-RNTI, MCS-C-RNTI, or CS-RNTI;
-       otherwise; 
-         and  are is given by
      - if the higher-layer parameter DMRSdownlink-r16 in the DMRS-DownlinkConfig IE is provided


                                                                                                                                                                                                                                                                                                                
      where  is the CDM group defined in clause 7.4.1.1.2 if the higher-layer parameter DMRSdownlink-r16 in the DMRS-DownlinkConfig IE is provided, otherwise by 
· otherwise



-      is the CDM group defined in clause 7.4.1.1.2.
The quantity  is given by the DM-RS sequence initialization field, if present, in the DCI associated with the PDSCH transmission if DCI format 1_1 or 1_2 in [4, TS 38.212] is used, otherwise .


-------- end of the TP for TS 38.211 -------
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