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	Reason for change:
	RAN2 specification TS38.331 lists that slotFormatCombToAddModList is optional in SlotFormatIndicator 
	slotFormatCombToAddModList  SEQUENCE (SIZE(1..maxNrofAggregatedCellsPerCellGroup)) OF SlotFormatCombinationsPerCell
                                                                                                                        OPTIONAL, -- Need N


RAN1 specification TS38.212  mandates slotFormatCombToAddModList in SlotFormatIndicator
	The following information is transmitted by means of the DCI format 2_0 with CRC scrambled by SFI-RNTI:
-	Slot format indicator 1, Slot format indicator 2, …, Slot format indicator N.



Furthermore, R16 NR-U has added several other fields to DCI format 2_0, such as availableRB-SetToAddModList-r16, searchSpaceSwitchTrigger-r16 and co-DurationPerCell-r16, which are indicated only if configured, as per current R16 TS38.212 

	
	

	Summary of change:
	Alignment of TS38.212 to TS38.331 to clarify that SFI is indicated by DCI format 2_0 only if slotFormatCombToAddModList is provided.

	
	

	Consequences if not approved:
	R15, specification is ambiquous and therefore it is unclear whether NR-U R16 may opretate DCI format 2_0 without slotFormatCombToAddModList configured in SlotFormatIndicator.
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	Other comments:
	Isolated Impact Analysis:
It is common understanding that if R15 gNB configures DCI format 2_0 to a UE, it will as well configure UE with slotFormatCombToAddModList.  Therefore, configuring SlotFormatIndicator without slotFormatCombToAddModList would be a clear misconfiguration in R15. There is no impact on existing R15 UEs. 
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[bookmark: _Toc26467252][bookmark: _Toc19798781]7.3.1.3.1	Format 2_0
DCI format 2_0 is used for notifying the slot format. 
The following information is transmitted by means of the DCI format 2_0 with CRC scrambled by SFI-RNTI:
 	- 	If the higher layer parameter slotFormatCombToAddModList is configured
-	Slot format indicator 1, Slot format indicator 2, …, Slot format indicator N.
The size of DCI format 2_0 is configurable by higher layers up to 128 bits, according to Subclause 11.1.1 of [5, TS 38.213].

