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	1. [100b-e-NR-L1enh-URLLC-PDCCH enhancements-03]: Add “only applicable to resource alloacation type 1,” to 1 bit case for frequency hopping flag in DCI format 0_2 as in the endorsed TP R1-2003052. 
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[bookmark: _Toc36045948][bookmark: _Toc36046208][bookmark: _Toc36046354][bookmark: _Toc19798776][bookmark: _Toc26467247][bookmark: _Toc29326608][bookmark: _Toc29327758][bookmark: _Toc29326609][bookmark: _Toc29327759]7.3.1.1.2	Format 0_1
<Unchanged parts are omitted>
-	PTRS-DMRS association – number of bits determined as follows
-	0 bit if PTRS-UplinkConfig is not configured in either dmrs-UplinkForPUSCH-MappingTypeA or dmrs-UplinkForPUSCH-MappingTypeB and transform precoder is disabled, or if transform precoder is enabled, or if maxRank=1;
-	2 bits otherwise, where Table 7.3.1.1.2-25 and 7.3.1.1.2-26 are used to indicate the association between PTRS port(s) and DMRS port(s) for transmission of one PT-RS port and two PT-RS ports respectively, and the DMRS ports are indicated by the Antenna ports field. 
If "Bandwidth part indicator" field indicates a bandwidth part other than the active bandwidth part and the "PTRS-DMRS association" field is present for the indicated bandwidth part but not present for the active bandwidth part, the UE assumes the "PTRS-DMRS association" field is not present for the indicated bandwidth part.
<Unchanged parts are omitted>

[bookmark: _Toc36045949][bookmark: _Toc36046209][bookmark: _Toc36046355]7.3.1.1.3	Format 0_2
<Unchanged parts are omitted>
[bookmark: OLE_LINK70]-	Frequency hopping flag – 0 or 1 bit:
-	0 bit if the higher layer parameter frequencyHopping-ForDCIFormat0_2 is not configured;
-	1 bit according to Table 7.3.1.1.1-3 otherwise, only applicable to resource allocation type 1, as defined in Clause 6.3 of [6, TS 38.214].
<Unchanged parts are omitted>
-	Antenna ports – number of bits determined by the following:
-	0 bit if higher layer parameter AntennaPorts-FieldPresence-ForDCIFormat0_2 is not configured;
-	2, 3, 4, or 5 bits otherwise,
<Unchanged parts are omitted>
If a UE is configured with both dmrs-UplinkForPUSCH-MappingTypeA-ForDCIFormat0_2 and dmrs-UplinkForPUSCH-MappingTypeB-ForDCIFormat0_2 and is configured with AntennaPorts-FieldPresence-ForDCIFormat0_2, the bitwidth of this field equals , where   is the "Antenna ports" bitwidth derived according to dmrs-UplinkForPUSCH-MappingTypeA-ForDCIFormat0_2 and  is the "Antenna ports" bitwidth derived according to dmrs-UplinkForPUSCH-MappingTypeB-ForDCIFormat0_2. A number of zeros are padded in the MSB of this field, if the mapping type of the PUSCH corresponds to the smaller value of   and . 
If a UE is not configured with higher layer parameter AntennaPorts-FieldPresence-ForDCIFormat0_2 but configured with one or more of dmrs-UplinkForPUSCH-MappingTypeA-ForDCIFormat0_2 and dmrs-UplinkForPUSCH-MappingTypeB-ForDCIFormat0_2, antenna port(s) are defined assuming bit field index value 0 in Tables 7.3.1.1.2-6 to 7.3.1.1.2-23.
<Unchanged parts are omitted>
-	PTRS-DMRS association – number of bits determined as follows
-	0 bit if PTRS-UplinkConfig is not configured in either dmrs-UplinkForPUSCH-MappingTypeA or dmrs-UplinkForPUSCH-MappingTypeB and transform precoder is disabled, or if transform precoder is enabled, or if maxRank-ForDCIFormat0_2=1;
-	2 bits otherwise, where Table 7.3.1.1.2-25 and 7.3.1.1.2-26 are used to indicate the association between PTRS port(s) and DMRS port(s) for transmission of one PT-RS port and two PT-RS ports respectively, and the DMRS ports are indicated by the Antenna ports field. 
If "Bandwidth part indicator" field indicates a bandwidth part other than the active bandwidth part and the "PTRS-DMRS association" field is present for the indicated bandwidth part but not present for the active bandwidth part, the UE assumes the "PTRS-DMRS association" field is not present for the indicated bandwidth part.
[bookmark: OLE_LINK42]<Unchanged parts are omitted>
-	UL-SCH indicator – 1 bit. A value of "1" indicates UL-SCH shall be transmitted on the PUSCH and a value of "0" indicates UL-SCH shall not be transmitted on the PUSCH. [Except for DCI format 0_2 with CRC scrambled by SP-CSI-RNTI,] a UE is not expected to receive a DCI format 0_2 with UL-SCH indicator of "0" and CSI request of all zero(s).
<Unchanged parts are omitted>

[bookmark: _Toc29326619][bookmark: _Toc29327769][bookmark: _Toc36045959][bookmark: _Toc36046219][bookmark: _Toc36046365]7.3.1.3.5	Format 2_4
DCI format 2_4 is used for notifying the PRB(s) and OFDM symbol(s) where UE cancels the corresponding UL transmission from the UE according to Clause 11.2A5 of [5, TS 38.213].
The following information is transmitted by means of the DCI format 2_4 with CRC scrambled by CI-RNTI:
-	Cancellation indication 1, Cancellation indication 2, …, Cancellation indication indication N. 
The size of DCI format 2_4 is configurable by higher layers parameter dci-PayloadSize-forCI up to 126 bits, according to Clause 11.2A5 of [5, TS 38.213]. The number of bits for each cancellation indication is configurable by higher layer parameter CI-PayloadSize. For a UE, there is at most one cancellation indication for an UL carrier.
<Unchanged parts are omitted>


