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1. Introduction
NR Rel-16 UE features were under email discussion. In this contribution, we provide our views on UE features for two-step RACH, i.e. FG 9-x based on the latest version distributed on RAN1 email reflector [1].

2. Discussion
2.1 9-1 Basic channel structure and procedure of 2-step RACH
There are so many components about 30 items for the basic feature group 9-1. There is a risk that some items in the specs can’t be included and will be interpreted as not required for the feature.  4s RACH in R15 can’t use this approach. MSGA configuration and transmission are involved in RAN1 so MSGA configuration and transmission are added to item1Because MsgB monitoring should be included in MSGB reception procedure, it is enough that MsgB reception is only described in item 2. Specific description on MsgB feedback is added to item 2. We suggest using high level description on the basic feature group 9-1 and prefer to Alt2 [1]. We would like to suggest more clear description of Alt2 as follows.
Proposal 1: We suggest using more clear description on Alt 2 of the basic feature group 9-1 as below TP.

----------------------------------------Start of TP for  R1-2001484---------------------------------------------------
9-1 Basic channel structure and procedure of 2-step RACH， Alt2 description for components item
1) MSGA PRACH and PUSCH configuration and transmission

2) MSGB reception and HARQ-ACK feedback 
3) Power control for MsgA PRACH, MSGA PUSCH, PUCCH for HARQ-ACK feedback to a MsgB
---------------------------------------End of TP for  R1-2001484-----------------------------------------------------
2.2 9-5 Support 60kHz for MsgA PUSCH in FR1
There is no any RAN1 agreement on MSGA PRACH and MSGA PUSCH for specific SCS limitation on FR1and FR2, so we suggest removing 9-5 item from 2-step RACH feature list.
Proposal 2: we refer to removing 9-5 item from 2-step RACH feature list
3. Conclusions
In this contribution, we discussed about NR Rel-16 UE features for two-step RACH. Our proposals are as follows:
Proposal 1: We suggest using more clear description on Alt 2 of the basic feature group 9-1 as below TP.
----------------------------------------Start of TP for  R1-2001484---------------------------------------------------
9-1 Basic channel structure and procedure of 2-step RACH， Alt2 description for components item
1) MSGA PRACH and PUSCH configuration and transmission

2) MSGB reception and HARQ-ACK feedback 
3) Power control for MsgA PRACH, MSGA PUSCH, PUCCH for HARQ-ACK feedback to a MsgB
---------------------------------------End of TP for  R1-2001484-------------------------------------------------------
Proposal 2: we prefer to removing 9-5 item from 2-step RACH feature list
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