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1. Introduction
This contribution presents our view on Rel-16 CLI UE features. The discussion is based on the latest version R1-2001484
2. Discussion on Rel-16 CLI UE features
17-1 CLI-RSSI measurement
Current version does not allow UE to report the max number of CLI-RSSI measurement resource, which means UE has to support 64 RSSI measurement resource in order to support CLI. This will unnecessarily increase the UE implementation burden for supporting the CLI feature. There was similar example in Rel-15 that UE is able to indicate the maximum total number of configured NZP-CSI-RS resources that are supported by the UE for 'CRI/RSRP' reporting across all serving cells, following the same design principle we should also allow UE to indicate the maximum number of CLI-RSSI measurement resource that are supported across all serving cells. 

17-2 CLI-RSRP measurement
Similarly, as above, we think there is also a need to allow UE to indicate the maximum number of SRS-RSRP measurement resource that are supported across all serving cells.
Proposal: 
· In 17-1, to allow UE report maximum number of CLI-RSSI measurement resource that are supported across all serving cells
· In 17-2, to allow UE report maximum number of CLI-RSRP measurement resource that are supported across all serving cells. 
3. Appendix
The latest UE feature list for Rel-16 CLI are copied here for reference (R1-2001484)
10 NR_CLI_RIM

	Features
	Index
	Feature group
	Components
	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (V2X WI only)”.
	Consequence if the feature is not supported by the UE
	Type

(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional
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	17-1
	CLI-RSSI measurement
	1) Support CLI-RSSI measurement, The max number of resources across all CCs configured to measure RSSI simultaneously shall not exceed 64
2) Up to 64 of measurement resource for CLI-RSSI measurement 

2) Subcarrier spacing for CLI-RSSI measurement is same as subcarrier spacing for active BWP.

	
	
	N/A
	
	[Per UE]
	TDD only
	Yes
	
	UE operates CLI-RSSI measurement.
	Optional with capability signalling

	
	17-2
	SRS-RSRP measurement
	1) Support SRS-RSRP measurement, The max number of SRS resources across all CCs configured to measure SRS-RSRP simultaneously shall not exceed 32
2) Up to 32 of SRS resources to be monitored by a UE


	
	
	N/A
	
	[Per UE]
	TDD only
	Yes
	
	UE operates SRS-RSRP measurement.
	Optional with capability signalling

	
	17-3
	Simultaneous reception of PDSCH and CLI-RSSI measurement resource
	Support simultaneousRxPDSCHCLIRSSIMeasResource if not supported that UE only receives CLI-RSSI resources’
	17-1
	
	N/A
	
	Per UE
	TDD only
	Yes
	
	UE can assume that PDSCH is FDMed with CLI-RSSI measurement resource(s)
	Optional with capability signalling

	
	17-4
	Simultaneous reception of PDSCH and SRS-RSRP measurement resource
	Support simultaneousRxPDSCHSRSRSRPMeasResource if not supported that UE only receives SRS-RSRP resources
	17-2
	
	N/A
	
	Per UE
	TDD only
	Yes
	
	UE can assume that PDSCH is FDMed with SRS RSRP  measurement resource(s).
	Optional with capability signalling

	
	
	
	
	
	
	
	
	
	
	
	
	
	


