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After RAN1#100bis-e, most of the functions of single Tx for EN-DC have been stabilized. In this contribution, discussion on HARQ-offset and TP for introduction of UE capability semi-staticULTransInAllSubframe are presented.
Discussion
HARQ-Offset for type2 UE
During RAN1#98 meeting, the following agreements were achieved. As shown below, HARQ-offset is optional for type1 UE while it is still FFS for type2 UE. As HARQ-offset may be beneficial to type2 UE, HARQ-offset could be considered as a mandatory for type2 UE.
	Agreements:
· Regarding the FFS part (in change marks) in the agreement from RAN1 #96bis:
For DL HARQ timing corresponding to the DL-reference UL/DL configuration used in single Tx in EN-DC with TDD Pcell, the following is agreed:
· For LTE DL CA, the SCell uses the same DL-reference UL/DL configuration as the PCell (already agreed in RAN1 #96bis)
· For the LTE TDD SCell with different UL/DL configuration (as in SIB1) as the TDD PCell: use the PDSCH ACK timeline for SCell as in case of LTE FDD-TDD CA with LTE TDD PCell (i.e. Table 10.1.3A-1 in 36.213)
· For the LTE TDD SCell with the same UL/DL configuration (as in SIB1) as the TDD PCell: use the same PDSCH ACK timeline as the LTE TDD PCell (i.e. Table 10.1.3.1-1 in 36.213)

· Support HARQ-offset for SUO case1 in EN-DC with LTE TDD PCell 
· Note: from UE perspective, it is expected that HARQ-offset value doesn’t violate the DL/UL configuration (in SIB1).
· For type 1 UE, the feature is optional. FFS for type 2 UE.



Proposal 1: Determine whether HARQ-offset is a mandatory feature for type2 UE or not.
UE behaviours relevant to semi-staticULTransInAllSubframe
During RAN1#100bis-e meeting, RAN1 agreed to have a separate feature group for semi-staticULTransInAllSubframe for single Tx with LTE FDD/TDD PCell and dual Tx with LTE FDD PCell [1]. However, the UE behaviours of semi-staticULTransInAllSubframe (as the highlighted part below shown) has not been specified in the Rel-16 spec yet.
	Agreements:
For a UE configured with DL-reference DL/UL configuration in Rel-16 (including single Tx with LTE TDD PCell or LTE FDD PCell, and dual Tx cases):
· For type 2 UE (i.e., UE without dynamic power sharing capability), any LTE UL transmissions should take place only in UL subframes designated for HARQ-ACK feedback.
· For type 1 UE (i.e., UE with dynamic power sharing capability), 
· Confirm that any LTE UL transmissions scheduled/triggered by DCI can take place in UL subframes not designated for HARQ-ACK feedback.
· FFS UE is not expected to transmit semi-statically configured LTE UL transmissions in the UL subframes other than those designated as UL in the DL-reference configuration if such transmission collide with NR UL transmissions.

Agreements
For the FFS part in the agreement above, 
· semi-statically configured LTE UL transmissions are allowed in all UL subframes.
· Note: In case of collision, LTE transmission is prioritized
· Note: this configuration is subject to UE capability



We provide the following TPs for introducing UE behaviour of semi-staticULTransInAllSubframe. TP1 is to introduce the relevant UE behaviour in TS38.213 and TP2 is to introduce the relevant UE behaviour in TS36.213. 
TP1: {38.213: 7.6.1	EN-DC}
	





If a UE is configured with , where  is the linear value of ,  is the linear value of , and  is the linear value of a configured maximum transmission power for EN-DC operation as defined in [8-3, TS 38.101-3] for FR1, the UE determines a transmission power for the SCG as follows.
-	If the UE is configured with reference TDD configuration for E-UTRA (by tdm-PatternConfig-r15 or by tdm-PatternConfig-r16 in [13, TS 36.213])
-	If the UE does not indicate a capability for dynamic power sharing between E-UTRA and NR for EN-DC, the UE does not transmit in a slot on the SCG in FR1 when a corresponding subframe on the MCG is an UL subframe in the reference TDD configuration.
-	If the UE indicates a capability for dynamic power sharing between E-UTRA and NR for EN-DC, and does not indicate a capability tdm-Pattern-dualTx in [16, TS 38.306], and is configured with tdm-PatternConfig-r16, the UE does not transmit on the SCG in FR1 when the UE has overlapped transmission on a subframe on the MCG.
-  If the UE indicates a capability for dynamic power sharing between E-UTRA and NR for EN-DC, and indicates a capability tdm-Pattern-dualTx and a capability semi-staticULTransInAllSubframe in [16, TS 38.306], and is configured with tdm-PatternConfig-r16, the UE does not transmit on the SCG in FR1 when the UE has overlapped transmission that is not associated with a DCI on a subframe on the MCG.



TP2: {36.213: 5.1 Uplink power control}
	For a UE configured with EN-DC, if the UE does not indicate a capability for dynamic power sharing (as specified in [17]) and if the UE is configured with subframeAssignment-r16 for a serving cell, the UE is not expected to transmit any uplink physical channel or signal in the serving cell on subframes other than offset-UL subframes, where the offset-UL subframes are determined by applying an offset value given by harq-Offset-r16 to the subframes denoted as uplink in the UL/DL configuration subframeAssignment-r16.
For a UE configured with EN-DC, if the UE indicates a capability for dynamic power sharing and does not indicate a capability semi-staticULTransInAllSubframe (as specified in [17]) and if the UE is configured with subframeAssignment-r16 for a serving cell, the UE is not expected to transmit any uplink physical channel or signal without associated DCI in the serving cell on subframes other than offset-UL subframes, where the offset-UL subframes are determined by applying an offset value given by harq-Offset-r16 to the subframes denoted as uplink in the UL/DL configuration subframeAssignment-r16.


Note: The same description exists in numerous paragraphs in TS36.213, thus the TP may also need to be copied to other corresponding paragraphs.

Conclusion
In this contribution, the following proposal and TPs for single Tx for EN-DC are proposed.
Proposal 1: Determine whether HARQ-offset is a mandatory feature for type2 UE or not.

TP1: {38.213: 7.6.1	EN-DC}
	





If a UE is configured with , where  is the linear value of ,  is the linear value of , and  is the linear value of a configured maximum transmission power for EN-DC operation as defined in [8-3, TS 38.101-3] for FR1, the UE determines a transmission power for the SCG as follows.
-	If the UE is configured with reference TDD configuration for E-UTRA (by tdm-PatternConfig-r15 or by tdm-PatternConfig-r16 in [13, TS 36.213])
-	If the UE does not indicate a capability for dynamic power sharing between E-UTRA and NR for EN-DC, the UE does not transmit in a slot on the SCG in FR1 when a corresponding subframe on the MCG is an UL subframe in the reference TDD configuration.
-	If the UE indicates a capability for dynamic power sharing between E-UTRA and NR for EN-DC, and does not indicate a capability tdm-Pattern-dualTx in [16, TS 38.306], and is configured with tdm-PatternConfig-r16, the UE does not transmit on the SCG in FR1 when the UE has overlapped transmission on a subframe on the MCG.
-  If the UE indicates a capability for dynamic power sharing between E-UTRA and NR for EN-DC, and indicates a capability tdm-Pattern-dualTx and a capability semi-staticULTransInAllSubframe in [16, TS 38.306], and is configured with tdm-PatternConfig-r16, the UE does not transmit on the SCG in FR1 when the UE has overlapped transmission that is not associated with a DCI on a subframe on the MCG.



TP2: {36.213: 5.1 Uplink power control}
	For a UE configured with EN-DC, if the UE does not indicate a capability for dynamic power sharing (as specified in [17]) and if the UE is configured with subframeAssignment-r16 for a serving cell, the UE is not expected to transmit any uplink physical channel or signal in the serving cell on subframes other than offset-UL subframes, where the offset-UL subframes are determined by applying an offset value given by harq-Offset-r16 to the subframes denoted as uplink in the UL/DL configuration subframeAssignment-r16.
For a UE configured with EN-DC, if the UE indicates a capability for dynamic power sharing and does not indicate a capability semi-staticULTransInAllSubframe (as specified in [17]) and if the UE is configured with subframeAssignment-r16 for a serving cell, the UE is not expected to transmit any uplink physical channel or signal without associated DCI in the serving cell on subframes other than offset-UL subframes, where the offset-UL subframes are determined by applying an offset value given by harq-Offset-r16 to the subframes denoted as uplink in the UL/DL configuration subframeAssignment-r16.


Note: The same description exists in numerous paragraphs in TS36.213, thus the TP may also need to be copied to other corresponding paragraphs.
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