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[bookmark: _Ref124589705][bookmark: _Ref129681862]Introduction
This email discussion had the following scope based on contributions submitted to this meeting [1]-[13]:
[101-e-NR-unlic-NRU-InitAccessProc-03] Email discussion/approval on the following issue from R1-2003306 until 5/29 – Amitav (Charter)
· (#4.4) Choose between following alternatives for RSSI measurement duration in RAN1#101-e:
· Alt 1: {sym1, sym14or28or56or48, sym28or56or112or96, sym42or84or168or144, sym70or140or280or240}
· “sym14or28or56or48” refers to 14 symbols for 15 kHz SCS, 28 symbols for 30 kHz SCS, 56 symbols for 60 kHz SCS with NCP, and 48 symbols for 60 kHz SCS with ECP, respectively, and so on
· Inform RAN2 of this decision (can be within updated RRC parameter spread sheet that we send to RAN2, not necessarily a separate LS)
· Alt 2: {sym1, sym14or12, sym28or24, sym42or36, sym70or60}
· “sym14or12” refers to 14 symbols for NCP and 12 symbols for ECP, respectively, and so on
· Inform RAN2 of this decision (can be within updated RRC parameter spread sheet that we send to RAN2, not necessarily a separate LS)
Note 1: If measured bandwidth of RSSI overlaps with the active DL BWP, UE performs RSSI measurement with the SCS of the active DL bandwidth part during the measurement duration derived from combination of measDuration-r16 and rmtc-ref-SCS-CP. 
Note 2: The UE expects an integer number of symbol(s) with respect to the SCS of the active DL BWP to be configured for RSSI measurement.

Conclusions
The following agreement was reached.
[bookmark: _Ref129681832][bookmark: _Ref71620620][bookmark: _Ref124671424][bookmark: _Ref124589665]Agreement:
The set of values for the parameter measDuration-r16 is {sym1, sym14or12, sym28or24, sym42or36, sym70or60} which is in units of the reference numerology configured by ref-SCS-CP-r16
1. “sym14or12” refers to 14 symbols of the reference numerology for NCP and 12 symbols for ECP, respectively, and so on
1. Notes (Can be captured in specifications as needed):
3. The UE derives the RSSI measurement duration from a combination of measDuration-r16 and ref-SCS-CP-r16
3. At least for RSSI measurement confined within the active DL BWP, UE performs RSSI measurement using the numerology of the active DL bandwidth part during the derived measurement duration. Otherwise, the numerology used by the UE for measurements is up to UE implementation. 
3. For RSSI measurements within the active DL BWP, tThe UE does not expect a non-integer number of symbol(s) with respect to the numerology of the active DL BWP.
1. Inform RAN2 of this decision and cc RAN4
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