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This contribution provides the text proposal for Issue#1 of the following email discussion:
[101-e-LTE-NB_IoTenh3-PUR-01] Clarification on subcarrier spacing and timing advance adjustment by 5/29 – Xiang (Huawei) 
· Refer to Issue#1 and Issue#2 in R1-2004534

	Reason for change:
	1. After PUR transmission, the UE may send NPUSCH F2, and the eNB may move the UE to RRC_CONNECTED. The subcarrier spacing of these cases are undefined.
1. TS 36.331 uses “npusch-SubCarrierSetIndex” instead of “Delta_f^PUR”, so the parameter name should be updated for alignment

	
	

	Summary of change:
	1. Change “retransmission of transport blocks transmitted using preconfigured uplink resource, scheduled by an NPDCCH with DCI format N0” to “NPUSCH transmissions until a Narrowband Random Access Response Grant is received”
2. Change “Delta_f^PUR” to “npusch-SubCarrierSetIndex”

	
	

	Consequences if not approved:
	1. The subcarrier spacing in these cases are undefined.
2. The parameter name is not aligned between TS 36.213 and TS 36.331.

	
	

	Clauses affected:
	16.5.1.1 of TS 36.213



[bookmark: _Ref40708532]Text Proposal
	------------------------------------- Start of Text Proposal for TS 36.213-------------------------------
------------------------------------------- Unchanged parts omitted --------------------------------------
16.5.1.1	Resource allocation
…

The subcarrier spacing  of NPUSCH transmission is determined by 
-	the higher layer parameter npusch-SubCarrierSetIndexDelta_f^PUR, in the case of NPUSCH transmission using preconfigured uplink resources and subsequent NPUSCH transmissions until a Narrowband Random Access Response Grant is receivedretransmission of transport blocks transmitted using preconfigured uplink resource, scheduled by an NPDCCH with DCI format N0,
-	the uplink subcarrier spacing field in the Narrowband Random Access Response Grant according to Subclause 16.3.3 otherwise.
-------------------------------------------- Unchanged parts omitted -------------------------------------
---------------------------------------------- End of Text Proposal ----------------------------------------
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