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[bookmark: OLE_LINK23] Introduction
This document provides the text proposal as outcomes of the following email discussion:
[101- e-LTE-NB_IoTenh3-Multi-TB-02] Description of DCI format N1 for TS 36.212-Shupeng(ZTE)


 TP on DCI format N1


	Reason for change:
	Current specification indicates DCI format N1 is used for the scheduling of one NPDSCH codeword in one cell. This is not correct when multiple TBs are scheduled.

	
	

	Summary of change:
	Modify the wording in 36.212 to ‘DCI format N1 is used for the scheduling of one NPDSCH codeword per TTI in one cell’


	
	

	Consequences if not approved:
	The spec is not correct.


	Clauses affected:
	TS 36.212  section 6.4.3.2
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[bookmark: _Toc10818839][bookmark: _Toc35531694][bookmark: _Toc29388819][bookmark: _Toc20409249][bookmark: _Toc29387790]6.4.3.2	DCI Format N1
<Unchanged parts are omitted>
DCI format N1 is used for the scheduling of one NPDSCH codeword per TTI in one cell, random access procedure initiated by a NPDCCH order, notifying SC-MCCH change, and operation on preconfigured UL resources. The DCI corresponding to a NPDCCH order is carried by NPDCCH.
<Unchanged parts are omitted>


Proposal 1: Adopt the TP for the description of DCI format N1 for TS 36.212.

Conclusion
In this contribution, we make the following proposal:
Proposal 1：Adopt the TP for the description of DCI format N1 for TS 36.212.



