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15	Dual active protocol stack based handover
If a UE indicates a capability for dual active protocol stack based handover (DAPS HO), the UE can be provided with a source MCG and a target MCG. 
If a UE is configured with a target MCG and a source MCG using NR radio access in FR1 and/or in FR2, the UE is configured a maximum power  for transmissions on the target MCG by p-DAPS-Targetp-DAPS-FR1 and/or by p-DAPS-FR2 and a maximum power  for transmissions on the source MCG by p-DAPS-Sourcep-DAPS-FR1 and/or by p-DAPS-FR2 and with an inter-CG power sharing mode by uplinkPowerSharingDAPS-ModeUplinkPowerSharingDAPS-HO-mode for FR1 and/or by uplinkPowerSharingDAPS-ModeUplinkPowerSharingDAPS-HO-mode for FR2. The UE determines a transmission power on the target MCG and a transmission power on the source MCG per frequency range.
If the UE indicates support for semi-static power sharing mode1UplinkPowerSharingDAPS-HO = Semistatic-mode1 and is provided uplinkPowerSharingDAPS-ModeUplinkPowerSharingDAPS-HO-mode = Semi-static-mode1, the UE determines a transmission power for the target MCG or for the source MCG as described in Clause 7.6.2 for UplinkPowerSharingDAPS-HONR-DC-PC-mode = Semi-static-mode1 by considering the target MCG as the MCG and the source MCG as the SCG.
If the UE indicates support for semi-static power sharing mode2UplinkPowerSharingDAPS-HO = Semistatic-mode2 and is provided uplinkPowerSharingDAPS-ModeUplinkPowerSharingDAPS-HO-mode = Semi-static-mode2, the UE determines a transmission power for the target MCG or for the source SCG as described in Clause 7.6.2 for NR-DC-PC-modeUplinkPowerSharingDAPS-HO = Semi-static-mode2 by considering the target MCG as the MCG and the source MCG as the SCG. The UE expects to be provided uplinkPowerSharingDAPS-Mode = Semi-static-mode2 only for synchronous DAPS HO operation [10, TS 38.133].
If the UE indicates support for dynamic power sharingUplinkPowerSharingDAPS-HO = Dynamic and is provided uplinkPowerSharingDAPS-ModeUplinkPowerSharingDAPS-HO-mode = Dynamic, the UE determines a transmission power for the target MCG or for the source MCG as described in Clause 7.6.2 for NR-DC-PC-modeUplinkPowerSharingDAPS-HO = Dynamic by considering the target MCG as the MCG and the source MCG as the SCG.
If 
-	the UE does not provide UplinkPowerSharingDAPS-HO, and 
-	UE transmissions on the target cell and the source cell overlap 
the UE transmits only on the target cell and cancels the transmission on the source cell if the first symbol of the transmission on the source cell is after . The UE does not expect to cancel a transmission on the source cell if a first symbol of the transmission on the source cell is less than  after a last symbol of a CORESET where the UE receives a PDCCH providing a DCI format scheduling a transmission on the target cell.  is the PUSCH preparation time for the corresponding PUSCH processing capability [6, TS 38.214] assuming ,   is a time duration corresponding to 2 symbols for SCS configuration , and  is the smallest SCS configuration between the SCS configuration of the PDCCH providing the DCI format and the SCS configuration for the transmission on the source cell. If the UE transmits PRACH using 1.25 kHz or 5 kHz SCS on the source cell, the UE determines  assuming SCS configuration .
UE transmissions on the target cell and the source cell overlap if they are in
-	overlapping time resources if the carrier frequencies for the target MCG and the source MCG are intra-frequency and intra-band
-	overlapping time resources and overlapping frequency resources if the carrier frequencies for the target MCG and the source MCG are not intra-frequency and intra-band
For intra-frequency DAPS HO operation, the UE expects that an active DL BWP and an active UL BWP on the target cell are within an active DL BWP and an active UL BWP on the source cell, respectively.
The UE can provide pdcch-BlindDetectionMCG1-UE to indicate a capability to monitor a maximum number of PDCCH candidates per slot that corresponds to  downlink cells for the target MCG and pdcch-BlindDetectionMCG2-UE to indicate a capability monitor a maximum number of PDCCH candidates per slot that corresponds to  downlink cells for the source MCG. If the UE is provided search space sets on both the target MCG and the source MCG, the UE does not expect to have in any slot any USS set without allocated PDCCH candidates for monitoring on both the target MCG and the source MCG.
For DAPS operation in a same frequency band, a UE does not transmit PUSCH/PUCCH/SRS to the source MCG in a slot when the transmission would overlapping in time with a PRACH transmission to the target MCG or when a gap between a first or last symbol of a PRACH transmission to the target MCG in a first slot would be separated by less than  symbols from a last or first symbol, respectively, of the PUSCH/PUCCH/SRS transmission to the source MCG in a second slot. For DAPS operation in a same frequency band, a UE does not transmit PRACH on the source MCG in a slot overlapping in time with a PUSCH/PUCCH/SRS transmission on the target MCG or when a gap between the first or last symbol of a PUSCH/PUCCH/SRS transmission on the target MCG is separated by less than  symbols from a last or a first symbol, respectively, of a PRACH transmission on the source MCG.  for  or ,  for  or , and  is the SCS configuration of the active UL BWP for the PUSCH/PUCCH/SRS transmission to source MCG.
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