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2. [bookmark: _GoBack]Accordingly, there is no transport block size determination needed for a PUSCH scheduled by a DCI format with CRC scrambled by SP-CSI-RNTI.

	
	

	Summary of change:
	1. Clarify in clause 5.2.3 that semi-persistent CSI reporting on PUSCH activated by a DCI format is not expected to be multiplexed with uplink data on the PUSCH
2. Delete “SP-CSI-RNTI” in clause 6.1.4.2.

	
	

	Consequences if not approved:
	Incorrect and unclear specification.

	
	

	Clauses affected:
	5.2.3, 6.1.4.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	Isolated impact analysis:
It is commonly understood in RAN1 that this CR should not change UE implementation.

	
	

	This CR's revision history:
	


Page 1


[bookmark: _Toc11352132][bookmark: _Toc20318022][bookmark: _Toc27299920][bookmark: _Toc36117430]5.2.3	CSI reporting using PUSCH
[bookmark: _Hlk500827675]A UE shall perform aperiodic CSI reporting using PUSCH on serving cell c upon successful decoding of a DCI format 0_1 or DCI format 0_2 which triggers an aperiodic CSI trigger state.
When a DCI format 0_1 schedules two PUSCH allocations, the aperiodic CSI report is carried on the second scheduled PUSCH. When a DCI format 0_1 schedules more than two PUSCH allocations, the aperiodic CSI report is carried on the penultimate scheduled PUSCH.
An aperiodic CSI report carried on the PUSCH supports wideband, and sub-band frequency granularities. An aperiodic CSI report carried on the PUSCH supports Type I, Type II and Enhanced Type II CSI. 
A UE shall perform semi-persistent CSI reporting on the PUSCH upon successful decoding of a DCI format 0_1 or DCI format 0_2 which activates a semi-persistent CSI trigger state. DCI format 0_1 and DCI format 0_2 contains a CSI request field which indicates the semi-persistent CSI trigger state to activate or deactivate. Semi-persistent CSI reporting on the PUSCH supports Type I, Type II with wideband, and sub-band frequency granularities and Enhanced Type II CSI. The PUSCH resources and MCS shall be allocated semi-persistently by an uplink DCI.
CSI reporting on PUSCH can be multiplexed with uplink data on PUSCH except that semi-persistent CSI reporting on PUSCH activated by a DCI format is not expected to be multiplexed with uplink data on the PUSCH. CSI reporting on PUSCH can also be performed without any multiplexing with uplink data from the UE. 
<unchanged text omitted>
[bookmark: _Toc11352152][bookmark: _Toc20318042][bookmark: _Toc27299940][bookmark: _Toc36117450]6.1.4.2	Transport block size determination
For a PUSCH scheduled by RAR UL grant or 
for a PUSCH scheduled by fallbackRAR UL grant or
for a PUSCH scheduled by a DCI format 0_0 with CRC scrambled by C-RNTI, MCS-C-RNTI, TC-RNTI, CS-RNTI, or 
for a PUSCH scheduled by a DCI format 0_1 or DCI format 0_2 with CRC scrambled by C-RNTI, MCS-C-RNTI, CS-RNTI, SP-CSI-RNTI, or 
for a PUSCH transmission with configured grant, or
for a MsgA PUSCH transmission,
if

-	and transform precoding is disabled and Table 5.1.3.1-2 is used, or

-	 and transform precoding is disabled and a table other than Table 5.1.3.1-2 is used, or 

-	 and transform precoding is enabled, the UE shall first determine the TBS as specified below:
The UE shall first determine the number of REs (NRE) within the slot: 

-	A UE first determines the number of REs allocated for PUSCH within a PRB  by 








[bookmark: _Hlk512515248]-	, where is the number of subcarriers in the frequency domain in a physical resource block,  is the number of symbols L of the PUSCH allocation according to Clause 6.1.2.1 for scheduled PUSCH or Clause 6.1.2.3 for configured PUSCH,  is the number of REs for DM-RS per PRB in the allocated duration including the overhead of the DM-RS CDM groups without data, as described for PUSCH with a configured grant in Clause 6.1.2.3 or as indicated by DCI format 0_1 or DCI format 0_2 or as described for DCI format 0_0 in Clause 6.2.2, and  is the overhead configured by higher layer parameter xOverhead in PUSCH-ServingCellConfig. If the  is not configured (a value from 6, 12, or 18), the  is assumed to be 0. For Msg3 transmission the  is always set to 0.



-	A UE determines the total number of REs allocated for PUSCH  by where  is the total number of allocated PRBs for the UE.
-	Next, proceed with steps 2-4 as defined in Clause 5.1.3.2
else if

-	 and transform precoding is disabled and Table 5.1.3.1-2 is used, or

-	 and transform precoding is enabled, 


-	the TBS is assumed to be as determined from the DCI transported in the latest PDCCH for the same transport block using . If there is no PDCCH for the same transport block using , and if the initial PUSCH for the same transport block is transmitted with configured grant, 
-	the TBS shall be determined from configuredGrantConfig for a configured grant Type 1 PUSCH.
-	the TBS shall be determined from the most recent PDCCH scheduling a configured grant Type 2 PUSCH.
else


-	the TBS is assumed to be as determined from the DCI transported in the latest PDCCH for the same transport block using . If there is no PDCCH for the same transport block using , and if the initial PUSCH for the same transport block is transmitted with configured grant, 
-	the TBS shall be determined from configuredGrantConfig for a configured grant Type 1 PUSCH.
-	the TBS shall be determined from the most recent PDCCH scheduling a configured grant Type 2 PUSCH.
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