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	Reason for change:
	Following two cases on dynamic UL skipping were discussed in RAN1 and related conclusions were made below.
· Case 1: dynamic PUSCH skipping without overlapping CSI/HARQ-ACK on PUCCH
· Case 2: dynamic PUSCH skipping with overlapping CSI/HARQ-ACK on PUCCH
For Case 1, it was agreed in RAN1#100-e meeting that when a UL grant without UL-SCH field or UL-SCH =1 (if present) is detected by a UE configured with skipUplinkTxDynamic, the corresponding PUSCH transmission is skipped by the UE if no transport block for the PUSCH transmission is generated by MAC and there is no CSI/HARQ-ACK on PUCCH overlapping with the PUSCH.
For Case 2, RAN1 agreed that in Rel-15, the UE behavior is undefined and Case 2 can be addressed for Rel-16.


	
	

	Summary of change:
	To define the UE behavior for Case 2 in 38.213 section 9 that layer 1 shall notify higher layers that there is UCI to be multiplexed on a PUSCH. 

	
	

	Consequences if not approved:
	Inconsistent UE beahvior in RAN1 and RAN2 specification and ambiguous UE behavior for case 2.
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	Other comments:
	Isolated impact analysis:
The CR has isolated impact on dynamic PUSCH skipping with overlapping CSI/HARQ-ACK on PUCCH. 
1.	If the gNB is implemented according to this CR while the UE is not,
when there is UCI on PUCCH overlapping with a PUSCH with skipUplinkTxDynamic set to true, there may be misunderstanding for gNB which PUSCH the UCI is multiplexed on.
2.	If the UE is implemented according to this CR while the gNB is not,
there is no impact on gNB.
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[bookmark: _Toc11352138][bookmark: _Toc20318028][bookmark: _Toc27299926][bookmark: _Toc11352095]9	UE procedure for reporting control information
<unchanged part omitted>
If a UE 
-	would multiplex UCI in a PUCCH transmission that overlaps with a PUSCH transmission, and 
-	the PUSCH and PUCCH transmissions fulfill the conditions in Clause 9.2.5 for UCI multiplexing, 
the UE 
-	notifies higher layers there is UCI to be multiplexed on the PUSCH by Layer 1 when skipUplinkTxDynamic provided by higher layers is set to true.
-	multiplexes only HARQ-ACK information, if any, from the UCI in the PUSCH transmission and does not transmit the PUCCH if the UE multiplexes aperiodic or semi-persistent CSI reports in the PUSCH;
-	multiplexes only HARQ-ACK information and CSI reports, if any, from the UCI in the PUSCH transmission and does not transmit the PUCCH if the UE does not multiplex aperiodic or semi-persistent CSI reports in the PUSCH.
<unchanged part omitted>

