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1 Introduction
In RAN1#101-e, the following agreements on QoS measurement for NR sidelink have been made [1]:
· Take as a conclusion that no further discussion in RAN1 regarding whether TS 38.213 should state explicitly that CBR-based power control does not apply to a PSSCH transmission using resources allocated using mode 1
· The latest TP to 38.213 (Section 16.2.1) is endorsed. 
The endorsed TP to 38.213 is in [2]. However, there is still a remaining issue about the assumption on  when p0-SL-PSCCHPSSCH is not provided. In this contribution, we provide a text proposal on this issue.
2 TP on 
In RAN1#101-e, it was identified that the formula for  results to 0 value when maximumtransmitPower-SL is not provided. To address this issue, the determination of  is now conditioned as below [3] 
	[bookmark: _Toc29894878][bookmark: _Toc29899177][bookmark: _Toc29899595][bookmark: _Toc29917331][bookmark: _Toc36498206][bookmark: _Toc45699234]16.2.1	PSSCH
A UE determines a power  for a PSSCH transmission on a resource pool in symbols where a corresponding PSCCH is not transmitted in PSCCH-PSSCH transmission occasion  as:
-	if maximumtransmitPower-SL is provided then
	 [dBm]
-	else
	 [dBm]
where
-	 is defined in [8-1, TS 38.101-1]
-	 is determined by a value of maximumtransmitPower-SL based on a priority level of the PSSCH transmission and a CBR range that includes a CBR measured in slot  [6, TS 38.214] 
-	if p0-DL-PSCCHPSSCH is provided
-	 [dBm]
-	elseif p0-SL-PSCCHPSSCH is provided
-	 [dBm]
-	else 
-	 [dBm]
*** Unchanged text is omitted ***


However, the same problem remains for the determination of  when p0-DL-PSCCHPSSCH is not provided. The straightforward way to correct this would be to duplicate twice more the change made in [3]. A more efficient way to minimize the specification text is provided below.
Proposal: Adopt the below TP to correct the determination of  when maximumtransmitPower-SL is not provided.
	16.2.1	PSSCH
A UE determines a power  for a PSSCH transmission on a resource pool in symbols where a corresponding PSCCH is not transmitted in PSCCH-PSSCH transmission occasion  as:
-	if maximumtransmitPower-SL is provided then
	 [dBm]
-	else
	 [dBm]
where
-	 is defined in [8-1, TS 38.101-1]
-	 is determined by a value of maximumtransmitPower-SLsl-MaxTransPower based on a priority level of the PSSCH transmission and a CBR range that includes a CBR measured in slot  [6, TS 38.214]; if sl-MaxTransPower is not provided, then ; 
-	if p0-DL-PSCCHPSSCHdl-P0-PSSCH-PSCCH is provided
-	 [dBm]
-	elseif p0-SL-PSCCHPSSCHsl-P0-PSSCH-PSCCH is provided
-	 [dBm]
-	else 
-	 [dBm]
*** Unchanged text is omitted ***


3 Conclusions
This contribution discusses on issues for maintenance of QoS in NR sidelink and proposes the following text proposal:
Proposal: Adopt the below TP to correct the determination of  when maximumtransmitPower-SL is not provided.
	16.2.1	PSSCH
A UE determines a power  for a PSSCH transmission on a resource pool in symbols where a corresponding PSCCH is not transmitted in PSCCH-PSSCH transmission occasion  as:
-	if maximumtransmitPower-SL is provided then
	 [dBm]
-	else
	 [dBm]
where
-	 is defined in [8-1, TS 38.101-1]
-	 is determined by a value of maximumtransmitPower-SLsl-MaxTransPower based on a priority level of the PSSCH transmission and a CBR range that includes a CBR measured in slot  [6, TS 38.214]; if sl-MaxTransPower is not provided, then ; 
-	if p0-DL-PSCCHPSSCHdl-P0-PSSCH-PSCCH is provided
-	 [dBm]
-	elseif p0-SL-PSCCHPSSCHsl-P0-PSSCH-PSCCH is provided
-	 [dBm]
-	else 
-	 [dBm]
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