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Introduction
[bookmark: _Hlk510705081]In RAN1#99, RAN1 has completed Rel-16 NR positioning WI, and started the maintenance discussions in RAN1#100-e. In this contribution we discuss the open issue remaining for measurements for NR positioning.  
Discussion
In [2] Nokia suggested that we provide a definition of positioning node in TS 38.215. Currently this term is not defined in any specification and creates some ambiguity for the measurement definitions. During RAN1#100-e, the motivation was clarified, but companies raised concerns whether RAN1 is a proper place to capture such definitions. So we suggest to confirm whether RAN1 can make consensus on the necessity of such definition to avoid uncertainty first, then to discuss whether RAN1 needs to send LS to other working group to inform RAN1’s consensus. 
Nokia sees some ambiguity remaining in some of the positioning measurement definitions with regard to how a “positioning node” is defined. The common understanding in RAN1 seemed to be that this node could either be a TRP or a UL-positioning only RP or a DL-positioning only TP. 3GPP should define a positioning node as a TRP, UL-positioning only RP, or DL-positioning only TP which transmits and/or receives positioning signals.     
Proposal 1: RAN1 confirms necessity to define positioning nodes to avoid ambiguity on the measurement definitions. 
Proposal 2: RAN1 either sends an LS to RAN3 informing them of the need to define positioning node, or defines a positioning node as described above in TS 38.215.
Conclusion
In this contribution we make the following proposals:
Proposal 1: RAN1 confirms necessity to define positioning nodes to avoid ambiguity on the measurement definitions.
Proposal 2 RAN1 either sends an LS to RAN3 informing them of the need to define positioning node, or defines a positioning node as described above in TS 38.215.
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