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	Reason for change:
	In the current spec, for AP-CSI, NW is allowed to trigger AP-CSI measurement in a cell located in a different Cell Group as the Cell Group the scheduling DCI is located. At the same time, in 38.214, for AP-CSI, UE processing time requirement is specified as Z and Z’ in Clause 5.4. In general, UE is not expected to perform cross CG operation unless it is explicitly allowed by the specification. For AP-CSI, it can be infeasible for UE to meet the Z and Z’ requirement when cross CG AP-CSI measurement is triggered by DCI.

	
	

	Summary of change:
	Clarify that, for AP-CSI, UE is not expected to be triggered by AP-CSI triggering DCI to perform CSI measurement in a different Cell Group

	
	

	Consequences if not approved:
	UE cannot meet the Z and Z’ timing requirement specified in 38.214 Clause 5.4
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	Other comments:
	Impac analysis: 
This is based on common understanding. So no impact on legacy gNB and UE.

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc11352112][bookmark: _Toc20318002][bookmark: _Toc27299900][bookmark: _Toc29673167][bookmark: _Toc29673308][bookmark: _Toc29674301][bookmark: _Toc36645531][bookmark: _Toc45810576]5.2.1.4	Reporting configurations
[bookmark: _Hlk512252948]< Unchanged parts are omitted >
If a UE is configured with semi-persistent CSI reporting, the UE shall report CSI when both CSI-IM and NZP CSI-RS resources are configured as periodic or semi-persistent. If a UE is configured with aperiodic CSI reporting, the UE shall report CSI when both CSI-IM and NZP CSI-RS resources are configured as periodic, semi-persistent or aperiodic. 
[bookmark: _Hlk523145131]A UE configured with DCI format 0_1 or 0_2 does not expect to be triggered with multiple CSI reports with the same CSI-ReportConfigId.
A UE configured with DCI format 0_1 or 0_2 does not expect to be triggered with CSI measurement in a cell group different from that of the scheduling DCI 
< Unchanged parts are omitted >



