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1 Introduction
In our contribution for enhancements and new techniques for NR positioning [REF], we proposed to use cyclic shifts to multiplex PRS resources. In this contribution, we detail the mechanisms for the solution, as well as propose to also support ZC sequences for DL PRS. 
2 [bookmark: _Ref7598514]Cyclic shift based orthogonality
2.1 Cyclic shifts on PRS
Cyclic shifts is a well-established technique to generate delay tolerant orthogonal signals which is already used both in NR and in LTE. Using N cyclically shifted signals requires propagation delays and delay spread to be smaller than the useful OFDM symbol time divided by N. The number of orthogonal signals that can be generated based on cyclic shifts is thus strongly dependent on the scenario.
In industrial scenarios or more generally in indoor scenarios delays and delay spreads are relatively small. Even in a huge industrial hall with a length of 300m the delay from one end of the hall to the other would only be 1µs and the delay spread would only be a fraction of that. Thus, utilizing cyclic shifts one can generate a large number of orthogonal signals and assure that orthogonality is maintained even between delayed signals, see Table 1. This code orthogonality can obviously be combined with muting to generate even more orthogonal signals. In confined scenarios like industrial scenarios and indoor scenarios all PRSs could thus be made orthogonal without excessive overhead. As can be expected, simulation results for the use of 12 cyclic shifts for the 12 transmission points in the Indoor Open Office scenario show positioning accuracy on par with the interference free reference case (see Figure 2). The same result can be achieved with comb-12. Industrial halls can, however, be much larger than the IOO room and contain more than 12 transmission points. In such cases comb-12 will not be enough to ensure orthogonality between the PRS of all transmission points. Simulation results for an extended indoor open office scenario (EIOO) with a room size of 200m x 50m and 20 transmission points show performance on par with the interference free case using a combination of cyclic shifts and combs to make the PRSs for all 20 transmission points orthogonal (see Figure 3). The use of only comb-6 or comb-12 does, however, show degraded performance as compared to the interference free case.
[bookmark: _Ref4754234]Table 1 Number of orthogonal cyclic shift signals tolerating a certain delay for different numerologies.
	
	
	Number of orthogonal cyclic shift signals tolerating a given delay

	Subcarrier spacing
	OFDM symbol length without CP
	Max 0.5 µs delay
	Max 1 µs delay
	Max 1.5 µs delay

	15 kHz
	66.7 µs
	133
	67
	44

	30 kHz
	33.3 µs
	67
	33
	22

	60 kHz
	16.7 µs
	33
	17
	11

	120 kHz
	8.3 µs
	17
	8
	6



The number of cyclic shifts to utilize need not be specified but can be adapted to the scenario. The UE is simply configured with a cyclic shift corresponding to each PRS. The granularity of the cyclic shift PRS configuration parameter will define the maximum number of cyclic shifts that can be utilized by the network. 
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[bookmark: _Ref12530604]Figure 1 The UE complexity is significantly reduced through the use of cyclic shifts since only one channel impulse response (CIR) need to be calculated. The channel peaks of all cyclically shifted PRSs will show up in the same CIR. Since the propagation delays are limited, time is easily used to separate the different transmission points from each other.
We propose that the NR PRS should have configurable cyclic shifts
 
with , with the maximum number of cyclic shifts M configurable as 1, 12, 24, 48 or 96.
1. [bookmark: _Toc7814228][bookmark: _Toc16870374][bookmark: _Toc40380976]Simulation results for the use of comb-1 and 12 cyclic shifts for the 12 transmission points in the Indoor Open Office scenario give a positioning error below 1m for 90% of the UEs (see Figure 2).
[bookmark: _Toc7814206][bookmark: _Toc16867202][bookmark: _Toc40345568][bookmark: _Toc40380979]Support cyclic shifts   with  and with the maximum number of cyclic shifts M configurable as 1, 12, 24, 48 or 96.

2.2 Zadoff-Chu sequences for PRS
To achieve orthogonality the root signal on which the cyclic shift is applied must obviously be the same. Thus, it should be possible to configure PRSs in different cells that are identical up to the cyclic shift utilized. This root signal could e.g. be a Gold code modulated QPSK OFDM signal. This would make it possible to have multiple groups of PRSs such that PRSs are orthogonal within a group and such that PRSs from different groups have good ‘gold-code based’ correlation properties. 
To ensure that the root signal can be configured to be the same for multiple PRSs with different cyclic shifts the initialization of the code sequence has to be independent of the cyclic shift parameter. Since there is no strong need for large numbers of alternative sequences with good correlation properties (like the Gold codes) one could also consider alternative sequences based on other design criteria.  Zadoff-Chu sequences have the characteristic that they have constant amplitude (power) in both frequency (across REs in the same symbol) and time (throughout an OFDM symbol). Both characteristics are very desirable. In the time domain this implies very good PAPR, which may be translated into a higher possible output power compared to the normal data symbols, while still fulfilling spectrum mask requirements. We thus propose to study Zadoff-Chu sequences as an alternative to Gold sequences in combination with cyclic shifts.
Note also that the cyclically shifted signals can be co-processed by the UE in a very efficient way significantly reducing UE complexity. The channel impulse response (CIR) of all cyclically shifted PRS can be estimated in one go and will show up cyclically shifted in time relative to each other (see Figure 1). Since the propagation delays are limited, time is easily used to separate the CIR of the different transmission points from each other.

1. [bookmark: _Toc7814229][bookmark: _Toc16870375][bookmark: _Toc40380977]Zadoff-Chu sequences allow for constant power signals, with much improved PAPR compared to traditional Gold code modulated QPSK, which may allow increased output power for PRS symbols while still fulfilling regulatory spectral mask 
[bookmark: _Toc7814207][bookmark: _Toc16867203][bookmark: _Toc40345569][bookmark: _Toc40380980]We propose that Zadoff-Chu sequences should be considered, as an alternative to Gold sequences in combination with cyclic shifts.
2.3 Cyclic shifts and Staggered combs
Cyclic shifts can be combined with staggered combs to give even more orthogonal sequences. As an example, the combination of a staggered 6-Comb with 12 cyclic shifts gives 72 orthogonal PRS resources. Note, however, that staggering is needed in order to get an increase in the number of orthogonal symbols. Non staggered combs and cyclic shifts both reduce the range and thus ‘eats from the same propagation delay budget’. If e.g. 12 cyclic shifts is combined with non staggered comb-4, then only the first 3 cyclic shifts are useful and thus the number of orthogonal signals that can be generated is 4*3=12 just as for 12 cyclic shifts without comb. Non-staggered combs give no additional gain when combined with cyclic shifts.
1. [bookmark: _Toc7814230][bookmark: _Toc16870376][bookmark: _Toc40380978]Cyclic shifts can be combined with staggered combs to give even more orthogonal sequences. As an example, the combination of a staggered 6-Comb with 12 cyclic shifts gives 72 orthogonal PRS resources.
[bookmark: _Toc7814208][bookmark: _Toc16867204][bookmark: _Toc40345570][bookmark: _Toc40380981]The combination of staggered Comb-N signals with cyclic shifts shall be supported for the NR PRS. 
The use of a staggered N-comb makes sense if N symbols are needed for coverage. If only one symbol is needed for coverage as may be the case in many indoor and indoor industrial scenarios then it’s better to use only cyclic shifts (i.e. cyclic shifts combined with comb-1).  We propose that the PRS Resource Comb-N value can be configured to 1 in addition to the already agreed values  for use in combination with cyclic shifts.
[bookmark: _Toc16867205][bookmark: _Toc40345571][bookmark: _Toc40380982]The PRS Resource Comb-N value can be configured to 1 in addition to the already agreed values for use in combination with cyclic shifts.
[image: image002][image: ]
[bookmark: _Ref7778761]Figure 2 Comb-12, 12 Cyclic shifts, or a combination of comb-4 and 3 cyclic shifts all give 12 orthogonal signals. When used in the IOO scenario the PRS from the 12 transmission points can thus all be made orthogonal. As a consequence, the positioning performance for all these alternatives is similar and close to the performance in the interference free case.
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[bookmark: _Ref12531000]Figure 3 In an extended indoor open office scenario (EIOO) with a room size of 200m x 50m and 20 transmission points, 12 orthogonal signals is not sufficient to make the PRSs from all transmission points orthogonal. The use of comb-6 or comb 12 thus result in degraded positioning performance compared to the interference free case. The use of cyclic shifts or a combination of cyclic shifts and combs can, however, be used to generate 20 orthogonal signals or even more and thus give performance on par with the interference free case.
Based on the discussion in the previous sections we propose the following:
Proposal 1	Support cyclic shifts   with  and with the maximum number of cyclic shifts M configurable as 1, 12, 24, 48 or 96.
Proposal 2	We propose that Zadoff-Chu sequences should be considered, as an alternative to Gold sequences in combination with cyclic shifts.
Proposal 3	The combination of staggered Comb-N signals with cyclic shifts shall be supported for the NR PRS.
Proposal 4	The PRS Resource Comb-N value can be configured to 1 in addition to the already agreed values 2, 4 and 6 for use in combination with cyclic shifts.

Conclusion
In the previous sections we made the following observations: 
Observation 1	Simulation results for the use of comb-1 and 12 cyclic shifts for the 12 transmission points in the Indoor Open Office scenario give a positioning error below 1m for 90% of the UEs (see Figure 2).
Observation 2	Zadoff-Chu sequences allow for constant power signals, with much improved PAPR compared to traditional Gold code modulated QPSK, which may allow increased output power for PRS symbols while still fulfilling regulatory spectral mask
Observation 3	Cyclic shifts can be combined with staggered combs to give even more orthogonal sequences. As an example, the combination of a staggered 6-Comb with 12 cyclic shifts gives 72 orthogonal PRS resources.
 
Based on the discussion in the previous sections we propose the following:
Proposal 1	Support cyclic shifts   with  and with the maximum number of cyclic shifts M configurable as 1, 12, 24, 48 or 96.
Proposal 2	We propose that Zadoff-Chu sequences should be considered, as an alternative to Gold sequences in combination with cyclic shifts.
Proposal 3	The combination of staggered Comb-N signals with cyclic shifts shall be supported for the NR PRS.
Proposal 4	The PRS Resource Comb-N value can be configured to 1 in addition to the already agreed values for use in combination with cyclic shifts.
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