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1 Analysis
	Reasons for change
	RRC parameter names for the feature of default spatial relation/PL RS are not aligned with the latest TS38.331

	Summary of changes
	The RRC parameter names are changed as below:
· enableDefaultBeamPlForSRS to enableDefaultBeamPlForSRS-r16
· enableDefaultBeamPlForPUCCH to enableDefaultBeamPL-ForPUCCH-r16
· enableDefaultBeamPlForPUSCH0_0 to enableDefaultBeamPL-ForPUSCH0-r16
· enablePLRSupdateForPUSCHSRS to enablePLRS-UpdateForPUSCH-SRS-r16

	Specs/Sections impacted
	TS 38.213, clause 7.1.1, 7.2.1, 7.3.1, 9.2.2
TS 38.214, clause 6.1, 6.1.1, 6.2.1

	Consequences if not approved
	The spec is ambiguous due to the misaligned parameter names across different specifications.



2 Text Proposal
[bookmark: _Ref37801881]TP 1 for clause 7.1.1 of TS 38.213 
	-	If the UE is not provided PUSCH-PathlossReferenceRS and enableDefaultBeamPL-ForSRS-r16enableDefaultBeamPlForSRS, or before the UE is provided dedicated higher layer parameters, the UE calculates [image: ] using a RS resource from an SS/PBCH block with same SS/PBCH block index as the one the UE uses to obtain MIB
<Unchanged part is omitted>
-	If the PUSCH transmission is scheduled by a DCI format 0_1, and if the UE is provided enableDefaultBeamPL-ForSRS-r16enableDefaultBeamPlForSRS and is not provided PUSCH-PathlossReferenceRS and PUSCH-PathlossReferenceRS-r16, the UE uses the same RS resource index  as for a SRS resource set with an SRS resource associated with the PUSCH transmission
<Unchanged part is omitted>
-	If 
-	the PUSCH transmission is scheduled by a DCI format 0_0 on serving cell , 
-	the UE is not provided PUCCH resources for the active UL BWP of serving cell , and
-	the UE is provided enableDefaultBeamPL-ForPUSCH0-r16enableDefaultBeamPlForPUSCH0_0 
	the UE determines a RS resource index  providing a periodic RS resource with 'QCL-TypeD' in the TCI state or the QCL assumption of a CORESET with the lowest index in the active DL BWP of the serving cell 
-	If 
-	the PUSCH transmission is scheduled by a DCI format 0_0 on serving cell , 
-	the UE is not provided a spatial setting for PUCCH resources on the active UL BWP of the primary cell [11, TS 38.321], and
-	the UE is provided enableDefaultBeamPL-ForPUSCH0-r16enableDefaultBeamPlForPUSCH0_0 
	the UE determines a RS resource index  providing a periodic RS resource with 'QCL-TypeD' in the TCI state or the QCL assumption of a CORESET with the lowest index in the active DL BWP of serving cell 
<Unchanged part is omitted>
If the UE is provided enablePLRS-UpdateForPUSCH-SRS-r16enablePLRSupdateForPUSCHSRS, a mapping between sri-PUSCH-PowerControlId and PUSCH-PathlossReferenceRS-Id values can be updated by a MAC CE as described in [11, TS38.321]



TP 2 for clause 7.2.1 of TS 38.213 
	-	If the UE
-	is not provided pathlossReferenceRSs, and
-	is not provided PUCCH-SpatialRelationInfo, and
-	is provided enableDefaultBeamPL-ForPUCCH-r16enableDefaultBeamPlForPUCCH, and 
-	is not provided CORESETPoolIndex value of 1 for any CORESET, or is provided CORESETPoolIndex value of 1 for all CORESETs, in ControlResourceSet and no codepoint of a TCI field, if any, in a DCI format of any search space set maps to two TCI states [5, TS 38.212] 
	the UE determines a RS resource index  providing a periodic RS resource with 'QCL-TypeD' in the TCI state or the QCL assumption of a CORESET with the lowest index in the active DL BWP of the primary cell. For a PUCCH transmission over multiple slots, a same  applies to the PUCCH transmission in each of the multiple slots.



TP 3 for clause 7.3.1 of TS 38.213 
	[image: ] is a downlink pathloss estimate in dB calculated by the UE using RS resource index  as described in Clause 7.1.1 for the active DL BWP of serving cell  and SRS resource set  [6, TS 38.214]. The RS resource index  is provided by pathlossReferenceRS associated with the SRS resource set  and is either an ssb-Index providing a SS/PBCH block index or a csi-RS-Index providing a CSI-RS resource index. If the UE is provided enablePLRS-UpdateForPUSCH-SRS-r16enablePLRSupdateForPUSCHSRS, a MAC CE [11, TS 38.321] can provide by SRS-PathlossReferenceRS-Id a corresponding RS resource index  for aperiodic or semi-persistent SRS resource set 
... ...
-	If the UE
-	is not provided pathlossReferenceRS or SRS-PathlossReferenceRS, 
-	is not provided spatialRelationInfo, and
-	is provided enableDefaultBeamPL-ForSRS-r16enableDefaultBeamPlForSRS, and 
-	is not provided CORESETPoolIndex value of 1 for any CORESET, or is provided CORESETPoolIndex value of 1 for all CORESETs, in ControlResourceSet and no codepoint of a TCI field, if any, in a DCI format of any search space set maps to two TCI states [5, TS 38.212] 

	the UE determines a RS resource index  providing a periodic RS resource with 'QCL-TypeD' in
-	the TCI state or the QCL assumption of a CORESET with the lowest index in the active DL BWP, if CORESETs are provided in the active DL BWP of serving cell 
-	the active PDSCH TCI state with lowest ID [6, TS 38.214] in the active DL BWP, if CORESETs are not provided in the active DL BWP of serving cell 



TP 4 for clause 9.2.2 of TS 38.213 
	If a UE
-	is not provided pathlossReferenceRSs in PUCCH-PowerControl, 
-	is provided enableDefaultBeamPL-ForPUCCH-r16enableDefaultBeamPlForPUCCH, and 
-	is not provided PUCCH-SpatialRelationInfo, and
-	is not provided CORESETPoolIndex value of 1 for any CORESET, or is provided CORESETPoolIndex value of 1 for all CORESETs, in ControlResourceSet and no codepoint of a TCI field, if any, in a DCI format of any search space set maps to two TCI states [5, TS 38.212]
a spatial setting for a PUCCH transmission from the UE is same as a spatial setting for PDCCH receptions by the UE in the CORESET with the lowest ID on the active DL BWP of the PCell. For a PUCCH transmission over multiple slots, a same spatial setting applies to the PUCCH transmission in each of the multiple slots.



TP 5 for clause 6.1 of TS 38.214
	For PUSCH scheduled by DCI format 0_0 on a cell and if the higher layer parameter enableDefaultBeamPL-ForPUSCH0-r16 enableDefaultBeamPlForPUSCH0_0 is set 'enabled', the UE is not configured with PUCCH resources on the active UL BWP and the UE is in RRC connected mode, the UE shall transmit PUSCH according to the spatial relation, if applicable, with a reference to the RS with 'QCL-TypeD' corresponding to the QCL assumption of the CORESET with the lowest ID on the active DL BWP of the cell. 
For PUSCH scheduled by DCI format 0_0 on a cell and if the higher layer parameter enableDefaultBeamPL-ForPUSCH0-r16 enableDefaultBeamPlForPUSCH0_0 is set 'enabled', the UE is configured with PUCCH resources on the active UL BWP where all the PUCCH resource(s) are not configured with any spatial relation and the UE is in RRC connected mode, the UE shall transmit PUSCH according to the spatial relation, if applicable, with a reference to the RS with 'QCL-TypeD' corresponding to the QCL assumption of the CORESET with the lowest ID on the active DL BWP of the cell in case CORESET(s) are configured on the cell.




TP 6 for clause 6.1.1 of TS 38.214 
	Two transmission schemes are supported for PUSCH: codebook based transmission and non-codebook based transmission. The UE is configured with codebook based transmission when the higher layer parameter txConfig in pusch-Config is set to 'codebook', the UE is configured non-codebook based transmission when the higher layer parameter txConfig is set to 'nonCodebook'. If the higher layer parameter txConfig is not configured, the UE is not expected to be scheduled by DCI format 0_1 or 0_2. If PUSCH is scheduled by DCI format 0_0, the PUSCH transmission is based on a single antenna port. Except if the higher layer parameter enableDefaultBeamPL-ForPUSCH0-r16enableDefaultBeamPlForPUSCH0_0 is set 'enabled', the UE shall not expect PUSCH scheduled by DCI format 0_0 in a BWP without configured PUCCH resource with PUCCH-SpatialRelationInfo in frequency range 2 in RRC connected mode.




TP 7 for clause 6.2.1 of TS 38.214 
	When the higher layer parameter enableDefaultBeamPL-ForSRS-r16enableDefaultBeamPlForSRS is set 'enabled', and if the higher layer parameter spatialRelationInfo for the SRS resource, except for the SRS resource with the higher layer parameter usage in SRS-ResourceSet set to 'beamManagement' or for the SRS resource with the higher layer parameter usage in SRS-ResourceSet set to 'nonCodebook' with configuration of associatedCSI-RS or for the SRS resource configured by the higher layer parameter SRS-PosResourceSet-r16, is not configured in FR2 and if the UE is not configured with higher layer parameter(s) pathlossReferenceRS, and if the UE is not configured with different values of CORESETPoolIndex in ControlResourceSets, and is not provided at least one TCI codepoint mapped with two TCI states, the UE shall transmit the target SRS resource in an active UL BWP of a CC,
-	according to the spatial relation, if applicable, with a reference to the RS with 'QCL-TypeD' corresponding to the QCL assumption of the CORESET with the lowest controlResourceSetId in the active DL BWP in the CC.
-	according to the spatial relation, if applicable, with a reference to the RS with 'QCL-TypeD' in the activated TCI state with the lowest ID applicable to PDSCH in the active DL BWP of the CC if the UE is not configured with any CORESET in the active DL BWP of the CC
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